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		  Datasheet File OCR Text:


		  halleffectcurrentsensorsl01z***s05series tamurareservetherighttomodifyitsproductsin ordertoimprovethemwithoutpriornotice l01zxxxs05revc,march2009 frequencycharacteristic(L01Z100S05) 10,0 8,0 6,0 4,0 2,0 0,0 2,0 0,1 1 10 100 iffrequency(khz)@if=6.0arms attenuation(db) saturationcharacteristic(l01z600s05) 0,0 0,5 1,0 1,5 2,0 2,5 3,0 3,5 4,0 4,5 5,0  1200  900 600  300 0 300 600 900 1200 inputcurrent(a) outputvoltage(v) t a =25oc,v cc =+5v,r l =10k electricalperformances specifications features:  ? openlooptype ? printedcircuitboardmounting ? unipolarpowersupply ? apertureforcableorbusbar ? insulatedplasticcaseaccordingto ul94v0 advantage:  ? excellentaccuracy ? verygoodlinearity ? lowtemperaturedrift ? widefrequencybandwidth ? noinsertionloss ? highimmunitytoexternalinterference ? optimisedresponsetime ? currentoverloadcapability parameters symbol l01z050s05 L01Z100S05 l01z150s05 l01z200s05 l01z300 s05 l01z400s05 l01z500s05 l01z600s05 ratedcurrent i f 50at 100at 150at 200at 300at 400at 500at 600at maximumcurrent i fmax >i f 1.25 outputvoltage  v out v oe +1.5v 0.045v v oe +1.5v0.035v offsetvoltage 1 v oe v ref  0.035v v ref 0.030v accuracy 2  x 1%@i f  outputlinearity 2  l  1%@i f  powersupply v cc 5v2% currentconsumption i c 500m(500vdc),insideofaperture ? ? ? ? terminal frequencybandwidth 4 f dc..35khz operatingtemperature t a 10oc~+80oc storagetemperature t s 15oc~+85oc 1 v ref =v cc ./2(ratiometric) 2 withoutoffset 3 timebetween10%inputcurrentfullscaleand90%o fsensoroutputfullscale 4 smallsignal onlytoavoidexcessiveheatingofmagneticcore  

 halleffectcurrentsensorsl01z***s05series tamurareservetherighttomodifyitsproductsin ordertoimprovethemwithoutpriornotice l01zxxxs05revc,march2009 mechanicaldimensionsinmm electricalconnectiondiagram package&weightinformation weight pcs/box pcs/carton pcs/pallet 45g 50 200 9600 i f   +i f   v out  gnd +v cc  r l =10k lotno. 38max 3?0.6 18.5max 15 9 7.5 4 8 9.5 0.5 5.2 12 3 27max 4 12 3 2.5 12.8 14.5 14.5 l01z s05 terminalno. terminalnumber: 1. v out  2. gnd 3. +5v 2?1 2.5 12 3
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