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		  Datasheet File OCR Text:


		                     automotive rectifier   vo ltag e  rang e  50 t o  1000 volt s  RAS5005   thr u    ras 5 010  c u r r e n t   5 0 . 0   a m pe r e     ras features    ?   low lea k age  ?   low  for w ar d vo ltag e   d r op   ?   high  cu rren t cap a b ility  ?   h i gh   f o r w ard  su rg e  cu rr en t c a p a c ity     mechanica l data    ?   case:  tran sfer  m o ld ed  p l astic  ?   ep oxy :ul 9 4v -0  rate  flam e retarda n t  ?   lead: plated sl ug, s o lde r able  per mil - st d-202e  m e t hod 2 08c   ?   po larity: co lor  ring   d e no tes cath od e en d   ?   mo un ting  po si tio n :   an y  ?   w e igh t: 0 . 064   o u n ce, 1.82   gra m       ma x i mum r a tings an d electri cal  character isti cs    ?   r a t i ngs at   25 o c am bient te mperat ure  unless  othe rwise s p e c ified  ?   si ngl e pha s e, h a l f   wa ve,   6 0 h z ,  resistiv e or ind u c tiv e lo ad   ?   fo r  cap acitiv e lo ad  d e rate  curren t b y  2 0 %       s y m b o l s ras  5 005   ras  50 1  ras  50 2  ras  50 4  ras  50 6  ras  50 8  ras  5 010   unit  maxi m u m  repetiti ve peak reverse  v o ltage  v rrm 5 0   1 0 0   20 0   40 0   60 0   80 0   10 0 0   vol t s m a x i mu m r m s  v o l t a g e   v rms 3 5   7 0   14 0   28 0   42 0   56 0   70 0   vol t s m a xim u m  dc blo c king voltage  v dc 5 0   1 0 0   20 0   40 0   60 0   80 0   10 0 0   vol t s maxi m u m  aver age forwa r d rectif ie d current,  at t c  = 105 o c  i (av) 50 . 0   a m ps peak forwa r d sur g e current    8. 3 m s single half sine wave super i m p osed on    r a ted load ( j ede c   m e thod)   i fsm 60 0   a m ps m a xim u m  i n stantaneous for w ar d voltage @ 50. 0a  v f 1. 0 8   v o l t s 5. 0  max i m u m  dc rev e rse cu rr en t at rat e d               t a  =  25   o c    dc blo c k i n g  vo ltag e  p e r ele m en t                             t a  = 100   o c  i r 40 0  a  typical  ther m a l r e sistance   r  jc 0. 8  o c/w oper ating junction  t e m p er atur e range  t j (- 65  t o  + 1 75 )  o c   storage te m p eratu r e range  t stg (- 65  t o  + 1 75 )  o c    no tes:   1.   pr op er   h eatsink ing  m u st b e   pr ov id ed   sep- 03,  re v a                                        micro electronic ins t rument in c.      

         ratings  and characteristic curves RAS5005  thru ras5010        sep- 03,  re v a                                        micro electronic ins t rument in c.      
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