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		  Datasheet File OCR Text:


		  CR180 cr240 cr200 cr270 cr300 cr39o cr330 cr430 cr36o cr47o product summary part number CR180 CR180 cr200 cr220 cr240 cr270 typlf (ma) 180 180 2.00 2.20 2.40 2.70 min pov (v) 100 100 100 100 100 100 part number cr300 cr330 cr360 cr390 cfl43q cft470 tvpu (ma) 300 330 36o 380 430 470 mln pov (v) 100 100 100 100 100 100 to-2maa 2-lrad top view features ? two-lead hermetic package ? guaranteed tight 10% tolerance ? operation from 1 v (cr160) to 100 v ? excellent temperature stability benefits ? simple series circuitry, no separate voltage source ? tighter guaranteed circuit performance ? excellent performance in low-voltage/battery circuits and high-voltage spike protection ? high circuit stability vs. temperature applications ? constant-current supply ? current-limiting ? timing circuits description the cr series is a family of  10% range current regulators designed for demanding applications in test equipment and instrumentation. these devices combine a jfet with an integrated resistor to produce a single two-leaded device which is extremely simple to operate. with nominal current ranges from 1.60 ma to 4.70 ma, this series will meet a wide array of design requirements.

 absolute maximum ratings psah operating voltage reverse current thermal resistance (hja) notfls u. derate 2.4 mw/c above 25' c ... 100 v .. 50 ma 417-c/w storage temperature power dissipation* .. .. -5sto200'c 300 mw specifications (ta = 25c unless otherwise noted) parameter paak operating voltage1' reverse voltage capacitance symbol test conditions pov vr cf if - 1.' lr(m?x) ib = 1 ma vf = 2s v, f = i mh? limits mln 100 tvp- 135 0.8 e max unit v pf part number cr160 cm so cr200 cr220 cr240 crz70 cr300 cr330 cr360 cr390 cr430 cr470 regulator current0 
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