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		  Datasheet File OCR Text:


		  www.gowanda.com one magnetics pkwy, gowanda, ny 14070 ? (t) 716-532-2234 ? (f) 716-532-2702 ? sales@gowanda.com    power inductors - leaded cmf4 vm   vertical mount common modes   part    inductance   dcr   current   leakage   interwinding   number   @ 10 khz   ohms   rating   l   capacitance     h  30%*   max.*   amps   h ref.   pf ref. cmf4-1003vm	 100	 0.0025	 15.0	 1.4	 3.3 cmf4-2503vm	 250	 0.0038	 12.0	 3.1	 6.6 cmf4-5003vm	 500	 0.006	 10.0	 5.4	 9.2 cmf4-7503vm	 750	 0.013	 6.7	 7.8	 12.0 cmf4-1004vm	 1000	 0.018	 5.7	 10.0	 10.0 cmf4-1704vm	 1700	 0.060	 3.1	 21.0	 11.0 cmf4-2504vm	 2500	 0.073	 2.8	 28.0	 15.0 cmf4-3304vm	 3300	 0.125	 2.2	 36.0	 16.0 cmf4-5004vm	 5000	 0.150	 2.0	 50.0	 19.0 cmf4-7504vm	 7500	 0.300	 1.4	 80.0	 22.0 cmf4-1005vm	 10000	 0.390	 1.2	 90.0	 20.0 	 	 	 	 	 1 2 3 4 bott om view .600     .020 (15.24    .508) printed side    .800     .010 (20.32    .254) lead centers 1 2 3 4 1.0    .020 (25.4    .508)    .400     .010  (10.16    254) lead centers side view .050 (1.27)  dia.  ty p .200 (5.08) ref 1.0 (25.4)  ma x .100 (2.55)  max. go w and a cmf4-xxxxvm n otes: *	 inductance	and	dcr	is	for	each	side	or	single	 winding ?	operating	temperature	-55c	to	+125c ?	 alternate	mounting	solutions	available	upon	 request. packaging  specs: bulk	 only. in.	(mm) power inductors - thru hole   part    inductance   dcr   current   leakage   interwinding   number   @ 10 khz   ohms   rating   l   capacitance     h  30%*   max.*   amps   h ref.   pf ref. cmf5-7503vm	 750	 0.009	 11.8	 8.2	 10.0 cmf5-1004vm	 1000	 0.012	 10.2	 10.5	 12.0 CMF5-1504VM	 1500	 0.015	 9.1	 12.9	 14.0 cmf5-2004vm	 2000	 0.020	 7.9	 18.0	 16.0 cmf5-3304vm	 3300	 0.035	 6.0	 27.0	 19.0 cmf5-5004vm	 5000	 0.060	 4.6	 42.0	 20.0 cmf5-7504vm	 7500	 0.120	 3.2	 68.0	 22.0 cmf5-1005vm	 10000	 0.160	 2.8	 89.0	 24.0 cmf5-1505vm	 15000	 0.250	 2.2	 119.0	 27.0 	 	 	 	 	 cmf5 vm   vertical mount common modes n otes: *	 inductance	and	dcr	is	for	each	side	or	single	 winding ?	operating	temperature	-55c	to	+125c ?	 alternate	mounting	solutions	available	upon	 request. packaging  specs: bulk	 only. 1 2 3 4 bott om view .800    .020 (20.32    .508) printed side    .900    .010 (22.86    .254) lead centers 1 2 3 4    .600    .010  (15.24    254 ) lead centers side view .050 (1.27)  dia.  ty p .200 (5.08) ref 1.40 (35.6)  max go w and a cmf5-7503vm 1.45 (36.8)   max.  in.	(mm)
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