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		  Datasheet File OCR Text:


		                                y our specialist in innovating humidity & temperature sensors          - 1 -             capacitive humidity sensor -- voltage output, model: MM2001/mmt2001  1. feature & application:           *full range temperature compensated         *0-3v dc output for humidity         *humidity accuracy +-3.0%rh             *range 0 to 100% rh         *light weight, easy installation    the outstanding accuracy of MM2001/mmt2001 over the en tire range is based on very precise calibration  methods and the latest microprocesso r technology. well-proven maxdetect cap acitive humidity sensor ensure  excellent long-term stability.  2.   technical specification:    model MM2001 only detect relative humidity, mmt2001 de tect relative humidity and temperature both.    model  MM2001   power   4.5-6v dc  output signal    0- 3v dc for humidity  accuracy   humidity +-3%rh                  working range  humidity 0-100%rh, temperature 0~80 celsius  resolution or sensitivity  humidity 0.1%rh;                   humidity hysteresis  +-0.3%rh  long-term stability  +-0.5%rh/year  interchangeability fully interchangeable  response time                                 y our specialist in innovating humidity & temperature sensors          - 2 -   model  mmt2001   power   4.5-6v dc  output signal  0- 3v dc for hum idity, 0~0.8v dc for temperature  accuracy   humidity +-3%rh,   temperature +- 0.5 celsius               working range  humidity 0-100%rh,    temperature 0~80 celsius  resolution or sensitivity  humid ity 0.1%rh, temperature 0.1 celsius                humidity hysteresis  +-0.3%rh  long-term stability  +-0.5%rh/year  interchangeability fully interchangeable  response time  MM2001  red wire  power supply  yellow wire  humidity output  black wire  gnd     4. typical performance diagram              voltage   0 0.5 1 1.5 2 2.5 3 3.5 0 %rh 10 %rh 20%rh 30%r h 40 %rh 50%rh 60%rh 70 %rh 80%rh 90%rh 10 0%rh   rh        mmt2001  red wire  power supply  yellow wire  humidity output  white wire  temperature output  black wire  gnd 

                               y our specialist in innovating humidity & temperature sensors          - 3 -         voltage             0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 0 10 20 30 40 50 60 70 80 temperature  
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