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		  Datasheet File OCR Text:


		    para light electronics co., ltd.  4f, no.1,   lane 93,   chien yi road, chung ho city, taipei, taiwan, r.o.c.  tel: 886-2-2225-3733           fax: 886-2-2225-4800  e-mail:  para@para.com.tw      http://www.para.com.tw    data  sheet      part no. : L-C195TBJRCT      rev :   a / 0                customer?s approval : _______________           dcc : ____________  drawing no. : ds-31-08-0011   date : 2008-06-25   page : 1   

 dome  lens  chip  led    L-C195TBJRCT  rev:a / 0   package dimensions                                            drawing no. : ds-31-08-0011   date : 2008-06-25   page : 2     note:  1. all dimensions are in millimeters (inches)   2. tolerance is 0.10mm(0.004  ") unless otherwise specified.   

 dome  lens  chip  led    L-C195TBJRCT  rev:a / 0   features  *  low power consumption  *  i.c. compatible   *  longlife solid state reliability    chip materials  *  dice material : ingan / alingap  *  light color :   blue & red     *  lens color : water clear         absolute maximum rating : ( ta = 25  c )    symbol parameter  blue unit  b r  pd power dissipation  76 75  mw  if forward current  20   30  ma  ifp  peak pulsing current (1/10 duty cycle 0.1ms)  100  80  ma  vr reverse voltage  5  v  topr operating temperature range  -20 ~ + 80  j   tstg storage temperature range  -30 ~ + 100  j           electro-optical characteristics : ( ta = 25  c )    value  symbol parameter test condition min. typ. max. unit b  3.3 3.8  v f  forward voltage  i f  = 20ma  r  2.0 2.4  v  i r   reverse current   v r  = 5v      10   a  b   25   ?    spectral line half-width  i f  = 20ma  r   15   nm  b  468    p  peak emission wavelength  i f  = 20ma  r  639   nm  b  470    d dominant wavelength  i f  = 20ma  r  631   nm  2  1/2  half intensity angle  i f  = 20ma   130  deg b 18.0 45.0    iv luminous intensity  i f  = 20ma  r 18.0 45.0    mcd   drawing no. : ds-31-08-0011   date : 2008-06-25   page : 3    

   dome  lens  chip  led    L-C195TBJRCT  rev:a / 0 typical electro-optical characteristics curves   (25 j  ambient temperature unless otherwise noted)     drawing no. : ds-31-08-0011   date : 2008-06-25   page : 4   

 dome  lens  chip  led    L-C195TBJRCT  rev:a / 0   bin code list    luminous intensity(iv), unit:mcd@20ma  super blue  bin code  min  max  m 18.0 28.0  n 28.0 45.0  p 45.0 71.0  q 71.0 112.0  tolerance of each bin are ? 15%       luminous intensity(iv), unit:mcd@20ma  super red  bin code  min  max  m 18.0 28.0  n 28.0 45.0  p 45.0 71.0  q 71.0 112.0  tolerance of each bin are ? 15%   drawing no. : ds-31-08-0011   date : 2008-06-25   page : 5   

   dome  lens  chip  led    L-C195TBJRCT  rev:a / 0 cleaning  do not use unspecified chemical liquid to clean led they could harm the package .      if clean is ne cessary, immerse the led in et hyl alcohol or in is opropyl alcohol at  normal temperature  for less one mi nute.                                                                                           suggest soldering pad dimensions                                package dimensions of tape and reel                                             notes:  1. all dimensions are in millimeters (inches).    drawing no. : ds-31-08-0011   date : 2008-06-25   page : 6  

 dome  lens  chip  led    L-C195TBJRCT  rev:a / 0                                       notes:  1. empty component pockets sealed with top cover tape.  2. 7 inch reel-4000 pieces per reel.  3. the maximum number of c onsecutive missing lamps is two.  4. in accordance with ansi/eia 481-1-a-1994 specifications.    drawing no. : ds-31-08-0011   date : 2008-06-25   page : 7   

 dome  lens  chip  led    L-C195TBJRCT  rev:a / 0   test items and results of reliability    drawing no. : ds-31-08-001 1 date : 2008-06-25   page : 8 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of L-C195TBJRCT 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























