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		  Datasheet File OCR Text:


		  1 din  connector  board-to-board connectors 2.54mm pitch multicircuit and self-supporting style board-to-board connector features  ?conforms to din standards ?secure locking mechanism this mechanism securely holds housings and improves resistance to vibration and shock of pc board. the friction lock connector is also available. ?secure locking on pc board the din connector has hook pins that allows it to be temporarily mounted on the pc board. this prevents connector from lifting or changing position while it is being mounted. specifications  ?current rating: 1.0a ac, dc ?voltage rating: 50v ac, dc ?temperature range: - 25?c to  + 85?c  (including temperature rise in applying electrical current) ?contact resistance: initial value/30m ? max. after environmental testing/50m ? max. ?insulation resistance: 1,000m  ? min. ?withstanding voltage: 800v ac/minute ?applicable pc board thickness:  1.6mm * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards  0 recognized e60389 1 certified lr20812

 2 receptacle  plug  model no. circuits dimensions (mm) q'ty / box bc a DIN-PS6464B-10 64 din-ps9696b-10 96 78.74 78.74 87.5 87.5 93.8 93.8 30 30 material and finish contact: brass, nickel-undercoated, mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: glass-filled pbt, ul94v-0 reinforcing pin: brass, copper-undercoated, tin-plated (reflow treatment) (5.2) 6.3 3.8 3.0 3.2 14.0 8.03 b c 0.5 0.6 2.54 a 8.0 3.2 14.0 circuit  no.1 model no. circuits dimensions (mm) q'ty / box bc a friction lock type secure loke type din-r6464lb-10 64 din-r9696lb-10 din-r6464flb-10 din-r9696flb-10 96 85.0 85.0 78.74 78.74 94.8 94.8 30 30 material and finish contact: phosphor bronze, nickel-undercoated,  mating part; gold-plated solder tail; tin-plated (reflow treatment) housing: glass-filled pbt, ul94v-0 holder: glass-filled pbt, ul94v-0 reinforcing pin: brass, copper-undercoated, tin-plated (reflow treatment) din  connector (64 circuits) (96 circuits) circuit  no.1 c b a 2.54 0.5 0.5 10.9 3.9 3.0 6.0 3.2 5.5 10.8 12.7 1.6 5.08 c b a 5.5 10.8 12.7 1.6 circuit  no.1 6.0 3.2 10.9 3.9 3.0 2.54 0.5 0.5 5.08 secure lock friction lock (64 circuits) (96 circuits) rohs compliance this product displays (lf)(sn) on a label. rohs compliance this product displays (lf)(sn) on a label.

 3 din  connector pc board layout  (viewed from component side) and assembly layout  2.540.05 5.080.05  2.80.05 5.080.05 88.90.1 78.740.1 2.540.05  1.0 +0.1   0 2.540.05 5.080.05  2.80.05  1.0 +0.1   0 2.540.05 5.080.05 88.90.1 78.740.1 2.540.05 78.740.1 90.00.1 5.63 5.080.05  2.80.05 2.540.05 2.240.05  1.0 +0.1   0 78.740.1 90.00.1 5.63 5.080.05  2.80.05  1.0 +0.1   0 2.540.05 2.240.05 2.540.05 17.9 10.9 note: 1. tolerances are non-cumulative:  0.05mm for all centers. 2. hole dimensions differ according to the kind of pc board and piercing method. the dimensions above should serve as a guideline. contact jst for details. plug receptacle (64 circuits) (96 circuits) (64 circuits) (96 circuits)
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