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		  Datasheet File OCR Text:


		  www .cynergy3.com ? 2013 cynergy3 components, all rights reserved. specifications are subject to change without prior notice. cynergy3 components and the cynergy3 components logo are trademarks of cynergy3 components limited. i s o 9 0 0 1 c e r t i f i e d rsf66p series  dual switch point series with m12 connection cynergy3 components ltd. 7 cobham road ferndown industrial estate wimborne, dorset bh21 7pe t elephone +44 (0) 1202 897969 email:sales@cynergy3.com the rsf66 float switch series is designed  to offer a number of switching options to meet a variety of system requirements. these are manufactured in pps  (polyphenylene sulphide), which is compatible with a wide range of liquids. the single float types are generally used in  systems with plc control of processes. the dual float versions can be used for  controlling the filling or emptying of tanks via electromechanical relays. mechanical dimensions v ersions for filling or emptying control wras approved custom versions can be made for particular applications.  please contact cynergy3 with your requirements. high & low level switching pps material m12 4 pin connection for quick connection to  circuit t echnical specification ( common to both single and double float versions) mechanical electrical material pps switching power v a max. 25 colour grey switching v oltage ac max 240 t emp. range oc -10 / +85 switching v oltage dc max 120 of +14 / +185 switching current max a 0.6 minimum liquid sg 0.85 all electrical ratings are for resistive loads only . standard parts upper switch lower switch t otal length single float v ersions level level  rsf66a25b75p 30mm 75mm 102mm rsf66a25b100p 30mm 100mm 127mm rsf66a25b125p 30mm 125mm 152mm rsf66a25b150p 30mm 150mm 177mm RSF66A25B175P 30mm 175mm 202mm dual float v ersions rsf66a50a100p emptying control 50mm 100mm 134mm rsf66a50a150p emptying control 50mm 150mm 184mm rsf66b50b100p filling control 50mm 100mm 127mm rsf66b50b150p filling control 50mm 150mm 177mm rsf66a50a100p rsf66b50b100p rsf66b50b150p rsf66a50a150p 1 2 3 4 pins 1 & 2 lowe r switch m12 connecto r m12 connecto r pins 3 & 4 upper switch
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