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		  Datasheet File OCR Text:


		  nvs-140   ? embedded poe switch up to 4 channels    ? 10/100/1000base-t uplink port    ? hdmi display output   ? mini-pcie full size card supported   ? -20 ~ 85 c wide range operation temperature   ? ip66 sealed enclosure with self-sealing gasket resists water, oil & fuel    ? optional fnned convection or base-plate conduction heat transfer kits specifcations model part number NVS-140RP-SE10E nvs-140rp-se20e system processor ti tms320dm8148 memory 2gb ddr3-800 storage sata-ii 2.5" hdd bracket x 1 on board 4gb inand fash micro-sd socket x 1 front panel i/o usb 2.0 / dio / serial 1 (circular type connector with 31 contacts) poe port (receptacle) 4 (m12 d-code connector with 4 contacts) hdmi 1 (circular type connector) gbe uplink 1 (circular type rj45 connector) power input system (12v dc ) 1 (circular type power connector with 2 contacts ) poe (54v dc ) 1 (circular type power connector with 3 contacts) indicators system power 1 (red led) hdd status 1 (green led) physical  characteristics heat transfer kit finned convection base-plate conduction gasket material highly versatile, medium frmness and self-sealing silicone test method astm / ul94,v-0,hf-1 dimensions  w/o handle  w243 x l100 x h144 mm w243 x l93.5 x h179 mm power management input system 12 v dc    7a  poe (optional) 54 v dc    1.67a environment temperature operation -20 c to 85 c storage -40 c to 95 c humidity operation 20% to 90 % rh storage 5% to 95 % rh certifcation emi/emc fcc class a, ce safety ul/cul, cb, ccc ip rating ip66 rugged ip video recorder with poe  switch preliminary all product specifications are subject to change without notice  last updated : 24-jun-2015  features

 dimensions unit: mm nvs-140 ordering information part number product description poe ports heat  transfer NVS-140RP-SE10E rugged ip video recorder  with poe switch  4 finned  convection  cooled nvs-140rp-se20e rugged ip video recorder  with poe switch 4 base-plate  conduction  cooled note: 12v dc  power adapter xvsd-9na0840515 for system power is included. optional accessories part number product description xvsd-9na0905903 54vdc/1.67a power adapter for poe functionality 1700024252-01 overmolded with cable (cat-5e), m12 d-code, 4 contacts,  rj45 receptacle at the end 1700024253-01 overmolded with cable (cat-5e), circuit type rj45, rj45  receptacle at the end  1700024249-01 overmolded with cable, circuit type, 31 contacts,  1700024251-01 overmolded with cable, circuit type hdmi, hdmi plug  at the end dvsp-100cv-0000e hdmi to tv-out (composite) converter NVS-140RP-SE10E nvs-140rp-se20e  144   243   214   100   90   243   238   179   144   93.50   118.90   www.advantech.com/products online download




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of NVS-140RP-SE10E 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























