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		  Datasheet File OCR Text:


		  a                                      fe a tures    g l ass pas s ivated  d ie cons t ruction    l o w leaka ge   i d eal for   printed   circuit   board   s u rge ove r load ra t ing-30a   peak   d e signed  f or surf a ce moun t  applic a tion   p l astic m a terial- u l flamm a bility  9 4v-o me c hanic a l   data    c a se:reli a ble low   cost co n structi o n      u tilizin g  molded   plastic   techniq ue    t erminal s :plated   leads s o lderabl e  per     m il-std- 2 02,meth o d208   p o larity: a s marke d  on case   m o unting  p osition : any   m a rking:t y pe numb er ma x imum   rat i ngs   a n d   e lectr i ca l   cha r acter i stics   @ ta=25    unl e ss   o t herwi s e   spe c ified sin g le phas e ,half w a ve,60hz , resisti v e or in d uctive  l oad.for   capacit i ve load , derate  c urrent  b y 20%. para m ete r s y mbo l d b201 s db202 s db20 3 s db 2 04 s d b205 s db206 s db20 7 s unit max i mum rep e titive  p eak rev e rse vol t age v rrm 5 0 1 0 0 20 0 40 0 60 0 8 0 0 100 0v max i mum rms   voltage v rms 3 5 7 0 14 0 28 0 42 0 5 6 0 70 0v max i mum dc  b locking   voltage v dc 5 0 1 0 0 20 0 40 0 60 0 8 0 0 100 0v max i mum ave r age for w ard out p ut rect i fied  cur r ent @ta = 40  i(av ) 2.0 pea k  forwar d  surge  c urrent  8 .3ms si n gle  sin e -wave s u perimpo s ed on r a ted loa d (jedec  met h od) if sm 5 0a max i mum ins t antaneo u s forwa r d volta g e drop  per   diode @ 2 .0a v f 1 . 1  v max i mum dc  r everse  c urrent  a t ta=25        rat e d dc bl o cking v o ltage p e r leg t a =125  ir 5.0 500 ua typ i cal the r mal res i stance  p er leg    (note1) r  j a 40  /w r  j l 15 ope r ating j u nction  t emperat u re rang e   t j - 5 5 to +1 50  sto r age tem p erature   range   t st g - 5 5 to +1 50  note: 1.m o unted o n  glass  e poxy pc   board w i th 1.3mm 2  solde r  pad. 2.m o unted o n  alumin u m subst r ate pc  b oard wi t h 1.3mm 2  solder   pad. 3.m e asured  a t 1.0mh z  and ap p lied re v erse of   4.0v d. c. http://www.trr-jx.com DB201S-db207s surface mount bridge rectifiers

 http://www.trr-jx.com characteristic curves      (t a =25    unless otherwise noted)                                      DB201S-db207s surface mount bridge rectifiers
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