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		  Datasheet File OCR Text:


		  dimensions (in.) see  t able features ? axial  leads  f or  t hrough-hole  pc  board mounting. ? pre-tinned leads. ? low cost construction ? designed  f or  use  wit h   swit ching  power supplies and other high current filtering applications. electrical inductance:   measured  at  1khz  with  n o dc  current.  rated  current  will  decrease inductance by 10% or less. t olerance:   10%  over  entire  inductance r ange.     a v ailable  in  t ight e r   t oler anc e s . c u rrent  rating:   m a x.  c ont inuous   oper a t ing current  (dc  or  rms)  at  room  temp. d i e l ectri c   rating:   2500  v   rms,   60  h z applied  for  one  min.  between  winding  and outer  circumference  to  within  .25    of  the insulation sleeve edge. t emp.  rating:    continuous  operation  a t t emp.   bet ween  -55  and  +105  c . mechanical w inding:   layered  solenoid  type  o n magnetic core. w ire:   solid soft copper . leads:   t inned copper wire. c o ver:   u . l .   s h r ink   t ubing physical p ackaging:   100  piec e s   per   tray. a c d b c ahc40-1-500k-rc 50 4.0 .12 1 .800 .475 1.25 20 AHC40-1-101K-RC 100 2.0 .18 1 .800 .475 1.25  20 ahc40-1-251k-rc 250 1.0 .30 1 1.05 .475 1.25 20 ahc40-1-501k-rc 500 .8 .50 1 1.05 .550 1.25 20 ahc40-1-102k-rc 1000 .5 .60 1 1.17 .550 1.25 20 ahc40-2-270k-rc 27 5.5 .085 2 .800 .500 1.25 20 ahc40-2-500k-rc 50 4.0 .10 2 .800 .500 1.25 20 ahc40-2-101k-rc 100 2.0 .15 2 .920 .500 1.25 20 ahc40-2-251k-rc 250 1.0 .25 2 .920 .600 1.25 20 ahc40-2-501k-rc 500 .5 .45 2 1.05 .750 1.25 20 ahc40-3-5r0k-rc 5 25.0 .025 3 .800 .475 1.25 20 ahc40-3-100k-rc 10 20.0 .035 3 .920 .475 1.25 20 ahc40-3-270k-rc 27 6.0 .05 3 .800 .550 1.25 20 ahc40-3-500k-rc 50 4.0 .065 3 .920 .500 1.25 20 ahc40-3-101k-rc 100 2.0 .075 3 1.17 .500 1.25 18 ahc40-5-5r0k-rc 5 50.0 .015 5 1.05 .475 1.25 18 ahc40-5-100k-rc 10 40.0 .025 5 1.05 .475 1.25 18 ahc40-5-270k-rc 27 7.0 .035 5 1.05 .700 1.25 18 ahc40-5-500k-rc 50 2.0 .05 5 1.05 .700 1.25 18 ahc40-5-101k-rc 100 1.0 .065 5 1.30 .700 1.25 18 allied part number rated current max. (a) inductance ( h) srf min. (mhz) a max. (inches) dcr max. ( ) b max. (inches) c max. (inches) d a wg all  specif icat ions  subject to   change  wit hout not ice. axial high current chokes ahc40 allied  components  interna tional 714-665-1 140 www.a llie d c o m pone n ts. c o m rohs revised 03-16-12 
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