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		  Datasheet File OCR Text:


		  x-78 series 80 mighty mouse rear panel mount dummy receptacle for 804 connectors  650-061 ordering information how to order sample part number 650-061 nf 15 a series 650-061 shell material  and finish c  = aluminum / black anodize   (non-conductive)  rohs compliant m  = aluminum / electroless nickel nf  = aluminum / cadmium with olive drab zn  = aluminum / zinc-nickel with olive drab chromate znu  = aluminum / zinc-nickel with black over electroless  nickel z1  = stainless steel / passivated zb  = stainless steel / olive drab chromate over  cadmium zc  = stainless steel / zinc cobalt alloy / black chromate shell size  (see table ii) 5, 6, 7, 8, 9, 10, 11, 12, 14,15 key position a, b, c, d, e, f omit  = single key (non-polarized) keyway a thread ? b .275 (6.99) .75 (19.05) c flat .125 (3.18) max panel thickness table i: dimensions shell  size a thread ? b c-flat d-flat ? e in. mm. in. mm. in.   .04 mm.  .04  in. mm. 5 .4375-32 un-2a .7f0 20.07 .415 10.54 .425 10.80 .448 11.38 6 .5000-32 un-2a .830 21.08 .467 11.86 .477 12.12 .510 12.f5 7 .6250-28 un-2a .f10 23.11 .5f4 15.0f .603 15.32 .635 16.13 8 .6250-28 un-2a .f55 24.26 .5f4 15.0f .603 15.32 .635 16.13 f .6875-28 un-2a 1.000 25.40 .655 16.64 .665 16.8f .6f5 17.65 10 .7500-28 un-2a 1.085 27.56 .721 18.31 .731 18.57 .760 1f.30 11 .8125-28 un-2a 1.135 28.83 .788 20.02 .7f8 20.27 .822 20.88 12 .8750-28 un-2a 1.180 2f.f7 .843 21.41 .853 21.67 .885 22.48 14 1.0000-28 un-2a 1.325 33.66 .f68 24.5f .f78 24.84 1.010 25.65 15 1.0625-20 un-2a 1.3f0 35.31 1.02f 26.14 1.03f 26.3f 1.070 27.18  d flat ? e recommended panel cutout rear mount style alternate key positions b a pos. a b a 150 210 b 75 210 c f5 230 d 140 275 e 75 275 f f5 210 series 804 rear panel mounted  dummy stowage receptacles provide  a safe a convenient place to store and  protect cabled connectors when not  in use due to routine maintenance or  repair of plug cables. notes: 1.  glenair 600 series backshell assembly  tools are recommended for assembly  and installation. material and finish: ?  receptacle: al alloy or sst/ ?  seal: fluorosilicone ?  spring: cres/gold plated  accessories www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912  ? 2014 glenair, inc.   series 80 mighty mouse  u.s. cage code 06324  printed in u.s.a. dimensions in inches (millimeters) are subject to change without notice. x
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