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		  Datasheet File OCR Text:


		  TL-SF1008P is an unmanaged switch with 8 10/100mbps ports that requires no congura - tion and provides 4 poe (power over ethernet) ports. it can automatically detect and supply  power with all ieee 802.3af compliant powered devices (pds). in this situation, the electrical  power is transmitted along with data in one single cable allowing you to expand your  network to where there are no power lines or outlets, where you wish to x devices such as  aps, ip cameras or ip phones, etc. overview datasheet www.tp-link.com copyright ? 2013 tp-link technologies co., ltd. all rights reserved. TL-SF1008P 8-port 10/100mbps  desktop switch with 4-port poe

 TL-SF1008P 8-port 10/100mbps desktop switch  with 4-port poe  power over ethernet 4 of the 8 auto-negotiation rj45 ports (port 1 to port 4) of the switch support power over ethernet (poe)  function. these poe ports can automatically detect and supply power with those ieee 802.3af compliant  powered devices (pds).  -  overload arrangement TL-SF1008P has the priority function which will help protect the system when the system power is  overloaded. if all poe pds power consumption is >= 57w, a priority will be arranged among the poe ports,  then the system will cut o the power of the lowest-priority port.  -  port priority function priority (port 1 = port 2 = port 3 > port 4): this function will help protect the system when the system  power is overloaded. for example, port 1, 2 and 4 is using 15.4w (maximum power for per port is 15.4w);  the system power is 46.2w in total. if there is an additional pd inserted to port 3 with 12w, and then the  system will cut o the power of port 4 because of the overloaded power, this means port 1, 2 will use  15.4w, and port3 will use 12w, no power will be supplied to port 4. easy to use TL-SF1008P is easy to install and use. it requires no conguration and installation. with desktop design,  outstanding performance and quality, the tp-link 8-port 10/100mbps desktop switch with 4-port poe  TL-SF1008P is a great selection for expanding your home or oce network. power over ethernet ieee802.3af standards supports poe power up to  15.4w for each poe port supports poe power up to 57w  for all poe ports supports priority function to  protect the system when the  system power is overloaded high performance auto mdi/mdix  auto-negotiation store and forward  ieee 802.3x ow control for  full-duplex mode backpressure for half-duplex  mode  2k mac address auto-learning  and auto-aging easy to use plug and play design  fanless design datasheet www.tp-link.com copyright ? 2013 tp-link technologies co., ltd. all rights reserved. 24  /  7 global technical support details:http://www.tp-link.com/ support/localesupport.asp german/austrian/swiss users are  not included 8-port 10/100mbps desktop switch 

 www.tp-link.com copyright ? 2013 tp-link technologies co., ltd. all rights reserved. specifications datasheet TL-SF1008P ieee 802.3, ieee 802.3u, ieee 802.3x, ieee 802.3af 8 * 10/100mbps rj45 ports with 4 poe ports (port 1 to port 4) 10base-t: utp category 3, 4, 5 cable (maximum 100m) eia/tia-568 100 stp (maximum 100m) 100base-tx: utp category 5, 5e cable (maximum 100m) eia/tia-568 100 stp (maximum 100m) yes yes power+: pin 3 & pin 6 power -: pin 1 & pin 2 2.3 watts. (max. no pd connected) 59.3 watts (max. with 57w pd connected) store and forward 1.6gbps 2k, auto-learning, auto-aging yes yes yes power,  link/act, poe status, poe max 6.7 x 3.9 x 1.1 in. (171 x 98 x 27mm) ce, fcc windows 8/7/vista/xp, mac os or linux-based operating system 0c ~ 40 c (32 f ~104f ) -40 c ~ 70 c (-40 f ~158f ) 10% ~ 90% non-condensing 5% ~ 90% non-condensing product picture model standards network ports network media(cable) auto-negotiation auto mdi/mdix poe power on rj45 poe consumption forwarding mode switch capacity mac address table flow conrol backpressure fanless led dimensions certication systems operating temperature storage temperature operating humidity storage humidity hardware features & performance ordering information host switches product model  TL-SF1008P poe adapter product model tl-poe10r router product model tl-r470t+ tl-r480t+ description 8-port 10/100mbps desktop switch with 4-port poe   description poe splitter description load balance broadband router load balance broadband router TL-SF1008P
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