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		  Datasheet File OCR Text:


		  629 features p6105 10.4 xga railway touch display with  en50155 t1 class  (-25c ~ +55c)   en50155 compliance for railway application    10.4" high brightness touchscreen xga tft lcd   wide viewing angle and high brightness 500 nits   multiple video inputs including dvi-d and hdmi   supports 5-wire resistive touch   supports light sensor for auto-dimming (optional)   front bezel nema 4/12 (ip65)-compliant    24vdc or 110vdc power input   wide temperature range from -25c ~ +55c   supports 5 keys osd   en50155 t1 class for railway application   optional ir remote control   supports front panel mount and vesa 100, optional   desktop stand introduction specifications the en50155 railway touch panel computer p6105 adopts a 10.4-inch xga tft lcd with  500 nits brightness and a 5-wire resistive touch screeen with ip65 grade aluminum front  bezel to provide protection of liquad dmage and user friendly control interface. wide temperature (-25c ~ +55c) supported the axiomtek 10.4-inch railway touch monitor adopts extended temperature technology  with a wide temperature range from -25c ~ +55c and fanless cooling system as well  as super compact design for transportation & harsh environment. high brightness 500 nits & wide viewing angle the railway grade en50155 touchscreen display p6105 adopts a high brightness 500 nits  10.4-inch lcd with sunlight readable technology. the screen is legible even under strong  sunlight and is readable under skies outdoor in parking lots and more. with its wide  viewing angle, user wont miss information on the display. anti-vibration for railway with an anti-vibration design and en50155 class t1 certification, the axiomtek rugged  10.4" railway touch panel pc can work perfectly on the train. front bezel nema 4/12 (ip65)-compliant, metal front bezel lcd panel display type 10.4" tft xga lcd max. resolution 1024 x 768 max. colors 16.2m/262k active area (mm) 210.4 (h) x 157.8 (v) pixel pitch (mm) 0.0685 (h) x 0.2055 (v) response time 25ms backlight led backlight mtbf 50,000 hrs viewing angle (h/v)  176/176 contrast ratio 1000 (typ.) brightness (cd/m 2 ) 500 nits display control osd (on screen display) display mode  vga 640 x 480 (60/72 hz) svga 800 x 600 (60/72 hz) xga 1024 x 768 (60/72 hz) new side view 1. menu 2. sel+ 3. sel- 4. exit 5. power led 6. power switch 7. dc power input 8. ir remote control (rs-232) 9. t/s port (rs-232) 1 3 5 2 4 6 10. hdmi 11. dvi-d 12. line-in 7 8 9 10 11 12 en50155  * all specifications and photos are subject to change without notice. 

 630 specifications input signal  hdmi dvi (only for dvi-d) touchscreen: serial rs-232 interface ir remote control line-in i/o connectors 1 x rs-232 for touchscreen version 1 x hdmi 1 x dvi-d 1 x dc power input 1 x rs-232 for ir remote control  1 x line-in power adapter 24vdc or 110vdc power input touchscreen        thickness  resistive: 2.2 mm light transmission  resistive: 80% power consumption resistive: +5v @ 100ma touch life resistive: 35million touches controller interface: rs-232 d-type 9-pin male connector dimensions 310 mm (12.20") (w) x 49 mm (1.94") (d) x 214 mm (8.43") (h) packing dimensions 372 mm (14.65") (w) x 175 mm (6.89") (w) x 412mm (16.2) (h) weight (net/gross) 2.2 kg (4.85 lb) /3.45 kg (7.61 lb) environment operating temperature: -25c ~ +55c (-13f ~ +131f) storage temperature: -30c ~ +80c (-22f ~ +176f) relative humidity: 20%~90%@40c, non-condensing certificate ce/en50155 dimensions ordering information P6105DPR-24VDC 10.4 xga railway touch display with en50155 t1 class  (-25c ~ +55c) * specification and certifications are based on options and may vary.  overview fanless  touch panel  computers heavy-duty  fanless touch  panel computers industrial  touch panel  computers industrial touch  panel monitors infotainment  touch panel  computers open  frame panel  computers healthcare  & medical  solutions accessories 4 axiomtek.com ? 2016 axiomtek co., ltd. all rights reserved. * all specifications and photos are subject to change without notice.
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