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		  Datasheet File OCR Text:


		    3220 commander drive, suite 102  carrollton, tx  75006                                                                                     www.pickercomponents.com   sales: (972) 713 - 6272                       (888) 997 - 3933                       fax: (972)735 - 0964                      e - mail:   sales@pickercomponents.com     dimensions are listed for reference purposes only.                                                                              sp ecifications and availability subject to change without notice.    ptre - ot  rev f 3/22/2016                                                                                               1   of 3   50 amp power pcb relay                                                   ptre - ot   e160644   load type   voltage   1 form c (spdt)   cycles   no   nc   general purpose   (resistive)   240 vac/30 vdc   240 vac/30 vdc   50 a   40 a   35 a   30 a   10,000   50.000   contact data     material   agcdo, agsno 2     initial contact resistance   30  m? max @  1 a, 6 vdc   maximum switching voltage   110 vdc, 300 vac   maximum switching current   50 a   maximum switching power   1,500 w, 12,500 va   service life      mechanical   1 x 10 7   operations      electrical   5 x 10 4   operations   ul 508 and ul 873 spacing  -   3.18 mm through air, 6.36 mm over  surface.    at 40c   features   ?   most popular power pcb relay footprint  -   t91   ?   50 amp 240 vac general purpose ul rating   ?   2 hp 250 vac rating   ?   two versions:   ?   ot2 (1a), ot3 (1c) pc pins  & qc pins   ?   ot4 (1a), ot5 (1c) qc pins  with mounting tabs   ?   ul class f insulation standard   ?   meets ul 508 and ul 873 spacing    ?   rohs compliant   characteristic     operate time   15 ms max.   release time   10 ms max   insulation resistance   1,000 m? min, at 500 vdc   dielectric strength    50 hz 2,500 v 1 min between coil and contacts   50 hz 1,500 v 1 min. between contacts   shock resistance   200 m/s 2 , 11 ms    vibration resistance   10  -   55 hz double amplitude   terminal strength   10n   power consumption   1.5 w    characteristic continued   solderability   235 oc for  3 secs   operating temperature range   -   55c to 85c   storage temperature range   -   40c to 155c   relative humidity   85% (at 40c)   weight   30 grams   material compliant to   eu rohs v2, eu reach v3   ordering information   example:   ptre   - 1c   - 12   e   t   f   - ot5   - x     model:   ptre (ptre - ot)                                 contact form:  1a ,  1b  or   1c                               coil voltage:   3 ,  5, 6, 9, 12, 15, 24, 48, 110                                enclosure:  c:  dust cover;  s : (ot2 & ot3 only) sealed;                       e : (ot4 & ot5 only) epoxy sealed, not water washable                 contact material:  nil:  agcdo;  t : agsno 2                 insulation material:  f : class f                 mounting type:  ot2 : 1 form a pcb & qc;  ot3 ; 1 form c pcb & qc:                               ot4 : 1 form a panel all qc;  ot5 : 1 form c panel all qc          rohs compliant:   - x                                 pinout:  a : alternate quick connect pinout (ot2 & ot3 only)   box quantity: 600; inner box 300   load type   voltage   1 form a   (spst - no)   1 form c (spdt)   1 form b   (spst - nc   no   nc   resistive    6,000 cycles   240 vac   30 vdc   50 a   50 a   40 a   40 a   lamp   3,000 cycles   240 vac   tv - 5   tv - 5         electric ballast   6,000 cycles   280 vac   5 a   5 a         motor load   3,000 cycles   250 vac   2 hp   2 hp   1.5 hp   1.5 hp   factory ratings   ot2/ot3   ot4/ot5  

   3220 commander drive, suite 102  carrollton, tx  75006                                                                                     www.pickercomponents.com   sales: (972) 713 - 6272                       (888) 997 - 3933                       fax: (972)735 - 0964                      e - mail:   sales@pickercomponents.com     dimensions are listed for reference purposes only.                                                                              sp ecifications and availability subject to change without notice.    ptre - ot  rev f 3/22/2016                                                                                               2   of 3   ptre  -   ot                                                                                                                                                      ptre - ot   coil data   coil voltage       resistance  (ohms  10%)      must operate   voltage max   (vdc)     must release    voltage  min.   (vdc)   coil   power   (w)   rated   max   3   3.9   6.0   2.25   0.3   1.5   5   6.5   16.7   3.75   0.5   6   7.8   24.0   4.50   0.6   9   11.7   54.0   6.75   0.9   12   15.6   96.0   9.00   1.2   15   19.5   150   10.25   1.5   18   23.4   216   13.50   1.8   24   31.2   384   18.00   2.4   48   62.4   1,536   36.00   4.8   110   143   8,067   82.50   11.0   notes:   the use of any coil voltage less that the rated voltage will compromise the operation of the relays.  must operate voltage is   li sted for test purposes only and is  not to be used as design criteria.  pickup and release voltages are for test purposes only and are not to be used as design c rit eria.   dimensions are in mm, inches are listed for reference only.   mounting type (mm/inches)                     knock off, on top corner, nib for ventilation after soldering and water wash .     ot2 & ot3     ot4 & ot5  

   3220 commander drive, suite 102  carrollton, tx  75006                                                                                     www.pickercomponents.com   sales: (972) 713 - 6272                       (888) 997 - 3933                       fax: (972)735 - 0964                      e - mail:   sales@pickercomponents.com     dimensions are listed for reference purposes only.                                                                              sp ecifications and availability subject to change without notice.    ptre - ot  rev f 3/22/2016                                                                                               3   of 3   ptre  -   ot                                                                                                                                                      ptre - ot   alternate mounting type  (mm/inches)       knock off, on top corner, nib for ventilation after soldering and water wash .   (botom view)   (botom view)   contact forms   printed circuit board layout     a      ot2 & ot3  
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