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		  Datasheet File OCR Text:


		  high-density 1u dual-socket smp  server implementation for ipdc and  enterprise virtualization applications yr190-b7058-x2 B7058Y190X2-045SV4H / b7058y190x2-045gv4h specifications are subject to change without notice. items pictured may only be representative. high-density  1u server  platform front view  front view  back view back view ? dual lga2011 socket supports (2) intel? xeon? processor e5-2600/e5-2600 v2  series ?  intel? c602 pch             ? (4+4) 240-pin udimm/rdimm/lrdimm ecc 1066/1333/1600/1866 *speed 1866 only for 1 slot per channel 1.5v(blue color dimm slot ) ? (1) hh/hl pci-e (g3) x16 slot each node ? (4) hot-swap 2.5" sas/sata 6g hdds ? (2) gbe + (1) dedicated for ipmi  (via intel? i350-am2 + via realtek? rtl8201el) ?  onboard bmc w/ ipmi and ikvm support              h1u w/ 2x dual-socket computing nodes implementation h (4) hot-swap 2.5? hdd carriers included h (1) hh/hl pci-e (g3) x16 slot each node 

 specifications tyan business unit mitac international corp. usa tel: +1-510-651-8868 fax: +1-510-651-7688 taiwan tel: +886-2-2652-5888  fax: +886-2-2652-5805 china shanghai tel: +86-21-61431188 ext 1366 china tel:-86-010-62555015 ext 8302 japan tel: +81-3-3769-8311 fax: +81-3-3769-8328 europe sales: +32 2456 1721 technical support: +32 2456 1722 (specifications are subject to change without notice. items pictured may only be representative.) m1706g62-fpb integrated front panel board easy-swap system fans (3) 4056  m7018-r16-1l provide (1) hh/hl pci-e (gen. 3) x16 slot erp1u 450w cold-swap psu 80-plus silver / 80-plus gold  s7058gm2nr (2) lga2011 sockets (r) (4+4) r-ddr3  1066/1333/1600/1866mhz max.256gb , (2) gbe ports m7018-bp-sg 4-port sas/sata 6g hdd backplane board yr190-b7058 B7058Y190X2-045SV4H / b7058y190x2-045gv4h 1u   r ac k m ount y r 190 28. 74"   x   17. 32"   x   1. 72"   (730  x   440  x   43. 6m m ) s7058gm 2n r 17kg (1)  r st   /   (1)  pw r   /   (1)  i d (1)  bm c   /   (2)  lan   /   (1)  h d d   /   (1)  pw r /   i d led (2)  u sb  port s 2. 5"   h ot -sw ap  /   (4) sas  /   sat a  6. 0gb/ s system c o o l i n g c o n fi g u r ati o n (p er   b l ad e) (3)  4056  f ans er p1u 100-127v  / 8a,   200-240v/   4a 450  w at t s 80-plus   silver  (b7058y 190x 2-045sv4h   sku ) 80-plus   gold  (b7058y 190x 2-045gv4h   sku ) i nt el ?   x eon ?  processor e5-2600/e5-2600 v2 series lga2011  /   (2) m ax   up  t o  130w   6/ 8  c ore  c pu u p  t o  8. 0/   7. 2/   6. 4  gt / s   w it h  i nt el  quic k pat h i nt erc onnec t   (qpi )  s upport i nt el ?   c 602 - (4)+ (4)  d i m m   s lot s lr d i m m   ec c   1066/1333/1600/1866  m em ory r -d d r 3  ec c   1066/1333/1600/1866  m em ory u -d d r 3  ec c   1066/1333/1600/1866  m em ory u p  t o  64gb  u d i m m   /   128gb  r d i m m   /   256gb lr d i m m 4  c hannels   per  c pu 1. 5v/   1. 35v (1)  pc i -e  low -prof ile  gen. 3  x 16  s lot m 7018-r 16-1l,   1u   pc i -e  x 16  ris er  c ard  (right ) effi ci en cy m emo r y  vo l tag e pr o cesso r (p er   b l ad e) su p p o r ted   c pu ser i es so cket  t yp e  /   q' ty c h i p set i n p u t  r an g e ou tp u t  w atts gr o ss  w ei g h t system b u tto n s f a n po wer   su p p l y (p er   b l ad e) t yp e l ed s i / o  po r ts f r o n t  pan el (p er   b l ad e) su p p o r ted   h d d i n ter face t yp e  /   q' ty m o th er b o ar d exter n al   d r i ve b ay  (p er b l ad e) f o r m  f acto r c h assi s  n ame d i m e n s i o n   ( h   x   w   x   d ) t h er mal   d esi g n po wer   (t d p)  wattag e system  b u s c h i p set (p er   b l ad e) su p er   i / o m emo r y (p er   b l ad e) pr e-i n stal l   t y a n r i ser   c ar d pc i -e su p p o r ted   d i m m   qty d i m m   t yp e  /   sp eed exp an si o n sl o ts (p er   b l ad e) c ap aci ty m emo r y  ch an n el ( 2 )   g b e   p o r t s  +   ( 1 )   d e d i ca t e d   f o r   i p m i i nt el ?   i 350-am 2  +   r ealt ek ?   r t l8201el c o n n ecto r (4)  sat a c o n tr o l l er i nt el ?   c 602 sp eed 3. 0  gb/ s r a i d r ai d   0/ 1/ 10/ 5  (i nt el  r st e  3. x ) d is play   port (c ons olidat ing  vga  and  2  x u sb2. 0  s ignal) as peed  ast 2300 (2)  port s   (2  at   f ront ) (1) display port(consolidating vga and 2 x usb2.0 signal) (3)  port s   (1  dedic at e  port   f or  i pm i ) as peed  ast 2300 m onit ors   t em perat ure  f or  c pu   &  s y s t em env ironm ent f an  f ail  led   indic at or  /   ov er  t em perat ure w arning  indic at or onboard  as peed  ast 2300 i pm i   2. 0  c om pliant   bas eboard  m anagem ent c ont roller  (bm c )  /   support s   s t orage  ov er  i p and  rem ot e  plat f orm -f las h  /   u sb  2. 0  v irt ual hub 24-bit   high  qualit y   v ideo  c om pres s ion  / 10/ 100 m b/ s   m ac   int erf ac e am i   /   8m b plug  and  play   (pnp)  / pc i 2. 3  / w f m 2. 0 / sm bi os2. 3  / px e  boot   /   ac pi   2. 0  pow er m anagem ent   / pow er  on  m ode  af t er  pow er rec ov ery   /   u s er-c onf igurable  h / w   m onit oring  / c las s   a y es 10   c   ~   35   c   (50   f ~   95   f ) -  40   c   ~   70   c   (-40   f   ~   158   f ) 90%,   non-c ondens ing  at   35   c r o h s y es r eg u l ati o n f c c   (d o c ) c e  (d o c ) on b o ar d   c h i p set l a n (p er   b l ad e) po r t  q' ty c o n tr o l l er l ed s b r an d   /   r om   si z e b i os (p er   b l ad e) gr ap h i c  (p er b l ad e) c o n n ecto r   typ e c h i p set f eatu r e c h i p set vo l tag e system m an ag emen t (p er   b l ad e) a st 2300  i pm i   f eatu r e a st 2300  i k vm f eatu r e system m o n i to r i n g (p er   b l ad e) i n p u t  / ou tp u t (p er   b l ad e) u sb vga r j-45 op er ati n g en vi r o n men t op er ati n g   t emp . n o n -o p er ati n g   t emp . i n / n o n -o p er ati n g h u mi d i ty r o h s  6/ 6  c o mp l ai n t sa t a sto r ag e (p er   b l ad e)  
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