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		  Datasheet File OCR Text:


		  fo-50360-l 1 2 3 4 5 6 7 8 9 10 a b c d e f g h a b c d e f g h 1 2 3 4 7 8 9 10 size drawing name sheet b title scale this drawing covers a proprietary item and is the property of honeywell.  this drawing is not to be copied or used without the permission of honeywell. unless otherwise specified tolerances are: no place      x         # .040    # 1 one place     .x        # .030    # 0,4 two place     .xx       # .015    # 0,15 three place   .xxx      # .005    # angles                  #         # raw material-commercial standard third angle projection us(inch) customary si(mm) metric dimensions are to be met before protective coatings are applied drawn check weight asme y14.5m-1994 dwg type 5 6 ptc rev 3x .187 # .003 .125 ( .385) .40 .114 # .002  hole .114 # .002 .11 .116 # .015 3x .020 # .001 .24 .625 # .015 .715 max .040 .11 .406 # .003 .126 # .002 .010 # .030 .550 # .020 .875 # .003 1.135 # .015 .578 # .015 operating  position .047  max pretravel .110 .796 # .010 .165 .11 CW-C6114 v7-7b17d8   1 of 1    switch ,  basic csl 14mar02 sav 14mar02 none x i          2d 3   rev document changed by check 3 0085964 sbh   27jan12 cmh 2 3 1 xxxx w p 4001 catalig listing 6a 1/8hp 125, 250, 277 vac l278 orange switch markings per diagram below "xxxx" denotes 4 digit date code ink brand color: white operating force---------- release force------------- differential travel------- overtravel---------------- free position------------- release travel--------------- contact arrangement characteristics electrical data s p d t 8 oz max 2 oz min .006-.016 .040 min .625 max .010 min plastic plunger
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