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		  order product and  get support u.s. authorized  distributors global sales & service n. american sales reps distributor inventory technical assistance white papers literature request test and measurement  catalog rohs product list customer feedback home> products > control modules > ff-sre > product page FF-SRE3081E ff-sre series, extension module, 120  vac  actual product appearance may vary. features ? complies with the machinery directive  98/37/ec, iec 204, en 60204, din vde  0113, and ul 508  ? redundant and positive- guided contacts  ? leds indicate channel one and two  status  ? mechanical life up to ten million  operations  ? electrical life up to one million operations  ? switching current up to 10 a  ? removable terminal strips for easy  maintenance  potential applications ? extension for emergency stop modules,  safety door monitors, safety light  curtains and other safety devices  description the ff-sre3081 extension module provides contact multiplication for emergency  stop modules, safety door modules, and other safety devices with external relay  monitoring capability (safety light curtain, safety mat, etc.).  note:  the safety category depends on the category of the main safety control  module.  supporting documentation wiring diagram(s) installation  instructions and  approvals  documentation application  schematic  - contact  multiplication dimensions engineering  drawing product specifications function extension safety type/category 1,4,3,2 voltage 120 vac housing size 74 mm h x 100 mm w x 121 mm  d [2.91 in h x 3.94 in w x 4.76 in  d] input channels 2 output type 7 no, 1 nc housing width 100 mm [3.94 in] approvals culus/ce availability global temperature - 15 c to 55 c [5 f to 131 f] at  max. 90% humidity sealing housing ip 40, terminals ip 20 mounting quick install rail mounting, din en  50022 - 35 removable terminal strips yes unspsc code 302119 unspsc commodity 302119 switches and controls and  relays series name ff- sre my links login to icom login as rep/ad login as guest  login to digital  university  keyword search search for product and  support information.  all sensing and control product search part number search: use (*) to expand search specification search terms & conditions  |   privacy statement  |   site map
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