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		  Datasheet File OCR Text:


		  19.00 482.60 2.59 65.79 2x ( 2.09 ) 53.09 2x ( 1.39 ) 35.31 32x ( .400 ) 10.16 8x ( .250 ) 6.35 18.40 467.36 a front view top position 32 position 1 2.15 54.61 rear view top position 32 position 1 normal side patch side patched connection either patch cord inserted optical connection diagram normal thru connection no patchcord inserted patch side normal side detail a  scale 1 : 1 catalog p/n: 7767-776-00005p  notes: unless otherwise specified material specifications: panel: phenolic body, aluminim brackets and plastic label mounts all metal parts: stainless steel per astm a582      2. finish specifications: brackets: black all other metal parts: passivate per astm a967 (rohs)        3. optical specifications (per position):  insertion loss: 1.5db typ. return loss: 45 db max. a   fiber optic jack field 32 position cp jds 07/23/10 by date appd revised  drawing er26258 description 05 rev 03/17/10 drk date approved 03/17/10 jcf date approved 03/17/10 wpm date approved 03/16/10 psm date drawn customer  sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 1:2         sht rev of 05 1 1 SD7767-776-00005P winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 third angle dmf026  b

 19.00 482.60 2.59 65.79 2x ( 2.09 ) 53.09 2x ( 1.39 ) 35.31 16x ( .400 ) 10.16 8x ( .250 ) 6.35 18.40 467.36 a front view top position 1 position 16 2.15 54.61 rear view top position 1 position 16 normal side patch side patched connection either patch cord inserted optical connection diagram normal thru connection no patchcord inserted patch side normal side detail a  scale 1 : 1 catalog p/n: 7767-776-00006n  notes: unless otherwise specified      1. material specifications: panel: phenolic body, aluminim brackets and plastic label mounts all metal parts: stainless steel per astm a582      2. finish specifications: brackets: black  all other metal parts: passivate per astm a967 (rohs)        3. optical specifications (per position):  insertion loss: 1.5db typ. return loss: 45 db max. a   fiber optic jack field 16 position cp jds 07/23/10 by date appd revised drawing per  er26258 description 03 rev 06/14/10 cp date approved 06/14/10 psm date approved 06/14/10 zp date approved 06/08/10 jds date drawn customer  sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 1:2         sht rev of 03 1 1 sd7767-776-00006n winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 third angle dmf026  b

 side normal side patch patched connection either patch cord inserted no patchcord inserted patch connection side optical connection diagram non-normal thru  normal side 2.15 54.61 detail a  scale 1 : 1 top position 32 rear view position 1 angle dmf026  b 08/26/10 62 barnes industrial road north appd updated  xxx rev                   .xxx [x.xx]  .005 [0.13] wallingford, connecticut  06492 non-normal 32 position a                   .xxxx [x.xxx]  .xxxx of   1 sd7769-776-00001z er22566 description 02 rev date approved date approved 08/26/10 wpm date approved 02 fiber optic jack field 08/26/10 wpm customer drawn date date cp 08/27/10 by drawing  sales drawing angles:  2                          scale: 1:2         sht cp 1 jds per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3] winchester electronics corporation third xx/xx/xx catalog p/n: 7769-776-00001z  notes: unless otherwise specified      1. material specifications: panel: phenolic body, aluminim brackets and plastic  label mounts all metal parts: stainless steel per astm a582      2. finish specifications: brackets: black all other metal parts: passivate per astm a967 (roh s)        3. optical specifications (per position):  insertion loss: 1.5db typ. return loss: 45 db max. position 32 top front  view position 1 a ) 35.31 ) 1.39 2x ( 65.79 2.59 10.16 2x ( 53.09 ) 2.09 .400 32x ( 19.00 482.60 8x (.250 ) 6.35 18.40 467.36

 .163 4.14 .400 10.16 2.128 54.05 1.340 34.04 .125 3.18 .390 9.91 .400 10.16 .400 10.16 1.50 38.10 2x .165 x .125 slot catalog p/n:  notes: unless otherwise specified      1. material specifications:  rear receptacle: brass per astm b16 all metal parts: stainless steel & a2 tool steel      2. finish specifications: base, spring clip and prism holder: .000150 min. armoloy ntdc  front and rear flange & din recept : passivate per astm a967 all other metal parts: .000100 min nickel per ams-qq-n-290                                               over copper flash per astm b734       3. optical specifications: insertion loss: 1.5db typ. return loss: 45 db max. 7769-776-00002z patched connection either patch cord inserted optical connection diagram patch side patch side normal side non-normal thru  connection no patchcord inserted normal side use connector pn 7765-500-99901n on normal side use connector pn 7765-900-99902n on patch side a   optical jack assembly non-normal wpm cp 08/27/10 by date appd er22566 description rev date approved date approved 08/26/10 wpm date approved 08/26/10 jds date drawn customer  sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 1:1         sht rev of 02 1 1 sd7769-776-00002z winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 third angle dmf029  b 02 cp xxx 08/26/10 xx/xx/xx

 19.00 482.60 2.59 65.79 2x ( 2.09 ) 53.09 2x ( 1.39 ) 35.31 16x ( .400 ) 10.16 8x ( .250 ) 6.35 18.40 467.36 a front view top position 1 2.15 54.61 rear view top position 1 position 24 normal side patch side patched connection either patch cord inserted optical connection diagram normal thru connection no patchcord inserted patch side normal side detail a  scale 1 : 1 catalog p/n: 7769-776-00003z  notes: unless otherwise specified      1. material specifications: panel: phenolic body, aluminim brackets and plastic label mounts all metal parts: stainless steel per astm a582      2. finish specifications: brackets: black  all other metal parts: passivate per astm a967 (rohs)        3. optical specifications (per position):  insertion loss: 1.5db typ. return loss: 45 db max. a   fiber optic jack field 24 position, normal wpm jds 09/2410 by date appd preliminary drawing per er27987 description 01 rev 09/24/10 cp date approved 09/24/10 jcf date approved 09/24/10 wpm date approved 09/24/10 jds date drawn customer  sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 1:2         sht rev of 01 1 1 sd7769-776-00003z winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 third angle dmf026  b

 19.00 482.60 2.59 65.79 2x ( 2.09 ) 53.09 2x ( 1.39 ) 35.31 32x ( .400 ) 10.16 8x ( .250 ) 6.35 18.40 467.36 a front view top position 8 position 1 2.15 54.56 rear view top position 1 position 8 normal side patch side patched connection either patch cord inserted optical connection diagram non-normal thru  connection no patchcord inserted patch side normal side detail a  scale 1 : 1 catalog p/n: 7769-776-00004z  notes: unless otherwise specified      1. material specifications: panel: phenolic body, aluminim brackets and plastic label mounts all metal parts: stainless steel per astm a582      2. finish specifications: brackets: black all other metal parts: passivate per astm a967 (rohs)        3. optical specifications (per position):  insertion loss: 1.5db typ. return loss: 45 db max. a   fiber optic video jack panel, 32 x 1.5ru, 8 position,  non-normal wpm jds 11/04/10 by date appd created drawing  per er28945 description 01 rev date approved date approved date approved 11/04/10 jds date drawn customer  sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 1:2         sht rev of 01 1 1 sd7769-776-00004z winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 third angle dmf026  b xxx xx/xx/xx 11/05/10 wpm 11/05/10 jcf

 .163 4.14 .400 10.16 2.128 54.05 1.340 34.04 .125 3.18 .390 9.91 .400 10.16 .400 10.16 1.50 38.10 2x .165 x .125 slot catalog p/n:  notes: unless otherwise specified      1. material specifications:  rear receptacle: brass per astm b16 all metal parts: stainless steel & a2 tool steel      2. finish specifications: base, spring clip and prism holder: .000150 min. armoloy ntdc  front and rear flange & din recept : passivate per astm a967 all other metal parts: .000100 min nickel per ams-qq-n-290                                               over copper flash per astm b734       3. optical specifications: insertion loss: 1.5db typ. return loss: 45 db max. 776g-099-00701n patched connection either patch cord inserted optical connection diagram patch side patch side normal side normal thru connection no patchcord inserted normal side use connector pn 7765-500-99901n on normal side use connector pn 7765-900-99902n on patch side a   optical jack assembly, normal wpm cp 09-13-10 by date appd er27683 description rev 05/15/09 psm date approved 05/15/09 wpm date approved 05/15/09 dcam date approved 05/15/09 jcf date drawn customer  sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 1:1         sht rev of a 1 1 sd776g-099-00701 winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 third angle dmf029  b a

 1.50 38.10 dmf029  b xxx angle 04/29/11 kc date appd by er32410 description rev xx/xx/xx xxx date approved xx/xx/xx xxx date approved xx/xx/xx xxx date approved 04/29/11 kc date drawn preliminary per  sales drawing customer 62 barnes industrial road north wallingford, connecticut  06492                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx    angles:  2                          scale: 1:1   per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3] winchester electronics corporation third 01 1 a 1 01 broadband, 850nm,1310nm,1550nm   sht rev of   optical jack assembly, normal, sd776g-099-00702 return loss: 45 db max. catalog p/n:  side normal thru connection no patchcord inserted normal side patch side patch side patched connection optical connection diagram normal 776g-099-00702n insertion loss: 1.5db typ. either patch cord inserted notes: unless otherwise specified      1. material specifications:  rear receptacle: brass per astm b16 all metal parts: stainless steel & a2 tool steel      2. finish specifications: base, spring clip and prism holder: .000150 min. ar moloy ntdc  front and rear flange & din recept : passivate per  astm a967 all other metal parts: .000100 min nickel per ams-q q-n-290                                               over  copper flash per astm b734       3. optical specifications: use connector pn 7765-500-99901n on normal side use connector pn 7765-900-99902n on patch side .400 10.16 4.13 .163 2.128 54.05 2x .165 x .125 slot .400 10.16 .390 9.91 34.04 1.340 3.18 .125 .400 10.16

 .400 10.16 .163 4.14 1.350 34.29 .125 3.18 .390 9.91 .400 10.16 .400 10.16 1.50 38.10 2x .165 x .125 slot notes: unless otherwise specified      1. material specifications:  rear receptacle: brass per astm b16 all metal parts: stainless steel      2. finish specifications: body, spring clip and prism holder: .000150 min. armoloy ntdc  cover and front receptacle:  passivate per astm a967 all other metal parts:  .000100 min nickel per ams-qq-n-290                                               over copper flash per astm b734       3. optical specifications: insertion loss: 1.5db typ. return loss: 45 db max. patched connection either patch cord inserted optical connection diagram patch side patch side normal side normal thru connection no patchcord inserted normal side use connector pn 7765-500-99901n on normal side use connector pn 7765-900-99902n on patch side for demo only catalog p/n: 776g-776-00001n for sales see sd776g-099-00701n a   optical jack assembly cp jds 07/23/10 by date appd er26258 description rev 05/15/09 psm date approved 05/15/09 wpm date approved 05/15/09 dcam date approved 05/15/09 jcf date drawn customer  sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 1:1         sht rev of 05 1 1 sd776g-776-00001 winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 third angle dmf029  b 05
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