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		  Datasheet File OCR Text:


		  ?lan -mate ? serie s   single rj45 connector module with  common mode choke   p/n: LC1T010                                                                      page :  1 /2                                                                                                                     feature    l  rj -45 connector integrated with.  l  size same as rj -45 connector to save pcb board space.   l  reduced emi radiation to improve emi performance  l  meeting 10/100 base tra nsmission over utp -5 cable   l  rating temperature range: 0 j to +70j .  l  storage temperature range:  -25j to +125j.  electrical specifications  @ 25c   common mode attenuation(db min)  part  number  ocl (uh min)  1mhz   10mhz   20mhz   40mhz   60mhz   80mhz   100mhz   125mhz   dcr  ([ max)   LC1T010   20  -4.0   -8.0   -9.5   -11.0   -13.0   -11.5   -12.5   -13  0.2     schematic                                                                                                                                                                                                                                    bothhandusa.com

 ?lan - mate ? series  single rj45 connector module with  common mode choke   p/n: LC1T010                                                                      page :  2 /2                                                                                                                      mechanical      1.   plastic material    :  thermoplastic (ul 94v -0), black housing      2.   metal shield  :  brass, 20u" inches thick nickel      3.   spring wire  :  phosphor bronze with selective gold plating       4.   solder pin  :  0.4x0 .4mm, phosphor bronze with solder plated      5.   durability  :  750 mating cycles min.     pcb layout mounting hole(top view)                                                                                                                                                                                                          bothhandusa.com
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