

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						LBT87502			1537DB			645TS			PDBFS220			5KP24C			STK536X			IFX54441			UPF1N100			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				MUR640FCT Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  mur605fct thru mur660fct   6   amp  s   uper  f a s t glass pass ivated   rectifier  features maximum ratings   operating temperature: -5 5  c to +1 50  c   storage temperature: -5 5  c to +150  c mcc catalog number device marking maximum recurrent peak reverse voltage maximum rms voltage maximum dc blocking voltage mur605fct        mur605fct          50v  35v 50v mur610fct           mur610fct         100v   70v               100v mur620fct   mur620fct         200v  140v 200v MUR640FCT          MUR640FCT         400v  280v 400v mur660fct     mur660fct         600v   420v 600v electrical characteristics @ 25  c unless otherwise specified average forward current i f(av)     6 a   t a   = 75c peak forward surge current i fsm     60a   8.3ms, half sine maximum forward voltage drop per element v f       i fm   = 3 a per element; t a  = 25  c* maximum dc reverse current at rated dc blocking voltage i r   5.0u a  5 0 ua t a   = 25  c t a   = 100  c *pulse test: pulse width 300   m sec, duty cycle 2% mcc         605fct-620fct                        1 .7  v   660fct        1.3 v ww w . mccsemi   .com    glass passivated junction   superfast recovery time for hight efficiency   low profile package               605fct- 620fct                     640fct         35ns   60ns maximum reverse recovery time t rr    i f =0.5a,  i rr =0.25a 50 to 600 volts      660fct              75ns       	   
 omp onents 20731 marilla street chatsworth         	     !  " #   $ 
 %           !   " #    640fct 0.975v revision: 1                                                                                                                           2006/03/20                                                                           tm     micro commercial components     pin 1 pin 3 pin 2 a b c k j i h g e d n m l h      inches                             mm                    
  a             . 583               .6 06            14. 80           15. 40 b                ---                 . 4 0 6                 ---              10.30 n             .0 98               .11 4             2. 50              2.9 0         o f c             .100               .1 12             2.5 5               2.85 d             .2 48               .27 2              6 . 30             6. 90 e                ---                  . 1 6 1                 - - -                4.10 f                 ---                . 0 7 1                ---                 1.80 g             . 512              .5 43              13.00            13.80 h                          .100                                    2.55 i                 ---                  . 035                  ---                   0.90 j                ---                  . 032                ---                  0.80 k             .1 18               .1 34               3.00              3.40             l                  ---                   . 189               ---                  4.8 0 m                 ---                  . 130                 ---                  3.30 ito-220ab ir=1.0a        

  thru mur660fct    instantaneous reverse leakage current - microamperes  versus percent of rated peak reverse voltage - volts average forward rectified current  -  amperes  versus ambient temperature  -   c figure 3 forward derating curve   5 0                       10 0                      1 2 5                   15 0                    1 7 5   0 0 2 4 6 single phase, half wave 60hz resistive or inductive load amps  c  8 12 16 instantaneous forward current - amperes  versus instantaneous forward voltage - volts figure 1 typical forward characteristics volts amps 0.1 figure 2 typical reverse characteristics volts    amp 0.1 figure 4 maximum non-repetitive forward surge current peak forward surge current - amperes  versus number of cycles at 60hz - cycles amps cycles 00 0 www. mccsemi .com mcc 10 20 30 40 50 60 70 80 0          2             5        10        20           50        100 0.2 0.4 0.6 1.0 2.0 4.0 6.0 10 20 40 0.7      0.9     1.1      1.3       1.5       1.7     1.9      2.1  660fct 640fct 605fct~620fct 1.0 10 100 1000 0 100 200 300   tc=25  c   tc=75  c   tc=10 0  c revision: 1                                                                                                                           2006/03/20 tm     micro commercial components      mur605fct
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