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		  Datasheet File OCR Text:


		                                  universal   input ac t o dc external   deskt op adapter   60-65 watts single output   switching   power supplies   tpes65 series             fea t ures:  accommoda te universal   ac input  deskt o p  iec320-3p   ac  recept acle  meet  universal  safety   st andards  emi meet  en55022  /  fcc class b  ce marking  compliance                 general   specifica t ion  efficiency:  80% ~  86% t y pi cal .  switching fr equency:   approxi m a t e  85k hz.  ci r c ui t t o pol ogy:  fi xed frequency  fl y b ack ci rcui t .   t r ansient response:  ou tp u t  v o ltag e  retu rn s in         l e ss t h an 3m s fol l o wi ng a 25% l o ad change.  safety s t andard:  ul1950/  en60950 c l ass i.  power  density:  4.2  w a t t s . /  c ubi c inch .   operating t emperatur e :  0 t o  +40c .   s t orage t emperatur e :  -20 t o  +85c .   t emperatur e  coefficient:  0.04% /  c .   cool i n g:  free air convection.   construction:  im p act resistan t th erm o -p lastic                e n c l o s u r e   c a s e .   desktop format.   n o tes: (1)  a ll m easurem ents are at nom inal input ,  full load,  and +25c unless otherw ise specified.             (2) l o ad regulation is m easured at 1 15v ac or 230v ac in per centage to indicate the change in output voltage as the load is  varied from  half load to full load ( % ) .               (3)  t h e ty pical cord length is about 1 m e te r (3. 3  ft. ) ,   a w g #18 cord for various load conditions.     output   specifica t ion   output v o ltage:  see ratings chart.    output curr ent:  see ratings chart.    output w a ttage:   t y pi cal  60 ~  65w .    output connector  & cord:  op tio n a l.  output led indicator:  in stalled .     l i ne regul a ti on:  0.1% t y pi cal .    l oad regul a ti on:    3.0 ~  5.0% t y pi cal .  noise & ripple:   t y p. 1.0% peak t o  peak.    ovp:  bu ilt-in , zen e r dio d e  clam p i n g .     adjusta b ility :   fact ory  set ,  not  avai l a bl e..  overload pr otection:  t y p. 125-150% of m a x power           overrange  or  short   ci rcui t ,   power  fol dback            &   s e l f - r e c o v e r i n g .   specifica t ion  input   specifica t ion  input v o ltage:  90-264v ac t y pi cal .    input connector:  iec320 3p-ac inlet receptacle.    input fr equency:  47 ~   63hz.    inrush curr ent:  less t h an 30a  by  addi ng t h erm i st er .  input curr ent:  1.3a  @1 15v ac./ 0 .55a  @230v ac t y pi cal .  dielectric w i thstand:  m eet  iec 950.  emi:  m eet  en55022 /  fc c  c l ass b .   hold-up t i me:  12m s @1 15v ac or                    75m s  @230v ac  t y pi cal .  over   t emp. pr otection (otp):  op tio n a l.  over  curr ent pr otection (ocp):  op tio n a l.      

   model no. description: tpes65 -     x x x  y y y                                    -40-                                                                                 o u t p u t   c u r r e n t                                                                     o u t p u t   v o l t a g e                                                           se ri e s  nam e   (tpi external switcher) : about 65w.    output   v o l t age / current  ra tings char t    defined output   v o l t age (vdc)  output   v o l t age (vdc) / current  (a)  3.3 vdc                                                                                                          tpes65-330800  3.3v    8.00a   tpes65-500750  5.0v    7.50a   tpes65-090670!  9.0v    6.70a   tpes65-120520!  12.0v    5.20a   tpes65-150430  15.0v    4.30a   tpes65-180360  18.0v    3.60a   TPES65-196340  19.6v    3.40a   tpes65-240277  24.0v    2.77a   tpes65-360185  36.0v    1.85a   tpes65-480140  48.0v    1.40a       mechanical  dimensions:   mm  [ i n c h e s ]        weight :  320.0g (1 1.30 oz.)     
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