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		  Datasheet File OCR Text:


		  conductive plastic 3 turns type mc series  part number designation  list of part numbers m c 1 0 0 3 - 0 0 0 - 5 0 2 series name nominal resistance value    502 �   5 k 103 � 10 k 203 � 20 k     5 k   10 k   20 k MC1003-000-502 mc1003-000-103 a   mc1003-000-203 nominal resistance value (  ) part number  features  $pnqbdutj[f  'joftfuujohjtqpttjcmf  -pohmjgf  )jhigpmmpxjohdibsbdufsjtujdt  )jhisftpmvujpo	&ttfoujbmmzjogjojuf
  3p)4dpnqmjbou t  verify the above part numbers when placing orders. the products indicated by  a   mark are manufactured upon receipt of order basis. conductive plastic 3 turns type shaft mounting screw shaft assy resistor holder wiper holder spring plate terminal wiper resistor case basic construction rohs compliant

 mc potentiometers  standard specifications  electrical characteristics  mechanical characteristics nominal resistance value resistance torelance resolution power rating independent linearity effective electrical angle temp. coefficient  of resistance insulation resistance dielectric strength 5 k  , 10 k  , 20 k    20 % essentially infinite   1 % 0.19 w 1080   400 ppm/c maximum 1000 m   (at dc250 v) minimum 500 v rms (1 min)  environmental characteristics mechanical angle stop strength operating torque rotational life tighten screw torque 1080    10 4.41 ncm {0.45 kgfcm} maximum 0.294 ncm {30 gfcm} maximum 49 ncm {5 kgfcm} maximum 1 million cycles operating temp. range net weight protection grade ? 40 ~ 85 c approx. 2.5 g ip40  outline dimensions  (unit: mm) 3C2 0.1 3.7 3.7 3.7 10 6.5 16.1 12.6 max. 1 mounting face 0.5 0.8 1 9 1  anti-rotation groove depth m 6 (p = 0.75) unthreaded portion at base : 1 max. 1.2 3 0.6   0 C0.05 8    10 +0.4   0   adhesive thickness (3.5) 1 2 3 2 11  6.3 (m 6 hex.nut) anti-rotation details ? accessories ?  washer with teeth  tooth height : 1, no. of teeth : 9 t = 0.63  washer thickness : 1.3  1 r    0 -0.2 1 2 3 wiring diagram cw  rated power derating curve 100 ambient temperature (c) power rating ratio (%) C 40 + 40 + 85 11   6.4 0.63 1.3 92 m6, p=0.75 1. nut 2. washer
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