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		  Datasheet File OCR Text:


		      rev. 7   conductive polymer al uminum  solid  capacitors  (radial type)     meritek   pe5k   series         f eatures  ?    super low esr, high ripple current capability  ?    rated voltage: 2.5v dc  ~16v dc   ?    endurance: 5000hours at 105oc  ?    suitable for dc-dc converters, voltage regulators and decoupling applications.              s pecifications  item   characteristic   category tempera ture range   - 55 oc   ~ +105 ? c   rated voltage range   2.5 v dc   ~  16 v dc   surge voltage   rated voltage x 1.1 5v   at  +105 ? c   capacitance tolerance    m=20%   at 120hz, 20oc   leakage current   shall not exceed values shown in standard ratings   at 20oc after 2 minutes   dissipati on factor ( tan  ?   )   0.1 ( max )   at 120hz, 20oc   temperature stability   impedance change     z( - 55oc)/z(+20oc)1.25   at  - 5 5 ? c , 100khz   z(+105oc)/z(+20oc)1.25   at  +105 ? c , 100khz   endurance     appearance:   no significant damage   capacitance change:    20% of the init ial value   df(tan):    150% of the initial specified value   esr:    150% of the initial specified value   leakage current:    the initial specified value   the specifications shall be satisfied when  the capacitors are restored to 20oc after  the rated voltage is ap plied for 5000hours  at 105oc   damp heat, steady state     appearance:   no significant damage   capacitance change:    20% of the initial value   df(tan):    150% of the initial specified value   esr:    150% of the initial specified value   leakage current:    the initi al specified value   the specifications shall be satisfied when  the capacitors are restored to 20oc after  subjecting them to store at 60oc, 90%~  95% r.h. for 1000hours, without dc  applied.   surge voltage     appearance:   no significant damage   capacitance change:    20% of the initial value   df(tan):    150% of the initial specified value   esr:    150% of the initial specified value   leakage current:    the initial specified value   the capacitors shall be subjected to  1,000 cycles each consisting of charge  with the surg e voltages specified at  105oc for 30 seconds through a  protective resistor (r=1k?) and  discharge for 5 minutes 30 seconds   note:  if any doubt arises, measure the leakage current after following voltage treatment -    voltage treatment: dc rated voltage is applied to the capacitors for 60 minutes at 105oc  d imensions (mm)   size code   0509   0606   0609   0809   0812   1012   bd +0.5  (max)   5.0   6.3   6.3   8.0   8.0   10.0   bl,(max)   9.0   6.0   9.0   9.0   12.0   12.0   d0.05   0.5   0.45   0.6   0.6   0.6   0.6   ls0.4   2.0   2.5   2 .5   3.5   3.5   5.0   ll0.3   3 .2   3.2   3.2   3.2   3.2   3.2              rohs

      conductive polymer aluminum rev . 7     solid  capacitors  (radial type)     meritek   pe5k   series         s pecifications         item  working voltage(sv)   capacitance   size code   leakage current   esr 1   rated ripple current 2   (vdc)   (uf)   (ua)   (m?), max   (marms)   pe5k 2r5561m 0509  2.5(2.9)   560   0509   500   7   4180   pe5k2r5 5 61m 0609 2.5(2.9)   560   0609   500   7   5000   pe5k2r5561m 0809  2.5(2.9)   560   0809   500   7   5700   pe5k2r5821 m 0609  2.5(2.9)   820   0609   500   7   5000   pe5k2r5821m 0809   2.5(2.9)   820   0809   500   7   5700   pe5k4r0561m 0609 4.0(4.6)   560   0609   500   7   5000   pe5k4r0561m 0609  4.0(4.6)   560   0609   500   24   2400   pe5k6r3101m 0606  6.3(7.2)   100   06 06   126   35   2100   pe5k6r3471m 0609  6.3(7.2)   470   0609   592   8   4700   pe5k6r3471m 0809  6.3(7.2)   470   0809   592   8   5300   pe5k6r3561m 0609  6.3(7.2)   560   0609   705   8   4700   pe5k6r3561m 0609 6.3(7.2)   560   0609   705   24   2400   pe5k6r3561m 0809   6.3(7.2)   560   0809   705   7   5700   pe5k16v101m 0606   16(18 .4)   100   0606   320   24   2490   pe5k16v101m 0609  16(18.4)   100   0609   320   35   2300   pe5k16v271m 0809  16(18.4)   270   0809   864   10   5000   pe5k16v271m 0812  16(18.4)   270   0812   864   10   5230   pe5k16v471m 0812   16(18.4)   470   0812   1505   10   5230   pe5k16v471m 1012  16(18.4)   470   1012   1505   10   6100   note:  1. test condition: 20oc, 100khz~300khz  2. test condition: 105oc, 100khz           rohs
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