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		  Datasheet File OCR Text:


		    tilt sw itches ?ma k e?  w hen the  elec trode is tilted below  ho rizontal an d  ?break?  when tilte d  above the ho rizont al. total travel  from ?make ?  to  ?break? is the ? m aximum included angle? sho w n be low .   the  component to  w h ich the sw itch is attached must ha ve a total tilt angle  g reater  than the  ? m aximum included an g l e ? fo r  p ro p er o p e r ation. part no: 20144 - a1 series   tilt switch - mercury        american electronic components inc.,  1101 lafayette street, elkhart, indiana. usa  tel: +1-574-295-6330  fax: +1-574-293-8013  email:  sales@aecsensors.com         http:// www.aecs ensors.com  ? american electronic componen ts inc 2006   specifications ar e subject to  change  w i thout notice .  e&oe.  20625 0506 06    dra w ing dimensi ons in millimeters.  features:  *  un-insulated      * form: no/ nc/spst/mount depend ant      * angles referenced fro m  horizontal    *  single  electrode    *  hermetically  sealed  * small pac k age size      * extre m ely  narrow included angle      * high curre nt capability      * low conta c t resistan ce    *  long  life  must bre a k a ngle * :  + 0.7o maximum incl uded angl e:  1.4o    * make/break an gles are electrod e +  (above) /  - (b elow) 0 ho rizontal  referenc e   s w it ch r a t i ng s:     max switching voltage 240v  max switching current 120vac / 1 a , 240vac /  0.7a : 120vdc / 0.5a,  240vdc / 0. 4a : tungst en 240v / 100w  initial conta c t resi stan ce (max).  50 milli ohms  stand off voltage (conta c t to conta c t) 1500 vac  operating te mperature -38o to 220of / -38o to 1 05oc  storage te m peratu r e -40o to 356of / -40o to 1 80o c   typical nu mb er of ope ratio n s at sp ecifie d load 10,000,000  g-fo rce activation g-l e vel / rang e n/a  dimen s io ns:    weig ht per 1 00p cs. lb s / kgs: 1.10 / 0.50  body length  (less lea d s). inch es / millim eters: 0.71 / 18.05   maximum diameter. inches / millimeters: 0.39 / 9.98  material s:    lead wire  ty pe n/a  lead wire  le n g th/skive/te rmination  n/a  finish:  none 
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