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		  Datasheet File OCR Text:


		  CFPS-60 crystal clock oscillator specification issue 4; july 2016 outline (mm)  test circuit description low jitter 3.3v surface mount oscillator in a ceramic package,  with a hermetically sealed metal lid and lvds outputs frequency parameters frequency 75.0mhz to 270.0mhz frequency stability 25.00ppm to 100.00ppm electrical parameters 3.3v 5% supply voltage standby current: 30a max start-up time: 10ms max operating temperature ranges -10 to 70c -40 to 85c output details output compatability lvds drive capability 100? differential output voltage (vod): 0.33v typ offset voltage (vos): 1.25v typ output control enable/disable operation: logic '1' to pad 1 (70%vs min) enables oscillator output logic '0' to pad 1 (30%vs max) disables oscilaltor output; when  the oscillator output goes to the high impedance state no connection to pad 1 enables oscillator output noise parameters phase jitter (12khz to 20mhz): 1ps rms max environmental parameters storage temperature range: -55 to125c drop: natural drop, 3 times from 30cm onto a hard wooden  plate vibration: 10 to 55hz (amplitude 1.52mm), 20g, x, y and z (2  hours each, total 6 hours) ordering information ordering information (minimum required): frequency* model* output frequency stabilty* operating temperature range* supply voltage example: 100.0mhz CFPS-60 lvds 100ppm -10 to 70c 3.3v compliance compliant rohs status (2011/65/eu) compliant reach status msl rating (jdec-std-033): not applicable printed on 21 jul 16 14:31 using model data sheet v1.2550 page 1 of 2 sales office contact details: usa: +1.760.318.2824 france: 0800 901 383 uk: +44 (0)1460 270200 germany: 0800 1808 443 email: info@iqdfrequencyproducts.com web: www.iqdfrequencyproducts.com

 CFPS-60 crystal clock oscillator specification packaging details loose in bulk pack pack style: bulk pack size: 100 tape & reel in accordance with eia-481-d pack style: reel pack size: 1,000 cut tape pack style: cutt pack size: 1 wave form electrical specification - maximum limiting values 3.3v 5% frequency  min frequency  max temperature  range stability  (min) current  draw rise and fall  time duty cycle c ppm ma ns %  66  0.7 -10 to 70  75.0mhz  270.0mhz 25.0 45/55%  66  0.7 -40 to 85 50.0 45/55% this document was correct at the time of printing; please contact your local sales office for the latest version. click to view latest version on our website. printed on 21 jul 16 14:31 using model data sheet v1.2550 page 2 of 2 sales office contact details: usa: +1.760.318.2824 france: 0800 901 383 uk: +44 (0)1460 270200 germany: 0800 1808 443 email: info@iqdfrequencyproducts.com web: www.iqdfrequencyproducts.com
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