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		  Datasheet File OCR Text:


		  281 features rear view front view ebox745-fl500 fanless embedded system with amd  geode? lx800 500 mhz processor   fanless operation   amd geode  lx800 500 mhz low voltage processor onboard     amd lx + cs5536    extremely low power consumption   supports compactflash?    70 watt ac-in or dc-in power supply packing list ordering information dimensions power protection 1 x quick manual 1 x driver cd 1 x y cable for ps/2 keyboard/mouse 1 x screw pack 4 x hdd anti-vibration damper 1 x wall mount kit   standard ebox745-fl500 ac fanless embedded system with amd geode? lx800 500  mhz processor, 256 mb ddr so-dimm and ac-in 70w p/s ebox745-fl500 dc  fanless embedded system with amd geode? lx800 500 mhz  processor, 256 mb ddr so-dimm and 24vdc-in 70w p/s optional 2.5  ide hdd  ddr so-dimm  compactflash  power supply  power cord din-rail kit  40 gb  or above 256 mb ~ 1 gb 256 mb or above 24vdc-in, 12vdc-in *specifications and certifications are based on options and may vary. ac & dc version ovp (over voltage protection)  old (over load protection) scp (short circuit protection) specifications standard color  silver construction  aluminum extrusion and heavy-duty cold-rolled steel, ip40 cpu  amd geode  lx800 500 mhz onboard  system memory  1 x 200-pin ddr so-dimm max. up to 1 gb chipset  amd lx800 + cs5536 bios  phoenix-award 4mbit with rpl/pxe lan boot rom,  smartview and customer cmos backup system i/o outlet 3 x rs-232 (com 2/3/4) 1 x rs-232/422/485 (com 1) 1 x vga 1 x lpt 1 x ps/2 keyboard/mouse 2 x 10/100mbps ethernet (realtek rtl8139dl) 3 x usb 2.0 1 x vdc power input terminal block (dc version) 1 x vac power input connector (ac version) watchdog timer  255 levels, 1 ~ 255 sec. storage  1 x 2.5" ide hdd drive bay 1 x compactflash? slot  expansion interface  n/a system indicator 1 x green led for system power-on 1 x orange led for hdd active power supply  * ac at 72w   input: 85 ~ 270vac   output: +5v @ 10a, +12v @ 1.5a, -12v @ 0.3a * dc at 72w   input: 18 ~ 36vdc   output: +5v @ 10a, +12v @ 1.5a, -12v @ 0.3a operating temperature  -20c ~ +50c (-4f ~ +122f) (with w.t. hdd, ac psu) storage temperature -30c ~ +80c (-22f ~ +176f) humidity  10% ~ 90%, non-condensing vibration endurance 2 grms with cf (5 ~ 500 hz, x, y, z directions) 0.5 grms with hdd (5 ~ 500 hz, x, y, z directions) dimensions  225 mm (8.86") (w) x 225 mm (8.86") (d) x 51 mm (2.01") (h) weight (net/gross)  2.15 kg (4.74 lb)/2.9 kg (6.39 lb) certificate  ce eos support  xpe, wince, linux, wes low profile design amd geode tm  lx800  500hz processor 4 rs-232 lpt ip40 low power en60950 fanless   * all specifications and photos are subject to change without notice.                       
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