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		  Datasheet File OCR Text:


		  tx25sa ? series ??????????????????????????????????? parameters ??????????????????????????????????????????????????????????????? ??????????????????????? specification ??????????????????????????????????????????????????????????????? ????????? remarks ? frequency ? range ? f_nom ?? 8.0mhz ? ~ ? 50.0mhz ? limited ? frequencies ? available ? supply ? voltage vcc ? 1.8v, ? 2.4v, ? 2.8v, ? 3.0v ?? 5% ? tolerance ? ? initial ? frequency ? tolerance ?? f_tol ? 1.0ppm ? max ? at ? +25c ? frequency ? stability ? ? vs ? temperature f_stb ? 0.5ppm ? max ? table ? 1 ? vs ? load f_load ? 0.2ppm ? max. ?? 10% ? load ? condition ? change ? vs ? voltage f_vcc ? 0.2ppm ? max. ?? 5% ? input ? voltage ? change ? vs ? aging f_age ? 1.0ppm ? max ? 1 ? year ? vs ? reflow ? 1.0ppm ? max. ? 2 ? times ? frequency ? stability ? slope ? ( \ 20c ? ~ ? +70c) ? 0.1ppm/c ? max ?? every ? +2c ? frequency ? stability ? slope ? ( \ 30c ? ~ ?\ 20c) ? 0.2ppm/c ? max ?? every ? +2c ? frequency ? stability ? slope ? (+70c ? ~ ? +85c) ? 0.2ppm/c ? max ?? every ? +2c ? operating ? temperature ? range ? (c) topr ?\ 30c ? ~ ? +85c ? table ? 1 ? storage ? temperature ? (c) tstg ?\ 40c ? ~ ? +85c ? output ? wave ? form ? clipped ? sine ? wave ? dc ? coupled ? output ? voltage ? level ? 0.8v ? p \ p ? (min.) ? output ? load ? 10k ? //10pf ? 10% ? tolerance ? current ? consumption icc ? 1.5ma ? max. ????????????????????? ? 10k ? //10pf10% ? start \ up ? time t_str ? 2.0ms ? max. ?? reach ? 90% ? amplitude ? at ? +25c ? moisture ? sensitive ? level msl 1 ? esd ? sensitive ? device ? yes ? ? please ? leave ? product ? at ? room ? temperature ? for ? 2 ? hrs ? or ? more ? after ? reflow. ? table ? 1 ? frequency ? stability ? vs ? temperature ? temp. ? (c) ? stability ? in ? ppm 0.5 1.0 1.5 2.0 2.5 3.0 ??? 0c ? to ? 50c ? ???? \ 10c ? to ? 60c ? ???? \ 20c ? to ? 70c ? ???? \ 30c ? to ? 75c ? ???? \ 30c ? to ? 85c ? ???? pad ? 1 ? : ? ground pad ? 2 ? : ? nc pad ? 3 ? : ? ground pad ? 4 ? : ? output pad ? 5 ? : ? nc pad ? 6 ? : ? supply ? voltage advanced ? crystal ? technology ? (a ? wholly ? owned ? acal ? bfi ? company) tel: ? +44 ? (0) ? 118 ? 978 ? 8878 ?? email ? info@actcrystals.com ? / ? www.actcrystals.com ? iso9001 ? registered ? specifications ? subject ? to ? change ? without ? notification ? tcxo, ? 2.5 ? x ? 2.0mm, ? clipped ? sine ? wave dimensions(unit:mm) from ? 0.5ppm ? stability ? over ?\ 30c ? to ? 85c 0.55 top ? view 1 2 3 4 5 6 0.35 0.50 0.65 0.675 0.650 0.675 0.305 0.15 1 2 3 4 5 6 bottom ? view land ? pattern 0.43 0.825 0.650 0.825 0.50 0.70 1.05 ? max 2.5 2.0

 tcxo/vc \ tcxo ? part ? number ? generation tx25sa 2600 m e x b x z l \ pf act series code frequency (mhz) ex. ? 26.00mhz ? =2600 ??????? 8.00mhz ? = ? 0800 14.7456mhz ? = ? 1474 temp. ? stability ? (ppm) supply ? voltage (v) operating ? temp. ? range ? (c) output ? wave electrical ? tuning ?????????? (ppm) ? duty ? cycle tape ? & ? reel rohs code tcxo ? = ? tx25sa < ? 100mhz first ? 4 ? digit ? of ? frequency ? > ? 100mhz ? first ? 5 ? digit ? of ? frequency ? 0.5 ? = ? r 1.0 ? = ? p 1.5 ? = ? o 2.0 ? = ? n 2.5 ? = ? m 3.0 ? = ? l 1.8v ? = ? d 2.4v ? = ? j 2.8v ? = ? h 3.0v ? = ? e ??? 0 ? ~ ? 50 ???? = ? d \ 10 ? ~ ? +60 ? = ? f \ 20 ? ~ ? +70 ? = ? b \ 30 ? ~ ? +75 ? = ? w \ 30 ? ~ ? +85 ? = ? x csw ?? = ? bnone ? = ? xnot ? specified ? = ? z loose ? = ? l 1000 ?? = ? c 3000 ?? = ? d \ pf note: ? it ? is ? important ? to ? suffix ? the ? above ? part ? number ? with ? full ? frequency ? required ? to ? give ? a ? completed ? part ? number ? as ? illustrated ? below. full ? example ? part ? number ? : ? tx25sa2600mexbxzl \ pf ? [26mhz], ? tx25sa1474mexbxzl \ pf ? [14.7456mhz] tx25sa ? series tcxo, ? 2.5 ? x ? 2.0mm, ? clipped ? sine ? wave advanced ? crystal ? technology ? (a ? wholly ? owned ? acal ? bfi ? company) tel: ? +44 ? (0) ? 118 ? 978 ? 8878 ?? email ? info@actcrystals.com ? / ? www.actcrystals.com ? iso9001 ? registered ? specifications ? subject ? to ? change ? without ? notification ? solder ? reflow ? profile test ? circuit ? cl pin 1 pin 2 pin 3 pin 4 cd rl output gnd gnd for  tcxo vc for vctcxo vcc v a s u p p l y     v c c 0.01f clipped ? sine ? waveform temp.( c) time (sec.) 180  10c 90~120 sec. max 0.45 in  260  5c 10 sec. max 3 00 250 200 150 100 50 0 220  10c 30~40 sec. max      tcxo ? construction ? cr y stal solder ic ceramic ? p acka g e e p ox y metal ? lid cr y stal ? to p ? view ceramic ? p acka g e blank ? drawing ? control: ? (internal ? use ? only) ? commodity ? code: ? 854370 ? 90 ? 99 ? issue ? number ? : ? 1 ? date ? : ? 24062016 ? internal ? reference ? : ? c1f
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