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		  Datasheet File OCR Text:


		  megaraid sata+sas entry product line megaraid sata+sas entry controller cards allow small to medium business (smb) owners  and gaming enthusiasts to enjoy the latest raid technology at afordable prices with low  power consumption. this product line delivers trusted megaraid reliability with minimal  maintenance efort. megaraid entry controller cards ofer users a straight-forward solution  that includes essential raid levels and uncomplicated confguration options.  in addition, they are able to connect to combinations of sata and sas hard disk drives and  solid state drives, allowing for storage confgurations that optimize cost, performance and  robust data protection.  enterprise ready  along with an extensive list of enterprise raid capabilities, the 9341 series now ofers  advanced drive diagnostic technologies. in the event of a physical drive failure, the drive is  placed in a shielded state and the megaraid controller starts drive diagnostics to determine  if the drive is indeed failed or can be restored. this saves customers time, money and lost  compute time associated with transient drive failures and unnecessary drive returns.  simple migration to megaraid enterprise products a unique feature of the megaraid sata+sas entry line is the ability to migrate from these  simple, yet powerful raid 5 controllers to the more full-featured megaraid product lines.  users can simply plug in a new controller to recognize and import the existing array without  requiring any reconfguration. plus, a single management client provides a consistent user  interface to manage any megaraid sata, sas or ssd array. 12gb/s sas and pci 3.0 performance advantages 12gb/s sas is designed for backward compatibility with 6gb/s and 3gb/s sas and sata  hard drives. regardless of the drive speed, 12gb/s megaraid controllers will deliver  signifcant performance improvements in both read and write applications compared to their  predecessors. key advantages   high performance with 12gb/s data  transfer rates   pci express? 3.0 host interface drives  superior system performance   delivers robust, yet simple raid  functionality   flexible sata+sas array architecture  optimizes cost   complete kit package includes  necessary cables and brackets   includes jbod mode support  applications   internal storage confgurations   1u/2u rack servers   file, web, database and email servers   high-performance workstations typical uses   direct-attach, internal sas or sata  hard disk drives (hdds) and solid state  drives (ssds)   high volume, warm data access key features   eight internal 12gb/s sata+sas ports   x8 pci express 3.0 host interface   two x4 sff-8643 mini-sas hd internal  connectors   lsisas3008 powerpc 476 controller  @ 1.2ghz   raid 0, 1, 5, 10, 50 and jbod mode   low-profle form factor   supports up to 64 devices in jbod  mode   up to 32 physical devices in raid  mode   powerful device monitoring and  maintenance capabilities megaraid ?  sas 9341-8i & megaraid sas 9341-4i cost efective, entry line of eight-port and four-port 12gb/s  pcie 3.0 sata+sas raid controllers  product brief 

 megaraid sas 9341-8i & 9341-8i solution provided low-cost, green sata+sas raid solution for high-density servers and workstations with the fexibility to use both  sata and sas hard drives and solid state drives physical dimensions 9341-8i & 9341-4i: 2.6 x 6.0 connectors 9341-8i: two, x4, sff-8643 mini-sas hd horizontal connector placement 9341-4i: one, x4, sff-8643 mini-sas hd horizontal connector placement max number of physical devices non-raid (jbod mode): 64 raid 0: 32 per volume raid 1: 2 per volume plus hot spare raid 5: 32 per volume raid 10: 32 per volume raid 50: 32 per volume host bus type 8-lane, 5 gt/s pci express 3.0 compliant data transfer rates up to 12gb/s per port key raid data protection features ?  raid levels 0, 1, 5, 10, 50 and jbod mode ?  online capacity expansion (oce) ?  online raid level migration (rlm) ?  auto resume after loss of system power during array  rebuild or rlm ?  single controller multipathing (load balancing) ?  drive hot plug support ?  drive roaming ?  selectable logical drive as boot drive ?  virtual disk (vd) consistency check ?  fast initialization for quick array setup ?  staggered disk spin up ?  hot spare support (up to 8)   C  global, dedicated (copy back), enclosure afnity  and emergency sata support ?  automatic rebuild support ?  safestore encryption services for sed hdds ?  shielded state drive diagnostic technology ?  patrol read media scan and repair ?  online hdd frmware update ?  error recovery support ?  sas tcq support ?  sata ncq support  ?  support for native 4k hdds ?  non disk device support ?  >2tb logical drive support ?  soft bad block management ?  ddf-compliant confguration on disk ?  foreign confguration import ?  s.m.a.r.t. support ?  ses (inband) & sgpio (sideband) management megaraid management suite ?  megaraid storage manager ?   C  now with single login for domain admin ?  storcli (command-line interface) ?  ctrl-r (bios confguration utility) ?  hii (uefi human interface infrastructure) environments operating 0c to 70c 5 to 90% non-condensing storage -45c to 105c 5 to 90% non-condensing pci card type 3.3v add-in card pci voltage +12v +/-8%  pci power 13.0 w (normal), 19.04 w (max) pci modes bus master dma led indicators internal activity/fault per x4 port C heartbeat mtfb >2,800,000 hours compliances emc: class b-us (cfr 47, p15b); canada (ices-003); japan (v-3/02.04); europe (en55022/en55024); australia/new  zealand (as/nzs 3548); safety: en60950 regulatory certifcations en55022, en55024, en60950, en 61000-3-2, en 61000-3-3; fcc class a, class b; ul1950; ul; csa c22.2; vcci; rrl for  mic; bsmi; c-tick os support extensive support includes microsoft ?  windows ?  server 2012/vista/2008/server 2003, linux ? , solaris ?  (x86), freebsd ? ,  vmware ?  and more. visit the download center for the most complete list of supported operating systems: www.lsi.com/support brackets full height and low-profle warranty 3 years, advanced replacement option; free technical support at www.lsi.com/support ordering information megaraid sas 9341-4i single pack megaraid sas 9341-8i single pack mpn: 05-26105-00 opn: lsi00419 mpn: 05-26106-00 opn: lsi00407  visit the avago server storage website at:  avagotech.com/server-storage avago, avago technologies, megaraid, and the storage by lsi logo are trademarks of avago technologies. all other trademarks are the  property of their respective owners. copyright ?2015 avago technologies. all rights reserved. > 9.18.15 product brief
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