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		  Datasheet File OCR Text:


		  110 watts output power universal 85-265vac input 1, 2, 3, and 4 outputs active power factor correction 2.5vdc to 48vdc outputs model number  output #1  output #2  output #3  output #4  single output rel110-1001   2.5v/22a      rel110-1002   3.3v/22a      rel110-1003   5v/22a      rel110-1004   12v/9.2a      rel110-1005   15v/7.3a      rel110-1006   24v/4.6a      rel110-1007   28v/3.9a      rel110-1008   48v/2.3a      dual output rel110-2001   3.3v/10a  5v/5.6a       REL110-2002   5v/10a  12v/5a      rel110-2003   5v/10a  24v/3a      rel110-2004  12v/5a   -12v4a       rel110-2005  15v/4a   -15v/3a       triple output rel110-3001   5v/10a  12v/3a    -12v/3a   rel110-3002   5v/10a  15v/2a    -15v/2a   quad output rel110-4001   3.3v/10a  5v/6a   12v/2a   -12v/2a   rel110-4002   5v/10a  3.3v/6a   12v/2a  -12v/2a   rel110-4003   5v/10a  3.3v/6a   15v/2a  -15v/2a   rel110-4004   5v/10a  -5v/6a   12v/2a  -12v/2a   rel110-4005   5v/10a  -5v/6a   15v/2a  -15v/2a   rel110-4006   5v/10a  24v/2a  12v/2a  -12v/2a   rel110-4007   5v/10a  24v/2a  15v/2a  -15v/2a   5 x 3 x 1.32 medical versions available   contact factory  110 watt open frame switching power supply with pfc rel110  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458

 input specifications   input voltage, full range:   85-264 vac   active pfc  >0.95@115vac   input frequency  47-63hz.  inrush current  30a @ 115vac, typ  4      40a @ 230vac, typ  4  leakage current   mechanical dimensions connector specifications p1  ac input    .156 friction lock header mates with molex 09-50-3031 crimp terminal      housing with molex 2478 crimp terminal p2  dc output (single)    .156 friction lock header mates with molex 09-50-3081 crimp terminal      housing with molex 2478 crimp terminal p2  dc output (multiple)     .156 friction lock header mates with molex 09-50-3101 crimp terminal      housing with molex 2478 crimp terminal g ground    .187 quick disconnect terminal p3  p.f sense (single)     .100 breakaway header mates with molex 50-57-9002 crimp terminal      housing with molex 71851crimp terminal p3  power fail (multiple)     .100 breakaway header mates with molex 50-57-9002 crimp terminal      housing with molex 71851 crimp terminal thermal performance 1  ?  optimum2   ?  good3   ?  good4   -  fair recommended air flow direction 24 3 1 single output model .128 dia mounting hol e (4 places) open  frame p2 1( -) output  1 2( -) output  1 3( -) output  1 4( -) output  1 5 (+) output  1 6 (+) output  1 7 (+) output  1 8 (+) output  1 v1  adjust p3 1 (+) output  1 2 (+) sense 3( -) sense 4( -) output  1 5 (-) p.f.  rtn 6( +) p.f.  sig 1 p2 p3 ac input gnd l n p1 1 p2 1( -) output  4 2 (+) output  4 3( -) output  3 4 (+) output  3 5( -) output  2 6 (+) output  2 7( -) output  1 8( -) output  1  (+) output  1 1 (+)o utput  1 v1  adjust p3 1( -) p.f.  rtn 2( +) p.f.  sig ac input gnd l n p1 1 p2 p3 1 3.  (76.2) 2.7  (68.6) 5.  (127. ) 4.7  (11.4 ) .15  (3.8) mult iple  output model 1.32(33.5)  m. .75  (1.1) .1  (23.1) 3.21  (81.5) 1.1  (27.) optional chassis/cover 4-40 mounting  hole s (4  places) 4-40 mounting  hole (4  places) 4.70  (119.4) .68  (17.2) 1.48  (37.6) 5.26  (133.6) 4.70  (119.4) 3.12  (79.2) 2.70  (68.6) ac input gnd l n p1 1 3 2 4 p2 p3 alld imensionsi n inches  (mm) maximum output power vs.  ambient t emperatur e ambient te mperature, (c) ) s t t a w (   r e w o p   t u p t u o 11 0 100 90 80 70 60 50 40 30 20 10 0 01 0      20           30            40   50        60         70 c o n v e c t i o n  c o o l i n g c o n v e c t i o n  c o o l i n g w i t h  c h a s i s  /  c o v e r f o r c e d   a i r  c o o l i n g convection cooling convection cooling with chasis / cover forced  air cooling  110 watt open frame switching power supply with pfc rel110  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458
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