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		  Datasheet File OCR Text:


		  1 cord connectors (rewireable) 1658 www.schurter.com /pg07 connectors iec connector c21, for very hot conditions 155c, rewireable, straight rewireable connector  example with assembled cable  c21   155 c   description -  cord connector  -  connector ,  pin temperature 155 c ,  protection class i  -  cable diameter 6.5 - 16 mm  -  min. wire size 16awg / 1.0 mm2  -  max. wire size 10awg / 1.5 mm2 approvals -  enec file number: 40039959 -  ul file number: e96454 -  ccc file number: 2014010204701246 characteristics -  suitable for use in equipment according to iec/ul 60950 weblinks pdf-datasheet, html-datasheet,  general product information, rohs,  china-rohs, reach,  distributor-stock-check, accessories, detailed  request for product technical data ratings iec 16  a  /  250  vac;  50 hz ratings ul/csa 20  a  /  250  vac;  60 hz dielectric strength > 1.5  kvac between l-n   > 1.5  kvac between l/n-pe   (1 min/50 hz) allowable operation temp. -25  c  to  155 c insulation cover suitable for appliances with protection  class i acc. to iec 61140 terminal cable material: housing thermoplastic, black, ul 94v-0   appliance inlet/-outlet c21 acc. to iec 60320-1,  ul 498, csa c22.2 no. 42 (for very hot  conditions) pin-temperature 155 c,  16  a, protection class i dimensions 69 33.2 29 95.3 1) 1) cutting points for 10/12/14/16 mm cable diameter  all variants color max. cable diameter max. wire size order number black 16 mm 3 x 1.5 mm2 / 3 x 10 awg 1658.0000    most popular. availability for all products can be searched real-time: http://www.schurter.com/stock-check/stock- check-schurter max. torque for screws: terminals: 0.8 nm, cable clamp: 0.4 nm, cover: 0.4 nm packaging unit    50 pcs  

 2 cord connectors (rewireable) 1658 www.schurter.com /pg07 connectors mating inlets/plugs category / description   appliance inlet overview complete     iec appliance inlet c22, for very hot conditions 155c, screw-on or snap-in mounting, front side 1681 appliance inlet further types to 1658   power entry module with line filter overview complete     c20f, 20 a, prewired, standard and medical version, solder, quick connect or wires (stranded), capacitor: x2, screw,  mounting front-/rear-side, power entry modules with filter c22f power entry module with line filter further types to 1658 the specifications, descriptions and illustrations indicated in this document are based on current  information. all content is subject to modifications and amendments. information furnished is believed  to be accurate and reliable. however, users should independently evaluate the suitability and test each  product selected for their own applications. 18.11.2016 
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