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		  Datasheet File OCR Text:


		  notes: materials: all materials are rohs complian t per eu directive 2002/95/ec and amendments. 1. housing: high temperature r esistant nylon, ul flammabili ty rating 94v-0 , colour black ? signal contacts: phosphor bronze  plated with 0.38m (15?) gold  over 1.27m (50?) nickel on  ? the mating area and 2.54m (100?) matte tin over nickel on the tails. when mated with receptacle p/n dwr-t010s-v2x 3-01, the order of mechanical and electrical  2. engagement is  a) housing blades, b)  housing shroud, c)  signal contacts. ratings subject to design qualification testing 3. current rating: 5a signal ? dielectric withstanding voltage: 1500vdc ? insulation resistance: 5000 megaohms ? operating temperature: -55c to +105c ? reference in parentheses 3 4 5 6 5 4 3 h g f e d c b a ab cdef gh 2 1 2 1 secondary primary units inches 2 a scale: rev dwg.  no. 6 amphenol canada corp. code id no. description, ecn, ear no. app'd date rev revisions  of  any purpose or used for manufacturing purposes with out written permission fr om amphenol canada corp. P-DWR-T010P-V233-01 this document contains proprietary  information and such information ma y not be disclosed to others for  connector, rohs compliant s.caelers a new proposal dwg (ear 13783) oct25/10 k.l. dwg size: dwr series slim drawer, 10 signal pin  1 drawing oct25/10 k.lambie oct25/10 03554 2:1 x ear 13783 drawn checked m.e. app'd q.a. app'd dwg appr. eng. rel. no. ref. scale do not projection angle third sheet  millimeters angular degrees    general tolerances 1 decimal place 2 decimal places 3 decimal places unless specified otherwise orientation peg prevents assembly errors 0.46 [.018] x 0.76 [.030] signal contact tails (10 places) .150 .630 15.99 .902 22.91 6.35 .250 3.81 15.65 .616 housing blade is off center to prevent improper mating 22.00 .866 1.50 housing blade alignment correction .059 2.74 .108 1.027 26.09 .432 10.97 typ. 3.30 .130 14.63 .576 contacts signal pin housing p/n dwr-t010p-v233-01

 reference in parentheses 3 4 5 6 5 4 3 h g f e d c b a ab cdef gh 2 1 2 1 secondary primary units inches 2 a scale: rev dwg.  no. 6 amphenol canada corp. code id no. description, ecn, ear no. app'd date rev revisions  of  any purpose or used for manufacturing purposes with out written permission fr om amphenol canada corp. P-DWR-T010P-V233-01 this document contains proprietary  information and such information ma y not be disclosed to others for  connector, rohs compliant s.caelers a new proposal dwg (ear 13783) oct25/10 k.l. dwg size: dwr series slim drawer, 10 signal pin  2 drawing oct25/10 k.lambie oct25/10 03554 2:1 x ear 13783 drawn checked m.e. app'd q.a. app'd dwg appr. eng. rel. no. ref. scale do not projection angle third sheet  millimeters angular degrees    general tolerances 1 decimal place 2 decimal places 3 decimal places unless specified otherwise position dimensions recommended pcb layout locate holes are basic scale 4:1 mated assembly side view scale 4:1 component side of board 0.13[.005] dia 2.74 .108 .431 10.96 4.48 typ. .176 .002 1.020.05 .040 .130 3.30 .063 1.60 10 x 3.560.08 .140.003 p/n dwr-t010s-v233-01 mating receptacle pin connector p/n dwr-t010p-v233-01 20.58 ref .810
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