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		  Datasheet File OCR Text:


		  37 fox electronics   5570 enterprise parkway   fort myers, florida  33905  usa   +1.239.693.0099   fax +1.239.693.1554     http://www.foxonline.com   emea  tel/fax: +44 .1767.312632 |  asia  hong kong tel: +852.2854.4285 fax +852.2854.4282 |  taiwan  tel: +886.2.22073427 fax +886.2.22073486  |   japan  tel: +81.3.3374/2079 fax: +81.3.3374.5221   ? 2006  fox electronics | iso9001:2000 certifed unless otherwise specifed, tolerances are 0.26 pin connections #1) trim   #2) n.c. or trim reference voltage   #3) vdd   #4) output   #5) gnd / case "pin numbers   are for   reference only" features ?  5.0v operation ?  12v available   ?  sine wave output   ?  sc cut resonators   ?  euro package   ?  1" x 1.4" x .75" all dimensions are in millimeters. all specifcations subject to change without notice.   *specifcations are applicable to 10 mhz units. performance at other frequencies will vary  from these values. other frequencies and performance is available.   contact fox custom products center (cpc) for details at 877-369-8041 or email at  http://www.foxonline.com/email.htm 5.000 ~ 50.000 mhz* +5 vdc  5%    3 watts   0.8 watts typical   2 ppb  0.5 ppb / day  50 ppb / year 10 -11  / sec   (typical @ 10 mhz) -120 dbc -140 dbc -155 dbc -158 dbc 3 minutes    0.5 ppm min.   positive  10% > 100 k sine > 3 dbm > 30 dbc parameters frequency range  (f o ) supply voltage   power (warm-up for 3 minutes)   power stabilized at +25oc (still air)   voltage ( 5% change) short term aging (3 weeks min operation) long term aging (after 60 days operation) allan variance (1 sec samples) phase noise (offset)   10 hz   100 hz   1 khz     10 khz warm-up to within  100 ppb   (referenced to freq after 1/2 hour power on) frequency adjust (0 to +5 vdc)   slope   non-linearity (0.8v-5.0v)    input impedance output     output level into 50 ohms   harmonics ? electrical characteristics max   (unless otherwise noted) frequency stability vs. temp    7 ppb   10 ppb  15 ppb  operating temperature  0 ~ +70oc -20 ~ +70oc -40 ~ +75oc *frequency range (mhz) 5.000 ~ 50.000 5.000 ~ 50.000 5.000 ~ 50.000 fte501as FTE502AS fte503as model   number ? part number selection learn more  - internet required part number 696-frequency-xxxxx   697-frequency-xxxxx   698-frequency-xxxxx rev. 11/10/2006 preliminary http://www.foxonline.com/need_a_sample.htm model: fte5_ _as series page 1 of 1 euro package precision ocxo euro package precision ocxo




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of FTE502AS 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























