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		  Datasheet File OCR Text:


		  zif slide-locking conne ctor (0.5-mm pitch)     xf2l 33 zif slide-locking connector (0.5-mm pitch) xf2l greater freedom of  board design with  smallest on-boar d area in industry ? smallest on-board area and volume in the industry. ? low on-board profile of only 1.2 mm max. ? bottom wall prevents terminal exposure. ? applicable fpc thickness of 0.3 mm. ? halogen free (see note) note: omron uses the following standard to determine halogen- free construction: 900 ppm max. for br, 900 ppm max. for cl, and 1,500 ppm max. for br+cl. ? rohs compliant. ordering information upper contact lower contact note: please order by integer multiple of the quantity per reel. ratings and specifications  characteristics  materials and finish pins model qty per reel (see note) 4 xf2l-0425-1a 3,000 6 xf2l-0625-1a 7 xf2l-0725-1a 8 xf2l-0825-1a 9 xf2l-0925-1a 10 xf2l-1025-1a 12 xf2l-1225-1a 13 xf2l-1325-1a 18 xf2l-1825-1a 21 xf2l-2125-1a 26 xf2l-2625-1a 30 xf2l-3025-1a pins model qty per reel (see note) 5 xf2l-0535-1a 3,000 6 xf2l-0635-1a 7 xf2l-0735-1a 8 xf2l-0835-1a 10 xf2l-1035-1a 12 xf2l-1235-1a 13 xf2l-1335-1a 15 xf2l-1535-1a 18 xf2l-1835-1a 19 xf2l-1935-1a 20 xf2l-2035-1a 22 XF2L-2235-1A 24 xf2l-2435-1a 30 xf2l-3035-1a rated current 0.5a ac/dc rated voltage 50v ac/dc contact resistance 30 m   max. (at 20 mv dc max., 100 ma max.) insulation resistance 100 m   min. (at 250 vdc) withstand voltage 250 vac for 1 min. (leakage current: 1 ma max.) insertion tolerance 20 times ambient operating temperature -30 to 85  c (with no icing or condensation) model xf2l - upper contact type xf2l - lower contact type housing lcp resin (ul94v-0)/natural slider lcp resin (ul94v-0)/black lcp resin (ul94v-0)/brown contacts spring copper alloy/nickel substrate (2   m), gold-plated contacts (0.15   m) hold-down spring copper alloy/fused-tin plating (1.5   m)

 34 zif slide-locking conne ctor (0.5-mm pitch)     xf2l dimensions unit: mm xf2l- @@@ 5-1a table of dimensions 3.05 3.45 3.05 3.45 4.55 4.55 b c a 0.5 0.2 0.75 1.05 1 f e a  0.05 g  0.1 h  0.1 0.5  0.05 0.25 1  0.1 0.55  0.1 1.34  0.1 (d-0.1)  0.05 a  0.05 0.5  0.1 2.5 min. 0.5  0.05 0.35  0.03 x x y y 0.45 0.45 1.35   (effective stacking length) 2.3 2.3 1.35   (effective stacking length) 1.2 1.2 1.2 1.2 with slider open with slider open applicable fpc dimensions pcb mating dimensions (top view) xf2l-  25-1a (upper-contact models) xf2l-  35-1a (lower-contact models) (5) peinforcement board * 1.35 (effective stacking length) t=0.3  0.03 (conductive plating) *  use polyimide and thermoset    adhesive for reinforcement film material. d fpc insertion dimension d fpc insertion dimension cross-section diagram :x-x cross-section diagram :y-y +0.05  0 pins upper contact lower contact a b c d e f g h 4 xf2l-0425-1a - - - 1.5 5.9 6.9 2.6 5.88 6.88 5.28 7.28 5 - - - xf2l-0535-1a 2.0 6.4 7.4 3.1 6.38 7.38 5.78 7.78 6 xf2l-0625-1a xf2l-0635-1a 2.5 6.9 7.9 3.6 6.88 7.88 6.28 8.28 7 xf2l-0725-1a xf2l-0735-1a 3.0 7.4 8.4 4.1 7.38 8.38 6.78 8.78 8 xf2l-0825-1a xf2l-0835-1a 3.5 7.9 8.9 4.6 7.88 8.88 7.28 9.28 9 xf2l-0925-1a - - - 4.0 8.4 9.4 5.1 8.38 9.38 7.78 9.78 10 xf2l-1025-1a xf2l-1035-1a 4.5 8.9 9.9 5.6 8.88 9.88 8.28 10.28 12 xf2l-1225-1a xf2l-1235-1a 5.5 9.9 10.9 6.6 9.88 10.88 9.28 11.28 13 xf2l-1325-1a xf2l-1335-1a 6.0 10.4 11.4 7.1 10.38 11.38 9.78 11.78 15 - - - xf2l-1535-1a 7.0 11.4 12.4 8.1 11.38 12.38 10.78 12.78 18 xf2l-1825-1a xf2l-1835-1a 8.5 12.9 13.9 9.6 12.88 13.88 12.28 14.28 19 - - - xf2l-1935-1a 9.0 13.4 14.4 10.1 13.38 14.38 12.78 14.78 20 - - - xf2l-2035-1a 9.5 13.9 14.9 10.6 13.88 14.88 13.28 15.28 21 xf2l-2125-1a - - - 10.0 14.4 15.4 11.1 14.38 15.38 13.78 15.78 22 - - - XF2L-2235-1A 10.5 14.9 15.9 11.6 14.88 15.88 14.28 16.28 24 - - - xf2l-2435-1a 11.5 15.9 16.9 12.6 15.88 16.88 15.28 17.28 26 xf2l-2625-1a - - - 12.5 16.9 17.9 13.6 16.88 17.88 16.28 18.28 30 xf2l-3025-1a xf2l-3035-1a 14.5 18.9 19.9 15.6 18.88 19.88 18.28 20.28

 zif slide-locking conne ctor (0.5-mm pitch)     xf2l memo

 zif slide-locking conne ctor (0.5-mm pitch)     xf2l omron on-line global - http://www.omron.com usa - http://www.components.omron.com cat. no. x304-e-1 printed in usa omron electronic  components llc 55 e. commerce drive, suite b schaumburg, il 60173 847-882-2288 11/10            specificat ions subject to change without notice all sales are subject to omron electronic components  llc standard terms and conditions of sale, which  can be found at  http://www.components.omron.com/compon ents/web/webfiles.ns f/sales_terms.html all dimensions shown  are in millimeters. to convert millimeters into inches, multiply by 0.0393 7. to convert grams into ounces, multiply by 0.03527.




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of XF2L-2235-1A 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























