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		  Datasheet File OCR Text:


		  13 dimensions features  dual-core intel ?  atom? processor d2550   front dimming sensor for auto brightness adjustment  supports front function key  stainless design with all ip65 water-proof chassis  fanless operation IPPC19A9-RE industrial panel pc for automation 2nd/3rd gen. intel ?  core tm -based  modular 19 panel pc system  mainboard ib907 cpu type 2ne/3rd generation intel ?  core tm  i3-2340ue  system speed 1.3ghz memory 2 x ddr3 1333 so-dimm up to 16gb construction aluminum & spcc chassis color silver front panel  external i/o function keys / lan and com port monitor led  rear panel  external i/o 1x dvi-i connector 3x db9 for com1/2(rs-232/422/485),    com 3 (rs-232 only) 1x 10-pin terminal block for digital i/o x1  2x rj45 for gbe lan  4x usb connector; usb1/2 usb2.0 only, usb3/4 usb3.0 1x line-out microjack 1x mic-in microjack 1x cfast slot 1x 10-pin digital io expansion i/o 2x pci slots  storage cfast / hdd mounting vesa mount, 75mm x 75mm and 100mmx100mm power supply 12v-24v wide range dc input(id452) dimensions 465mm(w) x 390mm(d) x 109.5mm(h) lcd size  19" tft lcd lcd color  16.7m colors touch screen  5-wire resistive touch panel display  resolution  1280 x 1024 lcd brightness 350 cd/m 2 viewing angle  170(h)/160(v) backlight mtbf  50,000 hrs  operating  temperature 0c~ 45c (32f~113f) storage  temperature -20c~80c (-4f~176f) relative  humidity 5 ~ 90% @ 45c, non-condensing protection class ip65 (front panel with wall mount) features  supports 2nd/3rd generation intel ?  core tm  processor   ddr3-1333 memory support up to 16gb  2mb battery backup sram   ismart - for eup/erp power saving, auto-scheduler        and power resume  12v~24v wide-range dc-in power input  auto brightness adjustment w/ front dimming sensor  front keypads for osd adjustment and function keys  ip65 front panel protection  5-wire resistive touch panel  2x pci expansion slot IPPC19A9-RE 19 modular panel pc with resistive touch  intel ?  core tm  i3-2340ue 1.3ghz cpu, 4gb  ddr3-1333 so-dimm, 320g hdd, 12v-24v  wide range dc input ordering information specifcations new new ismart fanless ismart new fanless  for users manual & datasheet download, visit www.ibase.com.tw 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of IPPC19A9-RE 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























