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		  Datasheet File OCR Text:


		  etd29/16/10 core product specifications value inductance factor tol + tol - unit material 3c94 nh/turns2 25% 25% 2350 3c95 nh/turns2 25% 25% 2860 3c96 nh/turns2 25% 25% 2100 3c97 nh/turns2 25% 25% 2860 3f36 nh/turns2 25% 25% 1600 3f46 nh/turns2 25% 25% 940 power loss:  3c94 measuring conditions unit max 100 khz w/set 2.700 200 mt 100 oc power loss:  3c95 measuring conditions unit max 100 khz w/set 2.600 200 mt 100 oc 100 khz w/set 2.800 200 mt 25 oc symbol effective parameters parameter value unit 0.947 mm ? 1 ve 5470 mm3 le 72 mm ae 76 mm2 amin 71 mm2 (i/a)  14 core factor (c1) effective volume effective length effective area minimum area m etd29/16/10 g/pcs symbol nom tol + tol - max unit min dimensions for product: etd29/16/10 29.00 mm a 0.00 1.60 30.60 30.60 9.20 mm b 0.00 0.60 9.80 9.80 22.00 mm d2 1.40 0.00 23.40 22.00 9.20 mm d3 0.00 0.60 9.80 9.80 15.60 mm e 0.20 0.20 16.00 15.80 10.70 mm f 0.30 0.30 11.30 11.00 2016

 etd29/16/10 core product specifications power loss:  3c96 measuring conditions unit max 100 khz w/set 2.500 200 mt 100 oc 400 khz w/set 0.980 50 mt 100 oc power loss:  3c97 measuring conditions unit max 100 khz w/set 2.700 200 mt 60 oc 100 khz w/set 2.600 200 mt 120 oc 100 khz w/set 3.300 200 mt 140 oc power loss:  3f36 measuring conditions unit max 500 khz w/set 0.820 50 mt 100 oc 500 khz w/set 6.300 100 mt 100 oc power loss:  3f46 measuring conditions unit max 1000 khz w/set 2.400 50 mt 100 oc 3000 khz w/set 1.400 10 mt 100 oc bsat measuring conditions min material unit 25 khz mt 320 250 a/m 100 oc 3c94 25 khz mt 330 250 a/m 100 oc 3c95 25 khz mt 340 250 a/m 100 oc 3c96 25 khz mt 330 250 a/m 100 oc 3c97 25 khz mt 340 250 a/m 100 oc 3f36 25 khz mt 330 250 a/m 100 oc 3f46 description accessories ordering code ordering name cli-etd29 432202134371 clip cph-etd29-1s-13p 432202134381 coil former, termoplastic, horizontal cph-etd29-1s-13p-c 432202107111 coil former, termoplastic, horizontal 2016
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