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		  Datasheet File OCR Text:


		      smd unshielded powe r  inductors   ?   ssl-hc   series   ssl-hc series                      this series is specially designed  for high current, low voltage dc-dc  converter applications. its simple , rugged design provides current  ratings normally available in lar ger packages. with tinned self-leaded  construction, ssl-hc series can achieve very low dcr values and  excellent solderability. in addition, they have very low resistance. standard parts shown in catalogue and custom values are also  available.   features applications  ?  rohs compliant  ?   for high current, low voltage dc-dc converter applications      ?  notebook computers  ?   step-up and step-down converters  ?   memory programmers, etc  product identification          ?  packaging: t  tape and reel , b  bulk    shape and dimension  recommended pattern   ssl0503hc                      dimension in mm  a b c d  8.89 +0  6.10 +0  5.00 +0  5.84        dimension in mm    a b c d  1.91 4.06 8.89 5.08     ssl0804hc                     dimension in mm    a b c  13.21 +0  9.91 +0  6.35 +0         dimension in mm  a b c d  1.52 4.06 11.68 8.64   

     smd unshielded powe r  inductors   ?   ssl   series   electrical characteristics    part number  inductance  ( ? h)  tolerance  (%)  dc resistance  (  ) max  srf    (mhz) typ.  isat  (a)  irms  (a)  SSL0503HC-R56M-N 0.56  20  0.010  200  7.7 6.0  ssl0503hc-1r2m-n 1.2  20  0.017  140  5.3 4.4  ssl0503hc-2r2m-n 2.2  20  0.035  100  3.5 3.1  ssl0503hc-4r7m-n 4.7  20  0.054  50  2.6 2.2  ssl0503hc-100m-n 10  20  0.111  40  1.9 1.5  ssl0503hc-150m-n 15  20  0.17  30  1.5 1.2  ssl0503hc-220m-n 22  20  0.25  25  1.2 1.0  ssl0503hc-330m-n 33  20  0.37  20 0.99 0.82  ssl0503hc-470m-n 47  20  0.47  15 0.87 0.72  ?   inductance tested at 100 khz, 0.25 vrms.  ?   srf measured using hp8753d network analyzer    ?   inductance drop = 30% typ. at isat.    ?    t = 40  typ. at irms.    ?   tolerance: m =   20%  ?  operating temperature range      (including self - temperature rise )    ?   electrical specifications at 25        test instruments       

     smd unshielded powe r  inductors   ?   ssl-hc   series   electrical characteristics    part number  inductance  ( ? h)  tolerance  (%)  dc resistance  (  ) max  srf   (mhz) typ.  isat  (a)  irms  (a)  ssl0804hc-r33m-n 0.33  20  0.002  300 20.0 16.0  ssl0804hc-r68m-n 0.68  20  0.005  200 13.0 12.0  ssl0804hc-1r0m-n 1.0  20  0.006  100 11.0 10.0  ssl0804hc-1r5m-n 1.5  20  0.008  90  9.0 9.0  ssl0804hc-2r2m-n 2.2  20  0.011  90  7.8 7.4  ssl0804hc-2r7m-n 2.7  20  0.012  65  7.0 6.6  ssl0804hc-3r3m-n 3.3  20  0.014  65  6.4 5.9  ssl0804hc-4r7m-n 4.7  20  0.018  45  5.4 4.8  ssl0804hc-6r8m-n 6.8  20  0.035  35  3.6 5.0  ssl0804hc-100m-n 10  20  0.04  26 3.3 4.3  ssl0804hc-150m-n 15  20  0.06  21 2.4 3.5  ssl0804hc-220m-n 22  20  0.08  17 2.0 2.8  ssl0804hc-330m-n 33  20  0.15  14 1.7 2.1  ssl0804hc-470m-n 47  20  0.28  12 1.4 1.7  ssl0804hc-680m-n 68  20  0.3  9  1.2 1.5  ssl0804hc-101m-n 100  20  0.4  7  0.95 1.2  ?   inductance tested at 100 khz, 0.1 vrms.  ?   srf measured using hp8753d network analyzer    ?   inductance drop = 10% typ. at isat.    ?    t = 40  typ. at irms.   ?   tolerance: m =   20%  ?  operating temperature range     (including self - temperature rise )  ?   electrical specifications at 25     test instruments       

     smd unshielded powe r  inductors   ?   ssl-hc   series   packaging specifications    tape dimensions   tape material         reel dimensions         dimensions in mm   tape dimensions  reel dimensions  quantity  tpye  k0  d  e  w  p  p0 p2 a  b  c  d  pcs / reel  ssl 0503hc  5.3  1.55  1.75 16  12  4  2  330  100  13  17.4  1000  ssl 0804hc  6.1  1.55  1.75 24  16  4  2  330  100  13  24.2  700   
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