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		  Datasheet File OCR Text:


		  (0.80 mm) .0315" erf8 series note:  some lengths, styles  and options are non-standard,  non-returnable. C005, C010, C011,  C013, C020, C025,  C030, C035 C040, C049,  C050, C060, C070, C075 C100 (available with C05.0 lead style only) Cl = 10 "  (0.25 m)  gold on  contact,    matte tin  on tail Cs =  30 " (0.76 m)  gold on  contact, matte tin  on tail (0.80) .0315 (1.07) .042 02 (1.32) .052 dia 01 (5.60) .220 (3.35) .132 (5.30) .209 (3.35) .132 a (5.40) .213 (0.94) .037 (2.50) .098 (7.25) .285 (7.20) .283 (6.20) .244 (0.64) .025 no . of p ositions x  (0.80) .0315 + (6.00) .236 ?l & ?egp = no . of p ositions x  (0.80) .0315 + (7.50) .295 ?egps = no . of p ositions x  (0.80) .0315 + (10.00) .394 specify  lead  style  from  chart  lead  style a (5.10)  .200 C 05.0 C 07.0 (7.00)  .276 erf8 no. of positions  per row tr plating option other option lead style dv Ctr = tape  & reel  packaging Cl = latching   (lead style C05.0 only) (n/a with Cegp or  Cegps option) Cegp = extended guide post (lead style C07.0 only) (n/a with Cl & Cegps option) Cegps = extended  guide post shield (lead style C07.0 only) (n/a with Cl  & Cegp option) (C010, C020, C025, C030 only) Ck = (6.00 mm) .236" dia  polyimide film  pick & place pad Cl Cegp Cegps rugged  high-speed  socket board mates: erm8 cable mates: ercd, erdp (1.50 mm)  .059" nominal    wipe mated height* erf8 lead  style erm8 lead style C02.0 C05.0 C08.0 C 09.0 C 05.0 (7.00)  .276 (10.00)  .394 (13.00)  .512 (14.00)  .551 C07.0 (9.00)  .354 (12.00)  .472 (15.00) .591 (16.00)  .629 *processing conditions will affect mated height. applications standard pos. part nos. series nexus5001 ? .org  power.org ? 10 asp-148421-01 erf8-dv 11 asp-137969-01 erf8-dv 17 asp-137973-01 erf8-dv arm/hsstp 20 asp-130367-01 erf8-dv nexus5001 ? .org  power.org ? 23 asp-130368-01 erf8-dv 25 asp-148422-01 erf8-dv 35 asp-135029-01 erf8-dv 40 asp-148424-01 erf8-dv also available (moq required) ?  mezzanine stack heights contact samtec. note:  patented for complete specifcations and  recommended pcb layouts see  www.samtec.com?erf8 insulator material:  black lcp contact material:  becu plating:  au or sn over 50 " (1.27 m) ni current rating:  2.2 a per pin   (1 pin powered per row) operating temp  range: -55 c to + 125 c voltage rating:  225 vac / 318 vdc rohs compliant:  ye s for complete scope of  recognitions see  www.samtec.com/quality recognitions processing specifications leadCfree solderable:  ye s smt lead coplanarity: (0.10 mm) .004" max (005-030) (0.12 mm) .005" max (040-060)  (0.15 mm) .006" max (070-100) file no. e111594 protocols   ? 100 gbe   ? pci express ? ex tended life pr oduc t 10 year mfg with 30 " gold high ma ting cycles gbps 2 3 high-speed channel performance erm8/erf8 @ 7 mm mated stack height rating based on samtec reference channel. for full si performance data visit samtec.com or contact sig@samtec.com f-217 (rev 06mar17)    erf8C060C05.0ClCdvCtr erf8C020C05.0CsCdvCtr erf8C040C05.0CsCdvCtr robust edge rate ?   contact improves  zippered unmating 10 to 150 i/os  www.samtec.com due to technical progress, all designs, specifcations and components are subject to change without notice. all parts within this catalog are built to samtecs specifcations. customer specifc requirements must be approved by samtec and identifed in a samtec customer-specifc drawing to apply. 
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