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		  Datasheet File OCR Text:


		  p6smafj5.0a(ca) - p6smafj440a(ca) voltage  range:   5.0 - 440v     power:   600wa  t t s 1 of 5 www.sunmate.tw maximum ratings @ t a = 25c unless otherwise specified peak pulse power dissipation (non repetitive current pulse derated above t a =25  c) (note 1) p pk 600 w peak forward surge current, 8.3ms single half sine wave s uperimposed on rated load (jedec method) (notes1, 2, & 3) i fsm 100 a instantaneous forward voltage @ i pp = 35a     v br  current rwm rwm p6smafj7.0ca  p6smafj7.5c  p6smafj7.5  p6smafj7.0a  p6smafj7.0c  p6smafj7.0  p6smafj6.5ca  p6smafj6.5a  p6smafj6.5  p6smafj6.0a  p6smafj6.5c  p6smafj6.0ca  p6smafj6.0c  p6smafj6.0  p6smafj5.0a  p6smafj5.0ca  p6smafj5.0c  p6smafj5.0  2 of 5 9.0 9.0 8.0 7.5 7.5 6.5 6.0 5.0 28.9 26.7 20.0 16.7 11.1 1.0 1.0 breakdown reverse  stand-off voltage  voltage  min. @i t breakdown voltage  max. @ i t test  current maximum  clamping  voltage  @i pp peak  pulse  reverse leakage @v v (v)  v br min (v)  v br max (v) i t  (ma) v c (v)  i pp (a)  i r (ua)  5.0  6.40  7.55  10  9.6  62.5  800.0  6.40  7.25  10  9.2  65.2  800.0  6.67  8.45  10  11.4  52.6  800.0  6.0  6.67  7.67  10  10.3  58.3  800.0  6.5  7.22  9.14  10  12.3  48.8  500.0  7.22  8.30  10  11.2  53.6  500.0  7.0  7.78  9.86  10  13.3  45.1  200.0  7.0  7.78  8.95  10  12.0  50.0  200.0  8.33  10.67  1.0  14.3  42.0  100.0  p6smafj7.5ca  8.33  9.58  1.0  12.9  46.5  100.0  p6smafj8.0  p6smafj8.0c  8.89  11.3  1.0  15.0  40.0  50.0  p6smafj8.0a  p6smafj8.0ca  8.0  8.89  10.23  13.6  44.1  50.0  p6smafj8.5  p6smafj8.5c  8.5  9.44  11.92  1.0  15.9  37.7  20.0  p6smafj8.5a  p6smafj8.5ca  8.5  9.44  10.82  14.4  41.7  20.0  p6smafj9.0  p6smafj9.0c  10.0  12.6  1.0  16.9  35.5  10.0  p6smafj9.0a  p6smafj9.0ca  10.0  11.5  1.0  15.4  39.0  10.0  p6smafj10  p6smafj10c  10  14.1  1.0  18.8  31.9  5.0  p6smafj10a  p6smafj10ca  10  11.1  12.8  1.0  17.0  35.3  5.0 p6smafj11  p6smafj11c  11  12.2  15.4  1.0  20.1  29.9  5.0 p6smafj11a  p6smafj11ca  11 12.2  14.0  1.0  18.2  33.0  5.0 p6smafj12  p6smafj12c  12  13.3  16.9  1.0  22.0  27.3  5.0  p6smafj12a  p6smafj12ca  12  13.3  15.3  1.0  19.9  30.2  5.0 p6smafj13  p6smafj13c  13  14.4  18.2  1.0  23.8  25.2  5.0 p6smafj13a  p6smafj13ca  13  14.4  16.5  1.0  21.5  27.9  5.0 p6smafj14c  14  15.6  19.8  1.0  25.8  23.3  5.0  p6smafj14ca  14  15.6  17.9  1.0  23.2  25.9  5.0 p6smafj14  p6smafj14a  p6smafj15  p6smafj15c  15  21.1  1.0  26.9  22.3  5.0 p6smafj15a  p6smafj15ca  15  16.7  19.2  1.0  24.4  24.6  5.0 p6smafj16  p6smafj16c  16  17.8  22.6  1.0  28.8  20.8  5.0  p6smafj16a  p6smafj16ca  16  17.8  20.5  1.0  26.0  23.1  5.0 p6smafj17  p6smafj17c  17  18.9  23.9  1.0  30.5  19.7  5.0 p6smafj17a  p6smafj17ca  17  18.9  21.7  1.0  27.6  21.7  5.0 p6smafj18  p6smafj18c  18  25.3  1.0  32.2  18.6  5.0  p6smafj18a  p6smafj18ca  18  20.0  23.3  1.0  29.2  20.5  5.0 p6smafj20  p6smafj20c  20  22.2  28.1  1.0  35.8  16.8  5.0 p6smafj20a  p6smafj20ca  20  22.2  25.5  1.0  32.4  18.5  5.0 p6smafj22  p6smafj22c  22  24.4  30.9  1.0  39.4  15.2  5.0  p6smafj22a  p6smafj22ca  22  24.4  28.0  1.0  35.5  16.9  5.0 p6smafj24  p6smafj24c  24  33.8  1.0  43.0  14.0  5.0 p6smafj24a  p6smafj24ca  24  26.7  30.7  1.0  38.9  15.4  5.0 p6smafj26  p6smafj26c  26  36.6  1.0  46.6  12.9  5.0  p6smafj26a  p6smafj26ca  26  28.9  33.2  1.0  42.1  14.3  5.0 type p6smafj28  p6smafj28c  28  31.1  39.4  1.0  50.0  12.0  5.0 p6smafj28a  p6smafj28ca  28  31.1  35.8  1.0  45.4  13.2  5.0 www.sunmate.tw p6smafj7.5a  (uni)  (bi) 

 p6smafj43c  p6smafj43  rwm rwm 3 of 5 83.0 77.8 71.1 66.7 56.7 53.3 50.0 96.8 93.6 87.1 82.4 77.4 72.7 69.4 100 breakdown reverse  stand-off voltage  voltage  min. @i t breakdown voltage  max. @ i t test  current maximum  clamping  voltage  @i pp peak  pulse  current reverse leakage @v v (v)  v br min (v)  v br max (v) i t  (ma) v c (v)  i pp (a)  i r (ua)  p6smafj43a  p6smafj43ca  43  47.8  54.9  1.0  8.6   5.0 p6smafj45  p6smafj45c  45  63.3  1.0  80.3  7.5   5.0 p6smafj45a  p6smafj45ca  45  50.0  57.5  1.0  8.3   5.0 p6smafj48  p6smafj48c  48  67.5  1.0  85.5  7.0   5.0  p6smafj48a  p6smafj48ca  48  53.3  61.3  1.0  7.8   5.0 p6smafj51  p6smafj51c  51  71.8  1.0  91.1  6.6   5.0 p6smafj51a  p6smafj51ca  51  56.7  65.2  1.0  7.3   5.0 p6smafj54  p6smafj54c  54  60.0  76.0  1.0  96.3  6.2   5.0  p6smafj54a  p6smafj54ca  54  60.0  69.0  1.0  6.9   5.0 p6smafj58  p6smafj58c  58  64.4  81.6  1.0  103  5.8   5.0 p6smafj58a  p6smafj58ca  58  64.4  74.1  1.0  6.4   5.0 p6smafj60  p6smafj60c  60  84.5  1.0  107  5.6   5.0  p6smafj60a  p6smafj60ca  60  66.7  76.7  1.0  6.2   5.0 p6smafj64  p6smafj64c  64  90.1  1.0  114  5.3   5.0 p6smafj64a  p6smafj64ca  64  71.1  81.8  1.0  103  5.8   5.0 p6smafj70  p6smafj70c  70  98.6  1.0  125  4.8   5.0  p6smafj70a  p6smafj70ca  70  77.8  89.5  1.0  113  5.3   5.0 p6smafj75  p6smafj75c  75  83.0  105.7  1.0  134  4.5   5.0 p6smafj75a  p6smafj75ca  75  95.8  1.0  121  5.0   5.0 p6smafj90  p6smafj90c  90  100  126.5  1.0  160  3.8   5.0  p6smafj90a  p6smafj90ca  90  100  115.5  1.0  146  4.1   5.0 p6smafj100  p6smafj100c  100  111  141.0  1.0  179  3.4   5.0 p6smafj100a  p6smafj100ca  100  111  128.0  1.0  162  3.7   5.0 p6smafj110  p6smafj110c  110  122  154.5  1.0  196  3.1   5.0  p6smafj110a  p6smafj110ca  1 122  140.5  1.0  177  3.4   5.0 p6smafj120  p6smafj120c  120  133  169.0  1.0  214  2.8   5.0 p6smafj120a  p6smafj120ca  120  133  153.0  1.0  193  3.1   5.0 p6smafj130  p6smafj130c  130  144  182.5  1.0  231  2.6   5.0  p6smafj130a  p6smafj130ca  130  144  165.5  1.0  209  2.9   5.0 p6smafj150  p6smafj150c  150  167  211.5  1.0  268  2.2   5.0 p6smafj150a  p6smafj150ca  150  167  192.5  1.0  243  2.5   5.0 p6smafj160  p6smafj160c  160  178  226.0  1.0  287  2.1   5.0  p6smafj160a  p6smafj160ca  160  178  205.0  1.0  259  2.3   5.0 type 44.4 44.4 40.0 36.7 33.3  p6smafj30  p6smafj30c  30  42.2  1.0  53.5  11.2  5.0  p6smafj30a  p6smafj30ca  30  33.3  38.3  1.0  48.4  12.4  5.0 p6smafj33  p6smafj33c  33  36.7  46.5  1.0  59.0  10.2  5.0 p6smafj33a  p6smafj33ca  33  42.2  1.0  53.3  11.3  5.0 p6smafj36c  p6smafj36  36  50.7  1.0  64.3  9.3   5.0  p6smafj36a  p6smafj36ca  36  40.0  46.0  1.0  58.1  10.3  5.0 p6smafj40  p6smafj40c  40  56.3  1.0  71.4  8.4   5.0 p6smafj40a  p6smafj40ca  40  51.1  1.0  64.5  9.3   5.0 www.sunmate.tw p6smafj78  p6smafj78c  78  86.0  109.8  1.0  139  4.3   5.0  p6smafj78a  p6smafj78ca  78  86.0  99.7  1.0  126  4.8   5.0 p6smafj85  p6smafj85c  85  94.0  119.2  1.0  151  4.0   5.0 p6smafj85a  p6smafj85ca  85  94.0  108.2  1.0  137  4.4   5.0 (uni)  (bi)  43  60.5  1.0  76.7  7.8   5.0  47.8 

 rwm rwm 4 of 5 breakdown reverse  stand-off voltage  voltage  min. @i t breakdown voltage  max. @ i t test  current maximum  clamping  voltage  @i pp peak  pulse  current reverse leakage @v v (v)  v br min (v)  v br max (v) i t  (ma) v c (v)  i pp (a)  i r (ua)  p6smafj190  p6smafj190c  190  211  267.9  1.0  339  1.8   5.0 p6smafj190a  p6smafj190ca  190  211  243.2  1.0  306  2.0   5.0 p6smafj200  p6smafj200c  200  222  282.0  1.0  356  1.7   5.0  p6smafj200a  p6smafj200ca  200  222  256.0  1.0  322  1.9   5.0 p6smafj210  p6smafj210c  210  233  296.1  1.0  375  1.6   5.0 p6smafj210a  p6smafj210ca  210  233  268.8  1.0  339  1.8   5.0 p6smafj220  p6smafj220c  220  244  310.2  1.0  392  1.5   5.0  p6smafj220a  p6smafj220ca  220  244  281.6  1.0  355  1.7   5.0 p6smafj250  p6smafj250c  250  278  342.5  1.0  447  1.3   5.0 p6smafj250a  p6smafj250ca  250  278  309.0  1.0  403  1.5   5.0 p6smafj300  p6smafj300c  300  333  411.0  1.0  535  1.1   5.0  p6smafj300a  p6smafj300ca  300  333  371.0  1.0  484  1.2   5.0 p6smafj350  p6smafj350c  350  389  479.5  1.0  624  1.0   5.0 p6smafj350a  p6smafj350ca  350  389  432.0  1.0  565  1.1   5.0 p6smafj400  p6smafj400c  400  444  548.0  1.0  687  0.9   5.0  p6smafj400a  p6smafj400ca  400  444  494.0  1.0  645  0.9   5.0 p6smafj440  p6smafj440c  440  489  602.8  1.0  786  0.8   5.0 p6smafj440a  p6smafj440ca  440  489  543.0  1.0  710  0.8   5.0 type www.sunmate.tw p6smafj180  p6smafj180c  180  200  253.8  1.0  321  1.9   5.0  p6smafj180a  p6smafj180ca  180  200  230.4  1.0  290  2.1   5.0 p6smafj170  p6smafj170c  170  189  239.5  1.0  304  2.0   5.0 p6smafj170a  p6smafj170ca  170  189  217.5  1.0  275  2.2   5.0 (uni)  (bi)    note:         ( 1 )  v br  measured after i t  applied for 300  m s., i t  = square wave pulse or equivalent.         ( 2 )  surge current waveform per figure 5 and derate per figure 1         ( 3 )  a transient suppressor is normally selected according to the reverse " stand-off voltage " (v wm ) which should be                   equal to or greater then the d.c. or continuous peak operating voltage level.

 5 of 5 ratings and characteristic curves t a =25c unless otherwise noted  www.sunmate.tw
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