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		  Datasheet File OCR Text:


		  color # 2 see color table led brightness f standard led color 00 no light 10 red 12 red/yellow 13 red/green 14 red/blue 20 y ellow 21 yellow/red 23 yellow/green 30 green 31 green/red 32 green/yellow 40 blue 41 blue/red 50 white 60 t rue g reen bC01 dimensions are shown: mm  specifications and dimensions subject to change www.ck-components.com t actile switches b its series illuminated tact switch features/benefits ? vertical and right angle smt models ? vertical and right angle thru-hole models ? multiple caps and legends ? several led colors and bi-color options ? rohs compliant /compatible specification function: n.o. momentary action terminals: smt & thru-hole mechanical opera ting force: 160  50gf for v1; v2; v3; r1; r2 models 220   50 gf for r3 model opera ting life: 50,000 cycles (250m  max) recommended opera ting stroke: 0.25mm  0.1mm electrical ra ting:  50ma @ 12vdc  contact resistance: 250vac (50-60 hz) between terminals - 1 min.  insulation resistance: >100m   bounce time: < 10ms packaging thru-hole: 200 pieces per tray smt: tape & reel (see v2 or v3 mounting style drawings) typical applications ? consumer electronics ? server/storage ? medical devices ? test/measurement/instrumentation ? audio/v ideo ? computers/peripherals ? security  environmental operating temperature: -25?c to +70?c storage temperature: -25?c to +80?c process solderability: thru-hole - wave compatible smt - convection or ir reflow compatible materials contacts/terminals: base metal; brass plating; ag dome:   base metal: phosphor br onze plating; ag base: pa actuator: pa cover: pa caps caps ar e or dered separately and shipped bulk.  thru-hole versions available with caps assembled under custom part number .  contact customer service for details. new right angle smt how to order our easy build-a-switch concept allows you to mix and match options to create the switch you need. to order, select desired option from each category and place it in the appropriate box. packaging t t ra y r t a pe & reel i t s f s mounting style v1 vertical thru-hole v2 vertical smt gull wing v3 vertical smtgull wing with j bend led r1 right angle thru-hole r2 right angle thru-hole 2.5mm leads r3 right angle smt force s standard actua tion force 160 grams: v1, v2, v3, v3, r1, r2 options 220 g rams: r3 option color # 1 see color table * other colors a vaila ble b y request led

 bC02 dimensions are shown: mm   specifications and dimensions subject to change www .ck-components.com t actile switches b its series illuminated tact switch led color / brightness mounting styles v1 - vertical thru-hole 6.8 3.45 0.05 4 4.6 3.6 2.5  0 -0.1 7.20.3 6.50.3 0.3 7.2 (7 .2 ) 0.7 1.2 6.4 6.20.3 6 (l 1) 5x 4.6 0.3 4.50.3 4.5 6.2 6.5 6x 1 led termina l  l1 i s  tr i mmed longer t h an  t ermina l  l2 1 2 3 4 l1 l2 co lo r  1 co lo r  2 tac t led electri ca l sc hem ati c l1 do t  s ho wing l ed  colo r  i s  mar ke d for  mi nu s  p ole     see  s ch em a ti c l2 3 4 l2 4 2 l1 1 3 l1 l2 2 1 3 4 p. c .b . la yo u t le d  ch a ra c te r is t ic units re d   (1) bl u e   (4) wh i te   (5) tru e g reen (6) recomm en d ed   opera ting  ma @ 5vdc 20ma  20ma  20ma  20ma 20ma  forw a rd  curr en t ma 30 ma 30 ma 30 ma 30 ma 30 ma pea k p ulsi ng c ur r en t  (1/8 duty @ 1khz) ma 125 ma 125 ma 125 ma 125 ma 125 ma powe r dissi pa t io n mw 75 mw 75 mw 108 mw 108 mw 108 mw forw a rd  vol ta ge  @ 20ma vol ts 2.5 vol ts max. 2. 5  vol ts   ma x. 3. 6  vol ts   ma x. 3. 6  vol ts   ma x. 3. 6  vol ts   ma x. domin a nt  w ave le ngt h      @ 20ma nm 637n m ( ty p ic al ) 570n m  (typ ic a l) 465n m  (typ ic a l) 522n m  (typ ic a l) wav elen gth at peak em is s i on         @  20ma nm 645n m ( ty p ic al ) 573n m  (typ ic a l) 460n m  (typ ic a l) 515n m  (typ ic a l) spectral hal f b an dw id th   @ 20ma nm 20nm ( t yp ic al) 17nm (t yp i ca l ) 25nm (t yp i ca l ) 33nm (t yp i ca l ) luminous intensity @ 2 0 ma mcd 50mcd  m ini mum 40mc d mi n im u m 100mc d  m in im u m 250mc d  m in im u m 500mc d  m in im u m vie wi n g angl e a t 5 0% lv  (@1 0ma) de g ree s 150?typ ical 120?   ty p ic a l 120?   ty p ic a l 150?   ty p ic a l 120?   ty p ic a l sta nd ard  le d  col or  o p ti o ns yel lo w (2) 20ma  30 ma 125 ma 75 mw 2. 5  vol ts   ma x. 590n m  (typ ic a l) 590n m  (typ ic a l) 20nm (t yp i ca l ) 125mc d  m in im u m 120?   ty p ic a l gre en   (3) ci e  c oo rdi na te s x=   0. 25  ? 0. 33 y= 0. 24 ?  0 . 34  tra y p ackaging: 200 pieces

 bC03 dimensions are shown: mm specifications and dimensions subject to change www.ck-components.com t actile switches b its series illuminated tact switch mounting styles 10.8 6 4x  1 2x   0.8 10.8 6 6.8 4 4.6 3.6 7.2 7.10.5 0.3 ty p 0.8 0.1 6.4 4.5 10 4x 0.6 0.2 4x 0.7 4.8 6.8 10 2x 0.5 1 2 3 4 l1 l2 co lo r 1 co lo r 2 tact le d el ect ric al  sc hematic do t   s ho wing  l ed  color is  mar ke d for  mi nu s p ole ( c at ho de )    see  s ch em a ti c l2 3 4 0 , 4 x 45 ch am f er 4 2 l2 l1 l2 4 2 l1 1 3 p.c. b  .l ay o u t 2 1 4 3 l1 l2 v2 - vertical smt; gullwing a a 3.6 7.5 7.5 8.1 2.3 100 25 2.2 330 13 1.5 typ ho le 2 typ 4 typ 24 1.75 16 ty p 11.2 5 8.6 a-a se ct ion no t es: 1. sw i tc h  w ith  tempor ar y p ic k  an d pl ac e  c ap. t ape & reel: 500 pieces

 bC04 dimensions are shown: mm  specifications and dimensions subject to change www .ck-components.com t actile switches b its series illuminated tact switch mounting styles v3 - vertical smt; gull wing with j bend led 2x  10 .3 2x  6.3 2x  6.2 2x  2.8 7.5 2 ty p 4.5 6.4 6.4 4.5 7.5 7 7.2 1.55 4.8 0.3 10 0.5 3.25 2.4 0.8 4.6 4x 0.7 p. c .b . lay ou t 1 2 3 4 l1 l2 co l or   1 co l or   2 tact le d el ect ric al sc hemat ic 1 3 l1 l2 2 4 do t  s ho wing led co lo r is marked for mi nu s p ole (ca thod e) se e  s ch em a ti c 2 1 4 3 l1 l2 2 4 1 3 l1 l2 a a 14.8 11.6 4 typ 1.75 24 1.5 ho le  typ 11.6 16 ty p 2 8.6 7.5 7.5 8.2 2.3 3.6 a-a se ct ion no t es: 1. sw i tc h  w ith  tempor ar y p ic k  an d pl ac e  c ap. sc a le   3:1 100 25 2.2 330 13 tape & reel: 500 pieces

 bC05 dimensions are shown: mm specifications and dimensions subject to change www.ck-components.com t actile switches b its series illuminated tact switch mounting styles 100 r1 - right angle; thru-hole 6.8 3.30.05 3.3 0.7  ty p 2.5 7 3.5 6.3 1.2 98 3.1 2.9 2.5 0.3 ty p 4.5 4.5 6.3 2.5 2.5 6x 1 4 4.6 2.5 1 2 3 4 l1 l2 co lo r  1 co lo r  2 tact le d el e ctrical s ch ematic l1 l2 2 4 1 3 p.c.b . l ay o ut l1 l2 1 3 2 4 -a- -a- do t  s ho wing l ed  color is  mar ke d for  mi nu s p ole ( c at ho de )    see  s ch em a ti c 5.95  r e f r2 - right angle;  thru-hole 2.5mm leads 2.5 5 5x 1 8.3 7.5 7 4.5 6.3 0.7 0.4 9.7 7.4 2.5 ty p 4.5 6.3 5 0.3 ty p 3.5 6.4 2.7 4 4.6 1 2 3 4 l1 l2 co l or   1 co l or   2 ta c t le d el ec tri c al  s ch e mat ic l2 l1 3 1 4 2 p.c.b .l ay o ut l2 l1 3 1 4 2 do t  s ho wing l ed co lo r is marked for mi nu s pole  (c a thod e) se e  sc h em a ti c 5.85 tray packaging: 200 pieces tra y packaging: 200 pieces  

 bC06 dimensions are shown: mm  specifications and dimensions subject to change www .ck-components.com t actile switches b its series illuminated tact switch mounting styles r3 - right angle, smt 6,1 1,8 4x  1,6 5 4 4x  0,8 5 0,9 7,7 6,7 4 3,4 2,7 4,2 3,6 0,8 4,24 2x 1 0,5 6,15 6,15 3x 1,15 4x 0,55 2x  0,1 5 4x  0,2 5 3,45 2x 1,2 ho l e 3x  1,1 5 6,15 5,8 b a l1 l2 co l or   1 co l or   2 tact le d el e ctrical s ch em a ti c a b l1 a b l2 pc b  re c om m e nd e d a a b b 24 1,75 11,5 16 1,5 2,5 8,1 7,1 +0,2  0 5,1 +0,2  0 6,5 +0,2  0 1,2 74 65 3,8 2,2 3,2 7,1 0,5 1,5 ho le 2 4 ( 330) ( 13) ( 100) (2,2) (25) re e l sc a le   1:4 a-a se ct ion b-b se ct ion tape & reel: 500 pieces

 option code force s standar d  160 gf - v1, v2, v3, r1, r2 options 220 gf - r3 option   bC07 dimensions are shown: mm specifications and dimensions subject to change www.ck-components.com t actile switches b its series illuminated tact switch force caps a a 2.3 1.3 4.5 2.8 4 3.6 3.7 6.15 8 r0. 5 0.5 3.6 5.6 3.3 20x r0.4 18  ea ch 4x 0.1 width 3.03 2.27 1.51 0.75 0.35 1.2 5 se e  deta i lb a- a se ct io n de t ai l b sc al e  25:1 p 9 e a 0 0 0 0 marking color 0 no marking 3 9 material a polycarbonate - natural/clear paint color 0 no paint round cap, clear use the individual ordering code for each cap marking  00 no marking 399ea0000

 bC08 dimensions are shown: mm   specifications and dimensions subject to change www .ck-components.com t actile switches b its series illuminated tact switch caps matte silver paint laser etch, flat edge translucent white, flat edge a a 2x 3.6 2x 2.8 4x 0.8 2x 4 +0.05  0 2.1 6.30.05 0.03 a 7.5 0.05 -a - 4.5 0.05 4.5 0.05 r0. 2 3.7  0 -0.1 1.30.05 0.90.05 r0. 2 3.15  0 -0.1 r0. 2  ty p 400eca 0 1e s ho wn a- a se ct ion 0 e marking color 0 no marking e laser etch (painted caps only) 4 0 material a natural/clear - polycarbonate  b translucent white - polycarbonate  c silver paint laser etch - polcarbonate paint color 0 no paint a matte silver  laser etch marking  00 no marking 01 power on/off 04 arrow right 05 arrow left 06 arrow up 07 arrow down 09 power 33 arrow up (fill) 34 arrow down (fill) 97 i/o 400ECA01E 400eb0000 itsxxfr1st & 400ECA01E cap natural/clear 400ea0000 400e cap dimensions shown are s molded?no paint).  

 bC09 dimensions are shown: mm  specifications and dimensions subject to change www.ck-components.com t actile switches b its series illuminated tact switch caps matte silver paint, laser etch, tall oval aa 7.5 8.85 2.3 0.9 1.4 1.5 3.70.05 5 2x 3.6 2x 4.1 +0.05  0 3.6 2x 2.8 2x 0.8 2 a- a se ct ion 1 e marking color 0 no marking e laser etch (painted caps only) 4 0 material a natural/clear - polycarbonate  b translucent white - polycarbonate  c paint laser etch - polycarbonate  paint color 0 no paint a matte silver  401eca06e laser etch marking  00 no marking 06 arrow up 07 arrow down 33 arrow up (fill) 34 arrow down (fill) 401e cap dimensions shown are s molded?no paint).  
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