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		  Datasheet File OCR Text:


		  jiangsu changji ang ele ctronics technology co., ltd    sod- 1 23 plastic-encapsulate  www.cj-elec.com                                                                      1                                                                              diodes                                                                                                                                   sod-123  the marking bar indicates the cathode    maximum ratings  (t a =25   unless other w ise noted)   symbol para mete r  value  unit  non-re petitive peak reverse voltage    800  v  v r(rms )   rms reverse v oltag e  560  v  i o   a v era ge rectifi ed outp u t current  1  a  i fsm   non-re petitiv e peak forward surge current @ t= 8.3m s 7.5  a  p d   po w e r d i ssip ation  350  mw  r  ja   t hermal resist ance from junction to ambient    357   /w  t j   junctio n  tempe r ature  150     t st g   s t orage temperature   -55~ + 150     electrical chara cteristics (t a =25   unless other wise specified)  pa rame ter  sy mbol  t e s t  conditions  min  typ  max  unit  re v e rs e v o ltage  v (b r)  i r = 0 .1ma 800      v  re v erse current  i r  v r = 800v     5   a  for w ard voltage  v f  i f = 1 a     1.1  v  t o tal capacitance  c tot  v r = 4 v,f=1mhz     15  pf           2CZ4006   rectification  diode      f e ature                ?     low leakage current  ?     ideal for surface  mounted applications      marking:  z46        z46 v r   reverse  voltage  v rm   ) , mar ,201 5

 zzzfmhohffrp   7\slfdo &kdudfwhulvwlfv                                             7 d    i 0+] cap aci tance characteristics &$3$&,7$1&(%(7:((1 7(50,1$/6 & 7 s) 5(9(56(92/7 $* (9 5 9  pow e r derating curve 32:(5',66,3$7 ,2 13 ' p: $0%,(17 7 (03(5$785(7d    for w ard    characteristics ) 25: $5' 92/7$*(9 ) 9 )25:$5'&855(17, )  p$ 7 d      7 d            rev e rse    characteristics 5(9(56(92/7 $* (9 5 9 5(9(56(&855(17, 5 q$ 7 d    7 d        )  0du  

 zzzfmhohffrp   62'  3dfndjh2xwolqh'lphqvlrqv 62'   6xjjhvwhg3dg/d\ rxw  min max mi n ma x a 1.050 1.250 0.041 0.049 a1 0.000 0.100 0.000 0.004 a2 1.050 1.150 0.041 0.045 b 0.450 0.650 0.018 0.026 c 0.080 0.150 0.003 0.006 d 1.500 1.700 0.059 0.067 e 2.600 2.800 0.102 0.110 e1 3.550 3.850 0.140 0.152 l l1 0.250 0.450 0.010 0.018  0 8 0 8 0.500 ref 0.020 ref symbol dimensions in millimeters dimensions in inches )  0du  

 www.cj-elec.com 4                                                                               )  0du   62'  7dsh dqg5hho  
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