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		  Datasheet File OCR Text:


		  luxeon 2835 line is a collection of compact devices which allows for  design freedom and provides a superior overall system solution when    a project requires high lumen output and good efcacy. with an i ndustry  standard footprint, the luxeon 2835 line is the perfect upgrade for    other 2835 products and other common mid power oferings. the  luxeon 2835 line is color targeted for application needs and delivers  efcacy and reliability for a variety of applications. it is ava ilable in two  product oferings, luxeon 2835c for higher output and luxeon 283 5e  for lower output ranges. features and benefits primary applications various confgurations of voltage and die count to meet a wide range    of application requirements downlights industry standard footprint for drop-in replacement designs high bay & low bay maximum drive current of up to 240ma allows for reduction of led count indoor area lighting 6v and 9v hot-color targeting and 1/9 th  micro-color binning enable tight    color control   C tleds 3-, 4- and 5-step macadam ellipse color kits available   C trofers lamps luxeon 2835 line perfected performance, built on a proven legacy  illumination pb216 luxeon 2835 line product brief ?2018 lumileds holding b.v. all rights reserved. 

 pb216 luxeon 2835 line product brief 20180118  ?2018 lumileds holding b.v. all rights reserved.  2 luxeon 2835 line product performance at specifed test current and temperature. product voltage nomi nal    cct  [1] minimum   cri  [2, 3] luminous flux  [2, 3]  ( lm) typi cal    luminous   efficacy  (lm/w) test   c urrent    (ma) part number minimum typical luxeon 2835e 9v 6500k 70 78 86 158 60 l128-6570ec3500001 2200k 80 59 65 119 60 l128-2280ec3500001 2700k 80 67 75 137 60 l128-2780ec3500001 3000k 80 70 78 142 60 l128-3080ec3500001 3500k 80 72 80 147 60 l128-3580ec3500001 4000k 80 74 82 150 60 l128-4080ec3500001 5000k 80 74 82 150 60 l128-5080ec3500001 5700k 80 74 82 150 60 l128-5780ec3500001 6500k 80 74 82 150 60 l128-6580ec3500001 2200k 90 50 55 102 60 l128-2290ec3500001 2700k 90 54 62 114 60 l128-2790ec3500001 3000k 90 57 65 119 60 l128-3090ec3500001 3500k 90 60 68 124 60 l128-3590ec3500001 4000k 90 62 70 128 60 l128-4090ec3500001 5000k 90 62 70 128 60 l128-5090ec3500001 6v 2700k 80 45 50 139 60 l128-2780eb3500001 3000k 80 46 51 142 60 l128-3080eb3500001 3500k 80 47 52 144 60 l128-3580eb3500001 4000k 80 49 54 150 60 l128-4080eb3500001 5000k 80 49 54 150 60 l128-5080eb3500001 5700k 80 49 54 150 60 l128-5780eb3500001 6500k 80 49 54 150 60 l128-6580eb3500001 3v 2700k 80 23 25 137 60 l128-2780ea3500001 3000k 80 24 27 148 60 l128-3080ea3500001 3500k 80 24 28 154 60 l128-3580ea3500001 4000k 80 26 29 159 60 l128-4080ea3500001 5000k 80 26 29 159 60 l128-5080ea3500001 5700k 80 26 29 159 60 l128-5780ea3500001 6500k 80 26 29 159 60 l128-6580ea3500001 2700k 90 19 22 129 60 l128-2790ea3500001 3000k 90 20 22 129 60 l128-3090ea3500001 3500k 90 20 23 135 60 l128-3590ea3500001 4000k 90 21 24 140 60 l128-4090ea3500001 5000k 90 21 24 140 60 l128-5090ea3500001 5700k 90 21 25 146 60 l128-5790ea3500001 6500k 90 21 25 146 60 l128-6590ea3500001 7deohlxhhdh 1.  correlated color temperature is cold-targeted at t j =25c for 3v products (luxeon 2835e 3v, luxeon 2835c 3v, and luxeon 2835c 3v tvs). correlated color temperature is hot-targeted at  t j =85c for 6v and 9v products (luxeon 2835e 6v, luxeon 2835e 9v, and luxeon 2835c 6v). 2.  luminous fux and cri specs are based upon mounted package on highly refective surface at t j =25c. typical cri is approximately 2 points higher than the minimum cri specifed, but this is  not guaranteed.  3.  lumileds maintains a tolerance of 2 on cri and 7.5% on luminous fux measurements.

 ?2018 lumileds holding b.v. all rights reserved.   luxeon is a registered trademark of the lumileds  holding b.v. in the united states and other countries. lumileds.com neither lumileds holding b.v. nor its afliates shall be liable  for any kind of loss of data or any other damages,  direct, indirect or consequential, resulting from the use of the provided information and data. although lumileds  holding b.v. and/or its afliates have attempted to provide the  most accurate information and data, the materials  and services information and data are provided as is, and nei ther lumileds holding b.v. nor its afliates warrants  or guarantees the contents and correctness of the provided information and data. lumileds holding b.v. and its  afliates reserve the right to make changes without notice. you as user agree to this disclaimer and user agree - ment with the download or use of the provided materials, information and data. a listing of lumileds product/ patent coverage may be accessed at lumileds.com/patents. luxeon 2835 line product performance at specifed test current and temperature (continued). product voltage nomi nal    cct  [1] minimum   cri  [2, 3] luminous flux  [2, 3]  ( lm) typi cal    luminous   efficacy  (lm/w) test   c urrent    (ma) part number minimum typical luxeon 2835c 6v 2700k 80 93 105 141 120 l128-2780cb3500001 3000k 80 96 108 145 120 l128-3080cb3500001 3500k 80 99 111 149 120 l128-3580cb3500001 4000k 80 103 115 155 120 l128-4080cb3500001 5000k 80 103 115 155 120 l128-5080cb3500001 5700k 80 103 115 155 120 l128-5780cb3500001 6500k 80 103 115 155 120 l128-6580cb3500001 3v 2700k 80 49 54 154 120 l128-2780ca3500001 3000k 80 51 56 160 120 l128-3080ca3500001 3500k 80 53 57 164 120 l128-3580ca3500001 4000k 80 55 60 168 120 l128-4080ca3500001 5000k 80 55 60 168 120 l128-5080ca3500001 5700k 80 55 60 168 120 l128-5780ca3500001 6500k 80 55 60 168 120 l128-6580ca3500001 2700k 90 42 47 132 120 l128-2790ca3500001 3000k 90 42 48 134 120 l128-3090ca3500001 3500k 90 44 50 139 120 l128-3590ca3500001 4000k 90 46 51 143 120 l128-4090ca3500001 5000k 90 46 51 143 120 l128-5090ca3500001 5700k 90 46 52 145 120 l128-5790ca3500001 6500k 90 46 52 145 120 L128-6590CA3500001 3v tvs 2700k 80 48 54 149 120 l128-2780ca35000t1 3000k 80 50 56 154 120 l128-3080ca35000t1 3500k 80 52 57 158 120 l128-3580ca35000t1 4000k 80 54 58 163 120 l128-4080ca35000t1 5000k 80 54 58 163 120 l128-5080ca35000t1 5700k 80 54 58 163 120 l128-5780ca35000t1 6500k 80 54 58 163 120 l128-6580ca35000t1 notes 1.  correlated color temperature is cold-targeted at t j =25c for 3v products (luxeon 2835e 3v, luxeon 2835c 3v, and luxeon 2835c 3v tvs). correlated color temperature is hot-targeted at  t j =85c for 6v and 9v products (luxeon 2835e 6v, luxeon 2835e 9v, and luxeon 2835c 6v). 2.  luminous fux and cri specs are based upon mounted package on highly refective surface at t j =25c. typical cri is approximately 2 points higher than the minimum cri specifed, but this is  not guaranteed.  3.  lumileds maintains a tolerance of 2 on cri and 7.5% on luminous fux measurements. mechanical dimensions. notes 1.  drawings are not to scale. 2.  all dimensions are in millimeters.  pb216 luxeon 2835 line  product brief  20180118  
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