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		  Datasheet File OCR Text:


		  metallized polyester film capacitor-box-mec    suntan ? non-inductive, plastic case and epoxy resin ts02b f e a t u r e s ? high reliability ? box type provides the identical outer appearance s p e c i f i c a t i o n s reference standard gb7332 (iec 60384-2) climatic category 40/85/21 operating temperature range -40  +85  rated voltage 63v, 100v, 160v, 250v, 400v, 630v capacitance range 0.0010  f ? 2.2  f capacitance tolerance  5%(j),  10%(k),  20%(m) voltage proof 1.6u r  (5s) dissipation factor frequency c r  0.1  f c r >0.1  f 1khz  1.0%  1.0% insulation resistance u r >100v  7500m ? , c r  0.33  f (20  , 100v, 1min)  2500s,   c r >0.33  f u r  100v  3750m ? , c r  0.33  f (20  , 10v, 1min)  1250s,    c r >0.33  f suntan ? technology company limited website: www.suntan.com.hk    email: info@suntan.com.hk    tel: (852) 8202 8782    fax: (852) 8208 6246

 metallized polyester film capacitor-box-mec  suntan ? non-inductive, plastic case and epoxy resin ts02b dimensions (mm) p=7.5 (pitch size) p 7.5 (lead wire dia.) d  0.05 0.6 (dimension tolerance: w, h, t) w  0.5, h  0.5, t  0.5 (  f) 63vdc 100vdc 250vdc 400vdc 630vdc w h t p w h t p w h t p w h t p w h t p 0.0033 -- -- -- -- -- -- -- -- -- -- -- -- -- v -- -- 10. 0 9.0 4.0 7.5 0.0047 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 10. 0 9.0 4.0 7.5 0.0068 -- -- -- - - -- -- -- -- -- -- -- -- -- -- -- -- 10. 0 9.0 4.0 7.5 0.010 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 10. 0 9.0 4.0 7.5 0.015 -- -- -- -- -- -- -- -- -- -- -- -- 10. 0 9.0 4.0 7.5 10. 0 11.0 5.0 7.5 0.022 -- -- -- -- -- -- -- -- -- -- -- -- 10. 0 9.0 4.0 7.5 10. 0 12.0 6.0 7.5 0.033 -- -- -- -- -- -- -- -- -- -- -- -- 10. 0 9.0 4.0 7.5 -- -- -- -- 0.047 -- -- -- -- -- -- -- -- 10. 0 9 . 0 4.0 7.5 10. 0 11.0 5.0 7.5 -- -- -- -- 0.068 -- -- -- -- -- -- -- -- 10. 0 9 . 0 4.0 7.5 10. 0 11.0 5.0 7.5 -- -- -- -- 0.10 -- -- -- -- 10. 0 9 . 0 4.0 7.5 10. 0 9.0 4.0 7.5 10. 0 12.0 6.0 7.5 -- -- -- -- 0.15 -- -- -- -- 10. 0 9 . 0 4.0 7.5 10. 0 11.0 5.0 7.5 -- -- -- -- -- -- -- -- 0.22 10 .0 9 .0 4.0 7.5 10. 0 9.0 4.0 7.5 10. 0 12.0 6.0 7.5 -- -- -- -- -- -- -- -- 0.33 10. 0 9 . 0 4 .0 7.5 10. 0 9 .0. 4 .0 7.5 -- -- -- -- -- -- -- -- -- -- -- -- 0.47 10. 0 9.0 4.0 7.5 10. 0 12.0 6.0 7.5 -- -- -- -- -- -- -- -- -- -- -- -- 0.68 10. 0 11.0 5.0 7.5 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 1.0 10. 0 12.0 6.0 7.5 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- p=10.0, 15.0 (pitch size) p 10.0 15.0 (lead wire dia.) d  0.05 0.6 t 6, d:0.6 t>6, d:0.8 (dimension tolerance: w, h, t) w  0.5, h  0.5, t  0.5 (  f) 63vdc 100vdc 160vdc 250vdc 400vdc 630vdc w h t p w h t p w h t p w h t p w h t p w h t p 0.0047 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 0.0068 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 0.01 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 11 .0 5 .0 10.0 13.0 9 .0 4 .0 10.0 0.015 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 13.0 9 .0 4 .0 10.0 0.022 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10 .0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 13.0 9 .0 4 .0 10.0 0.033 13.0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 0.033 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 18.0 11 .0 5 .0 15.0 0.047 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 1 3 .0 9.0 4.0 10.0 13.0 11 .0 5 .0 10.0 18.0 11.0 5.0 15.0 18.0 1 1 .0 5 .0 15.0 0.068 13.0 11.0 5.0 10.0 13.0 11.0 5.0 10.0 13.0 11.0 5.0 10.0 13.0 12.0 6.0 10.0 18.0 11.0 5.0 15.0 18.0 11.0 5.0 15.0 0.10 1 3 .0 11 .0 5 .0 10.0 13.0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 18.0 11.0 5.0 15.0 18.0 11 .0 5 .0 15.0 18.0 12 .0 6 .0 15.0 0.15 1 3 .0 11 .0 5 .0 10.0 13.0 9.0 4.0 10.0 13.0 11.0 5.0 10.0 18.0 11.0 5.0 15.0 18.0 11 .0 5 .0 15.0 -- -- -- -- 0.22 13.0 9.0 4.0 10.0 13.0 9 .0 4 .0 10.0 13.0 11.0 5.0 10.0 18.0 11.0 5.0 15.0 -- -- -- -- -- -- -- -- 0.33 13.0 9.0 4.0 10.0 13.0 9.0 4.0 10.0 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0.33 13.0 9.0 4.0 10.0 18.0 11.0 5.0 15.0 18.0 11.0 5.0 15.0 18.0 11.0 5.0 15.0 -- - - -- -- -- -- -- -- 0.47 13.0 11.0 5.0 10.0 13 .0 11.0 5.0 1 0 .0 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0.47 -- -- -- -- 18.0 11.0 5.0 15.0 18.0 12.0 6.0 15.0 -- -- -- -- -- -- -- -- -- -- -- -- 0.68 -- -- -- -- 18.0 1 1 .0 5 .0 15.0 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0.68 18.0 11.0 5.0 15.0 18.0 12.0 6.0 15.0 18.0 13.5 7.5 15.0 -- -- -- -- -- -- -- -- -- -- -- -- 1.0 18.0 11.0 5.0 15.0 18.0 1 1.0 5.0 15.0 18.0 14. 5 8.5 15.0 18.0 14. 5 8.5 15.0 -- -- -- -- -- -- -- -- 1.5 18.0 12.0 6.0 15.0 18.0 1 5.5 9.5 15.0 18.0 1 5 . 5 9 .5 15.0 -- -- -- -- -- -- -- -- -- -- -- -- 2.2 18.0 13.5 7.5 15.0 18.0 1 9.0 11 .0 15.0 18.0 19.0 11.0 15.0 18.0 1 9.0 1 1 .0 15.0 -- -- -- -- -- -- -- -- note: specification are subject to change without notice. for more detail and update, please visit our website. suntan ? technology company limited website: www.suntan.com.hk    email: info@suntan.com.hk    tel: (852) 8202 8782    fax: (852) 8208 6246
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