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		  Datasheet File OCR Text:


		  smb style connector  (low cost version) PSC2 series PSC2  series  is  intermateable  with  smb  style  connector  which  conform  to  mil-prf-39012  and  modifed smaller and lighter. it  is  achieved  low  cost  by  reducing  the  number  of  parts and using molding parts/press-fabricated parts.  1. added the spring which prevent the interface form spreading.      it improves the strength for the torsional mating and retaining force. 2. recommended cable1.5ds-qehv(ta)shikoku cable and 1.5d-hq?superfujikura 3. rohs compliant 4. mating height is 9mm (max.). (mating connector is psc-sr-ps-d2) rohs compliant rohs compliant smb connector  type freguency range dc ? 4ghz lock type push on applicable  cable 1.5d 151216 PSC2-lp-1.5d-cr3  (l=250mm, double-ended harness           c4ghz    vswr 01.0  2.0 3.0  4.0 1.5 1.4 1.3 1.2 1.1 1.0 frequencyghz PSC2 psc outline feature v.s.w.r. 50  characteristic  impedance base  station,  telecom,  measurement  equipments. applications item material / finish contact copper alloy / au plating outer conductor copper alloy / ni or au plating insulator fluorine resin characteristic impedance 50  rated volatge 335vac(r.m.s.) dielectric withstanding voltage 1000v ac(r.m.s.) / 1 minute insulation resistance 1000m  mim. at 500v dc contact resistance 6m  max. v.s.w.r. 1.3 max. at dc to 4ghz mating height 9.0mm max. operating temperature -40 ? +85 specifications  the specifcations are typical but may not apply to all connectors.  please check      the specifcations on each item with its drawing from us when you use. material/finish  http://www.ddknet.co.jp  please acknowledge that the specifcation etc. of this catalog might change by the improvement etc. without a previous notice.  moreover, the characteristic and the specifcation of the published product are the reference values.  please confrm the content with the latest delivery specifcations when you use the product.

 unitmm 2  cable plug PSC2series dimensions part number plating/finish center  conductor outer conductor    PSC2-lp-1.5d-cr3  au ni    PSC2-lp-1.5d-cr3-d1  au au ?4.55 5.75 (11.48) 7.45 spring cable  plug connector is available in only cable assembly.   iuuqxxxeelofudpkq ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvubqsfwjpvtopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu
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