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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/us/products/2960397 10/28/2014???page? 1 ?/? 4 single relay?-?rel-sw120/b104?-?2960397 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://phoenixcontact.com/download) kammrelais ?, contact b 104, size 1, low-level contact, 2 pdts, input voltage 120 v ac the illustration shows the version rel-sg 12-24/b 104  ? key commercial data packing unit 1 pc gtin weight per piece (excluding packing) 42.45 grm custom tariff number 85364900 country of origin germany technical data ambient conditions ambient temperature (operation) -40 c ... 70 c ambient temperature (storage/transport) -40 c ... 70 c coil side nominal input voltage u n 120 v ac input voltage range in reference to u n 0.8 ... 1.1 typical response time 4 ms ... 15 ms typical release time range 4 ms ... 15 ms coil resistance 3500  10 % contact side contact type single contact contact material ag, gold-flashed

 https://www.phoenixcontact.com/us/products/2960397 10/28/2014???page? 2 ?/? 4 single relay?-?rel-sw120/b104?-?2960397 technical data contact side maximum switching voltage 125 v ac 150 v dc maximum inrush current 2 a limiting continuous current 2 a interrupting rating (ohmic load) max. 48 w (at 24 v dc) 40 w (at 48 v dc) 40 w (at 60 v dc) 45 w (at 110 v dc) 50 va (for 125 v ac) general test voltage relay winding/relay contact 500 v ac (50 hz, 1 min.) test voltage pdt/pdt 500 v ac (50 hz, 1 min.) mechanical service life approx. 10 7  cycles classifications ecl@ss ecl@ss 4.0 27371104 ecl@ss 4.1 27371104 ecl@ss 5.0 27371001 ecl@ss 5.1 27371001 ecl@ss 6.0 27371001 ecl@ss 7.0 27371001 ecl@ss 8.0 27371001 etim etim 2.0 ec000196 etim 3.0 ec000196 etim 4.0 ec000196 etim 5.0 ec000196 unspsc unspsc 6.01 30211916 unspsc 7.0901 39121515 unspsc 11 39121515 unspsc 12.01 39121515 unspsc 13.2 39121515

 https://www.phoenixcontact.com/us/products/2960397 10/28/2014???page? 3 ?/? 4 single relay?-?rel-sw120/b104?-?2960397 approvals approvals approvals gost ex approvals approvals submitted approval details gost? drawings

 https://www.phoenixcontact.com/us/products/2960397 10/28/2014???page? 4 ?/? 4 single relay?-?rel-sw120/b104?-?2960397 circuit diagram phoenix contact 2014 ? - all rights reserved http://www.phoenixcontact.com
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