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		  Datasheet File OCR Text:


		  power & energy automation features ecu-4784   ? intel skylake xeon e3 quad-core processors   ? ddr4 16g ram with ecc (up to 32g)   ?   isolated 8 x lan, 10 x serial port communication interfaces   ?   220v ac / dc  redundant power supply   ?   48v power for selection   ?   2 x io expansion slots   ?   2 x 2.5 sata interface, 1 x cfast socket for storage   ?   vga & dvi display interface   ?   programmable  leds   ?   intelligent connectivity diagnosis management   ?   remote  management   ?   trusted platform module   ?   virtualization technology for directed i/o intel xeon iec-61850-3 certifed power  automation computers  introduction the ecu-4784 series are tuv iec 61850-3 and ieee 1613-certifed products that provide high reliability and stability for power automation applications. the fanless robust design,  high cpu performance, fexible expansion, rich communication interfaces, and intelligent functions make the ecu-4784 series of  industrial pcs suitable to serve as smart substations  in harsh environments. rohs compliant 2002/95/ec new specifcations general   ? certifcation   ce, fcc, ccc, electricity iv level for china,   iec-61850-3, ieee-1613, ul, cb, lvd   ? power requirements     redundant power supply    power1: 100 ~ 240 v ac , 100 ~ 240 v dc   power2: 100 ~ 240 v ac , 100 ~ 240 v dc   ? power consumption    35w   (typical)     ? operating system       windows7/8, windows server 2008 r2,  wes7(ws7p), windows server 2012r2, windows  embedded 8 64-bit, linux   ? dimensions (w x d x h)   440 x 280 x 88 mm   ? enclosure              secc and aluminum    ? weight                 6.0 kg   ? mounting              2u rackmount    ? system design          fanless system hardware   ? cpu               intel skylake xeon e3-1505l quad-core 2.0ghz     ? memory              ddr4 1.2v ecc 16g (up to 32g)   ? indicators            leds for pwr1, pwr2, hdd, lan   (link, act), com (tx, rx), slot 1, and slot 2,  programmable    ? storage              2 x 2.5" sata interface(raid0,1,5)   1 x cfast socket   ? display              1 x db15 vga, 1 x dvi-d (resolution: 1920 x 1080)   ? watchdog timer       programmable 256 levels time interval, from 1 to 255  seconds for each tier   ? relay   relay output form c     contact   5a @ 125v ac / 5a @ 30v dc   channel   1  communication interface   ? serial ports           2 x rs-232 (db9 connectors, standard)   8 x rs-232/422/485 (terminal block)   2,500v isolation   ? serial port speed      rs-232: 50 ~ 115.2 kbps   rs-422/485: 50 ~ 921.6 kbps (max.)   ? lan                 8 x 10/100/1000 base-t rj45 ports    (supports teaming function, pxe, lan1 supports amt)    ? usb                 4 x usb, uhci, rev 2.0 compliant (3 x rear,1 x internal)    2 x usb, uhci, rev 3.0 compliant (2 x front)   ? expansion           2 x domain i/o expansion slots (each slot supports    1 x pcie/ pci interface)  environment   ? operating temperature   -25 ~ 60c with  50% cpu/ i/o loading,without 2d/3d, 24 hrs     ? operating humidity       5 ~ 95% rh (non-condensing)   ? storage humidity        5 ~ 95% rh (non-condensing)   ? shock protection         iec 68 2-27 cfast ? : 10 g half sine,11 ms    ? vibration protection      iec 68-2-64 (random 2grms, 5~500hz for ssd)     ordering information   ? ecu-4784-e56sae   intel skylake xeon e3-1505l quad-core 2.0ghz  ecc 16gb ram, 8xlan, 10xcom, 2xexpansion slots   ? XECU-FSP150-1H35 (*)   fsp ac/dc 100 ~ 240v, 150w, w/pfc   (note: dual power confguration is available upon  request via advantech ctos)   ? 9893sw0400e (*)   dc 36v ~ 72v module   (note: a 48v power module is available upon request  via advantech ctos) all product specifications are subject to change without notice  last updated : 5-mar-2018      0.7m/s air flow(ssd)   ?  (*)     2070015295 ecu-4784 xeon win7 ult sp1 x64 version 1.00.001 en-us   ?  (*)     2070015296 ecu-4784 xeon win7 ult sp1 x32 version 1.00.001 en-us   ?  (*)     20703wp7ss0000 ecu-4784 xeon win7 pro sp1 x64 version 1.00.001 en-us (all lan ports support ieee-1588)   ? ecu-4784-e57sae   processor with intel skylake xeon e3-1505l quad-core 2.0ghz  ecc 32gb ram, 8xlan, 10xcom, 2xexpansion slots processor with  power & energy automation features
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