

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						201M161			MZT45XX			10M7JA			2SC35			IRS2092			3DD304X			447DC08			E9300A			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				P-MUSB-K552-XX Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  dust cover optional,  see ordering code 2.232 56.70  ref  ref .244 6.20  ref .362 9.20 2.57 .101 mounting hole rear cover   13.79 .543 ref   .244 6.20     .098 2.50     .336 8.54  2.20 .087   micro-ab usb gasket connector die cast shell .362 0.30 x 2.00 [.012 x .079]   ground tail   2.50   .098   2.750.25 .108.010    9.20 0.30 x 0.25 [.012 x .010] contact tail contact position 1 contact position 5 .097 2.48   4.00 2 plcs .157 6.00   .236      9.20 .362   dust cover option 0=no dust cover supplied 1=with grey dust cover supplied 5=with black dust cover supplied part number musb-2k15-005bp for grey dust cover thread option 3= #2-56 unc thread m= m2.5 x 0.45 thread ? usb 'micro-ab' receptacle,  single port, vertical pcb tails part number musb-2k15-015bp for black dust cover series, rugged usb  ordering code:        m u s b - k 5 5 2 - x x ? notes: material:  1. all materials are rohs compliant per eu directive 2011/65/eu and amendments outer shell:  die cast zinc alloy, nickel plated ? contacts:  copper alloy, plated with 0.76m [30 ''] gold over 1.27m [50''] minimum nickel on  ? the mating area with matte tin over nickel on the tails usb housing: engineering thermoplastic , flammability rating ul94v-0, grey ? usb shell: stainless steel passivated ? rear shield: stainless steel plat ed with matte tin over nickel ? panel gasket: poron, black ? environmental performance per iec 60529 code  ip67 for seal between mating area and pcb  2. side of connector. gasket provides seal to inside face of enclosure panel. available dust  cover provides added protection. electrical requirements 3. current rating: 1 a for signal po sitions 2, 3 & 4 or1. 8 a for power position s 1 & 5 with 0.5 a  ? on signal lines. contact resistance: 30 milliohms maximum. ? operating temperature: -40c to +105c. 4. dust covers may be ordered separately. specify 5. special connectors: many unique features are readily available to suit customer requirements. consult with amphenol  canada for details. product drawing (ear 14355) 3 4 5 6 5 4 3 h g f e d c b a ab cdef gh 2 1 2 1 may12/15 c ear 14355 2 c scale: rev dwg.  no. 6  of  www.amphenolcanada.com code id no. description, ecn, ear no. app'd date rev revisions amphenol canada corp. any purpose or used for manufacturing purposes with out written permission fr om amphenol canada corp. P-MUSB-K552-XX this document contains proprietary  information and such information ma y not be disclosed to others for  1 sheet  cover options, rohs compliant b.copping b proposal drawing (ear 14355) mar26/15 k.l. dwg size: mount, pcb tails, thread & dust  usb receptacle, vertical  drawing mar26/15 mar26/15 03554 5:1 x drawn checked m.e. app'd q.a. app'd dwg appr. eng. rel. no. ref. scale do not projection millimeters inches primary units secondary reference in parentheses angle unless specified otherwise 0.15 third musb series rugged micro-ab  k.lambie angular degrees    general tolerances 1 decimal place   2 decimal places   3 decimal places         k.l. position 1 contact 5.00 [.197] deep threaded holes see ordering code options 20.000.25 .787.010     .394.010 10.000.25     .591 15.00     11.00 .433 ref

 3 4 5 6 5 4 3 h g f e d c b a ab cdef gh 2 1 2 1 sheet  2  of  2 c scale: rev dwg.  no. 6 amphenol canada corp. www.amphenolcanada.com code id no. description, ecn, ear no. app'd date rev revisions this document contains proprietary  information and such information ma y not be disclosed to others for  any purpose or used for manufacturing purposes with out written permission fr om amphenol canada corp. P-MUSB-K552-XX musb series rugged micro-ab  usb receptacle, vertical  mount, pcb tails, thread & dust  cover options, rohs compliant b.copping b proposal drawing (ear 14355) mar26/15 k.l. dwg size: do not scale drawing mar26/15 mar26/15 03554 5:1 x drawn checked m.e. app'd q.a. app'd dwg appr. eng. rel. no. ref. third angle projection millimeters inches primary units secondary reference in parentheses unless specified otherwise 0.15    general tolerances 1 decimal place   2 decimal places   3 decimal places         angular degrees k.lambie ear 14355 may12/15 k.l. product drawing (ear 14355) c mounting screws (not provided) cover with handle mark "top" dust cover application enclosure panel micro-ab receptacle 1 2 3 4 5 recommended pcb layout component side of board a  9.65 .380   0.650.05 .026.002 typ  1.600.05 .063.002    0.800.05 .031.002    2.600.05 .102.002    1.850.08 .073.003    0.550.08 .022.003   2.40 .094 ref detail a scale 40 : 1 1.40 .055 solder pad 1.00 .039 solder pad 0.700.05 .028.002 5 plcs recommended panel cutout 2.50 008 [.098 .003] for #2-56 thread 2.80 0.08 [.110 .003] for m2.5 thread  15.00 .591    9.75 .384   r1.25 .049 typ  6.75 .266  
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