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		  zener diode high reliability wafer level csp high protection level   8kv(iec61000-4-2 contact) dimension tolerance 10um voltage regulation lateral  absolute maximum ratings (ta=25  ) storage temperature -55    150 unit mw   parameter power dissipation junction temperature 150 symbol p d t j 100 data sheet  outline 100 mw 40000  taping width(mm) 4 t40rb taping code  basic ordering unit(pcs) fdz7.5 p d  inner circuit reel size(mm) 180  packaging specifications www.rohm.com ?  2016  rohm co. ,  ltd .  all rights reserved.  features  application  structure packing embossed tape marking limits 2016/04/11_rev.001 1/6 t stg ja (1)  (2)  (1)cathode  (2)anode  downloaded from:  http:///

 vz test time is 40ms ka fdz5.6 marking da type fdz7.5 fdz8.2 ea fdz6.2 fdz6.8 ha 2016/04/11_rev.001 2/6 www.rohm.com ? 2016 rohm co., ltd. all rights reserved. fa max.  marking type marking ja fdz5.1 7.760 fdz series data sheet  characteristics (ta=25oc unless otherwise stated) p/n fdz5.1 fdz5.6 zener voltage  v z (v) reverse current  i r (a) min. fdz6.2 5.860 2.5 1.0 3.0 fdz8.2 fdz6.8 fdz7.5 7.060 6.470 5.310 5.920 5.0 1.0 4.840 5.370 5.0 2.0 7.140 5.0 0.5 3.5 i z (ma) max. v r (v) 6.530 5.0 1.5 symbol 7.840 5.0 0.5 4.0 8.640 5.0 0.5 5.0 downloaded from:  http:///

 3/6 www.rohm.com ?  2016  rohm co. ,  ltd .  all rights reserved. fdz series data sheet  characteristic curves 2016/04/11_rev.001 zener current:i z (ma)  ambient temperature:t a (  )  p d -t a  characteristics  temp.coefficience: z (%/  )  temp.coefficience: z (mv/  )  power dissipation:p d (%)  zener voltage:v z (v)   z -v z  characteristics  zener voltage:v z (v)  v z -i z  characteristics  downloaded from:  http:///

 fdz7.5 data sheet  characteristic curves 4/6 www.rohm.com ?  2016  rohm co. ,  ltd .  all rights reserved. 2016/04/11_rev.001 zener voltage:v z (v)  v z -i z  characteristics  zener current:i z (ma)  reverse current:i r (na)  reverse voltage:v r (v)  v r -i r  characteristics  reverse voltage:v r (v)  v r -c t  characteristics  capacitance between  terminals:c t (pf)  zener current:i z (v)  i z -z z  characteristics  dynamic impedance :z z ()   downloaded from:  http:///

 fdz7.5 data sheet  characteristic curves www.rohm.com ?  2016  rohm co. ,  ltd .  all rights reserved. 5/6 2016/04/11_rev.001 forward voltage:v f (mv)  v f -i f  characteristics  forward current:i f (ma)  downloaded from:  http:///

  dimensions (dsn0402-2 sod-992 smd0402) 6/6 2016/04/11_rev.001 www.rohm.com ?  2016  rohm co. ,  ltd .  all rights reserved.  taping (unit:mm) fdz7.5 data sheet  downloaded from:  http:///
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