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		  Datasheet File OCR Text:


		                                                                                                                                                                                                                                                                                                                                                                                           3.5-inch   data subject to chan ge without notice   adl embedded solutions gmbh , eiserfelder stra?e 316 d-57080 siegen,                        adl embedded solutions inc.,   4411 morena blvd., suite 101  germany  p. +49 (0) 271 250 810 0  f. +49 (0) 271 250 810 20                                   san diego, ca 92117-4345  p. +1  858 490-0597  f. +1 858 490-0599     e-mail:   sales@adl-europe.com ; web:   www.adl-europe.com                                                                    e-mail:   sales@adl-usa.com ; web:   www.adl-usa.com   embedded  solutions adls15hd - intel atom z5xx 1.1ghz - 1.6ghz, us15w sch  features  ?? intel atom z510 / z530 processor  ?? 1.1ghz - 1.6ghz   ?? intel us15w system controller hub (sch)  ?? fsb and memory speeds up to 533mhz  ?? up to 2048mb ddr2 sodimm200  ?? onboard dual gigabit ethernet lan ports  ?? onboard dvi-d port up to 1600 x 1200 resolution  ?? 8x usb 2.0  ports (4x internal headers)  ?? 2x rs232 com ports   ?? udma-100 primary pata interface  ?? mini-pci socket  ?? power management  ?? hardware monitoring  ?? 24v isolated (20-30vdc tolerant)   ?? extended temp range available  ?? windows 7, windows 8, linux compatible  the adls15hd 3.5-inch embedded si ngle board computer is based on  the intel ?  atom tm  and the intel ?  us15w (poulsbo tm ) chipset.  the intel ?   atom tm  is a single core processor built on a 45nm process that boasts  an impressive 2.64 watts tdp (cpu only).  the intel ?  atom tm  delivers  the benefits of genuine intel ?  architecture to small form factor and ther- mally constrained markets.  the intel ?  us15w system controller hub  (sch) incorporates all functions of legacy gmch and ich architectures  into a single die.  the adls15hd takes advantage of t hese features by delivering high  performance and low thermals in a compact 3.5-inch form factor.  the  intel ?  graphics controller drives graphics up to 1600x1200@60hz by  way of onboard dvi-d and/or 18/24 bit lvds lcd.  memory is added  via an sodimm200 socket that will accept up to 2gb of ddr2-400/533  dram.  in addition to acpi/apm functions, the adls15hd has the  following features:  eide, 8xusb 2.0, 2xrs232 com ports, ps/2 key- board and mouse, ac?97 and hda 5.1 sound, and dual gigabit  ethernet lan. the adls15hd has an isolated 24vdc input that is 20- 30vdc tolerant for powering the board.  the adls15hd also provides  a built-in ups (1 second std.) that will allow for a fast but safe shut- down.  adl embedded solutions offer very effective active and passive ther- mal solutions designed for this product.  contact your sales representa- tive for more information.   ordering information    description  item code  part #  description  adls15hd-11n  294310  3.5-inch atom 1.1ghz cpu, no touch screen support  adls15hd-16n  294360  3.5-inch atom 1.6ghz cpu, no touch screen support        standard ddr2-ram   ddr2-dram512  tbd  ddr2-667mhz 512mb standard temperature   DDR2-DRAM1024  996050  ddr2-667mhz 1gb standard temperature   ddr2-dram2048  996150  ddr2-667mhz 2gb standard temperature         extended ddr2-ram   ddr2-dram512-ex  tbd  ddr2-667mhz 512mb extended temperature  DDR2-DRAM1024-ex  996051  ddr2-667mhz 1gb extended temperature      ddr2-dram2048-ex  996151  ddr2-667mhz 2gb extended temperature           thermal solutions  adls15hd-spreader  294835  thermal plate added to board for chassis mount  *more options may be availabl e contact our sales office* 

                                                                                                                                                                                                                                                                                                                                                                                          3.5-inch   data subject to chan ge without notice   adl embedded solutions gmbh , eiserfelder stra?e 316 d-57080 siegen,                        adl embedded solutions inc.,   4411 morena blvd., suite 101  germany  p. +49 (0) 271 250 810 0  f. +49 (0) 271 250 810 20                                   san diego, ca 92117-4345  p. +1  858 490-0597  f. +1 858 490-0599     e-mail:   sales@adl-europe.com ; web:   www.adl-europe.com                                                                    e-mail:   sales@adl-usa.com ; web:   www.adl-usa.com   embedded  solutions technical specifications  feature  function  options / remarks  cpu  intel atom  z510 / z530  soldered (or socket name)  soldered    2nd level cache  512kb    fsb  400/533mhz  determined by cpu selection  cpu-clock  1.1ghz, 1.6ghz  z510 = 1.1ghz, z530 = 1.6ghz  north bridge  intel us15w sch  northbridge and southbridge are incorporated into  a single system controller hub (sch)  south bridge  super io1  windbond 83627hg    hardware monitoring  supported by superio1    memory 200pin ddr2 sodimm  sodimm200, 1.8v / ddr2  max. 2048mb  speed max  ddr2 400/533mhz  processor dependent  video controller  graphics media accelerator 500 (intel gma500)  integrated into the intel us15w sch  video bios  intel iegd    memory  max. 8mb ums / max. 256mb dvmt    crt  none    crt resolution  1600 x 1200 max.    dvi/hdmi/displayport  dvi-d    lcd lvds 18/24/36/48  18/24 - bit lvds    lcd resolution  1600 x 1200 max.    bios  phoenix-award    bios chip  fwh    power management apm/acpi  apm / acpi supported    speedstep / amt  speedstep supported    selectable fixed frequency  yes    powerstates s0/s1/s3/s4/s5  s0, s1, s4, s5 supported    controller and codec  sch us15w / realtek alc885 (hda)    support for 2/6/8 channel (2.0/5.1/7.1)  up to 5.1 hda   2 channel, 6 channel  analog in line/cd/aux/mic1/mic2/pcbeep  analog in, mic1, mic2, pc beep    analog out line/monoout  analog out    digital in/out  digital in and digital out    lan1 / lan2 controller  intel 82575 (dual ethernet controller)    10/100/1000 mbit  lan1, lan2 10, 100, 1000 mbit supported    bootoption rpl/pxe/wol  lan1, lan2 rpl/pxe/wol supported    isa bus  no    pci bus  mini-pci  other pci options available  pcie x1 / x4 / x16  no    ata primary/secondary  primary ata    pio 0/1/2/3/4 - dma33/66/100/133  all speeds supported except dma133  80-conductor ribbon required for dma66/100  sata channels  no    compactflash / solid state disk  no    boot hd/fdd/cdrom/fd/zip  all devices listed are supported    usb-channels  8  usb 1.1/2.0/host/device (usb3)  com1/2:  rs232     com3/4:   no    parallel interface(s)  no    ps/2 keyboard/mouse  yes/yes    floppy interface fcc/lpt  no    watchdog  yes    supply voltage  24v isolated   20-30vdc tolerant   power normal (typ)  tbd    power suspend  tbd    ups/pb-batt  yes/yes    operating temperature  -25 to 70  o c    extended temperature  on request    storage temp.  -25 to 70  o c    mtbf  >150,000 hours  calculation method: mil-hdbk-217f  dimensions      5.8? x 4? (147mm x 102mm)  3.5 inch form factor 
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