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		  Datasheet File OCR Text:


		                                                                                                                                                                                                                                                                                                                                                                                3.5 inch   data subject to change without notice   adl embedded solutions gmbh , eiserfelder stra?e 316 d-57080 siegen,                        adl embedded solutions inc.,   4411 morena blvd., suite 101  germany  p. +49 (0) 271 250 810 0  f. +49 (0) 271 250 810 20                                   san diego, ca 92117-4345  p. +1  858 490-0597  f. +1 858 490-0599     e-mail:   sales@adl-europe.com ; web:   www.adl-europe.com                                                                    e-mail:   sales@adl-usa.com ; web:   www.adl-usa.com   embedded  solutions adl855hd - intel pentium m / celeron m 1.0ghz - 1.8ghz  item code  part #  description  adl855hd-373cm  294048  celeron m, 1.0ghz, 512k cache   adl855hd-370cm  294049  celeron m, 1.5ghz, 1024k cache  adl855hd-745pm  294045  pentium m, 1.8ghz, 2048k cache        standard memory options    ddr-dram128-3  994715  ddr-333mhz 128mb standard temperature  ddr-dram256-3lx  994826  ddr-333mhz 256mb standard temperature  ddr-dram512-3lx  994926  ddr-333mhz 512mb standard temperature  ddr-dram1024-3lx  994024  ddr-333mhz 1gb standard temperature        ddr-dram256-3-ex  994829  ddr-333mhz 256mb  extended temperature  ddr-dram512-3-ex  994929  ddr-333mhz 512mb extended temperature   DDR-DRAM1024-3-EX  994029  ddr-333mhz 1gb extended temperature        options      adl35-comopt   294000      additional com port added  *more options are available .  pleas e contact your sales representative  extended temp. memory options  the adl855hd is based on the intel ?   pentium ?  m / celeron ?  m processors offer- ing clock rates up to 1.8ghz.  the intel ?  855gme chipset (gmch) supports a  400mhz fsb with integrated intel ?  graphics controller ?extreme graphics 2?.  it  can drive either a dvi/crt or lvds lcd.  the memory is added via 2x so- dimm200 sockets and can  accept up to 2 gigabytes of ddr333 sdram.  the adl855hd power management incorporates acpi/apm functions, which  utilizes intel's advanced speedstep ?  (pentium ?  m only) feature.  the standard  adl855pc also incorporates mini-pci bus, eide, 6xusb 2.0, 4xrs232 com  ports, ps/2 keyboard and mouse, elo touch screen (com4), ac97 sound,  separate 10/100mbit and 10/100/100 mbit ethernet lan, hardware monitoring  and more.  adl embedded solutions offer highly effective active and passive cooling solu- tions based on proven thermal data and mounting techniques; resulting in the  least possible mechanical board stress.  please contact your sales engineer for  detailed information on cooling solutions to fit your needs.   note:  on the basis of its current material planning, adl embedded solutions  guarantees product availability for the 855gme chipset, pentium-m 745 1.8ghz  and celeron-m 373 1.0ghz processors until 2015, thus providing sufficient time  for customers to transition from the 16-bit isa bus to newer interconnect technolo- gies. the celeron-m at 600mhz and 1.5ghz, and the pentium-m at 1.4ghz proc- essors will undergo normal last time buy process when eol is announced by  intel. please contact sales for additional information.    ordering information  description  features  ?  intel ?  pentium ?  m / celeron ?  m,  1.0ghz - 1.8ghz  ?  intel ?  855gme / ich4, 400mhz fsb  ?  power management (apm 1.2 plus features)  ?  up to 2gb ddr 333mhz sdram (1gb x 2)  ?  four serial connections  ?  onboard dvi connector  ?  10/100 mbit and 10/100/1000 mbit ethernet ports   ?  6 x usb2.0 ports  ?  crt and 18/24 bit lvds/tft connections  ?  mini-pci interface  ?  rtc and watchdog timer  ?  5vdc, 5vdc suspend (12vdc for fans)    ?  dedicated resistive touch screen  ?  windows 7, windows 8, linux compatible 

                                                                                                                                                                                                                                                                                                                                                                               3.5 inch   data subject to change without notice   adl embedded solutions gmbh , eiserfelder stra?e 316 d-57080 siegen,                        adl embedded solutions inc.,   4411 morena blvd., suite 101  germany  p. +49 (0) 271 250 810 0  f. +49 (0) 271 250 810 20                                   san diego, ca 92117-4345  p. +1  858 490-0597  f. +1 858 490-0599     e-mail:   sales@adl-europe.com ; web:   www.adl-europe.com                                                                    e-mail:   sales@adl-usa.com ; web:   www.adl-usa.com   embedded  solutions technical specifications  feature  function  remarks  options  processor/cpu:   intel ?  pentium ?  m / celeron ?  m   1.0ghz - 1.8ghz    l2-cache:   512kb / 1024kb / 2048kb  cpu dependent    cpu-clock:  1.0ghz / 1.5ghz / 1.8ghz  celeron ?  m  / celeron m  / pentium  m    chipset:   intel ?  855gme / ich4      front side bus:   400mhz      cpu speed steps:   100mhz software program. via csr   n/a on celeron m ?      intel speed step technology:   geyserville iii   n/a on celeron m ?      memory 200pin ddr sodimm:   128mb ? 2048mb   ecc memory supported     video controller:   855gme intel extreme graphics 2       video memory:   1 ? 32mb uma ddr-ram   64mb window    video interfaces:   crt / dvi / lvds      video channel 1:   crt / dvi 2048 x 1536      video channel 2:   lvds 18/24/36/48 bit   36/48 requires second cable     real time clock:   yes   external battery required for rtc     ethernet lan controller1:   intel ?  ich4 ? ext. phy 82562ez   10/100 mbit with rpl, pxe and wol     ethernet lan controller2:  intel ?  82541er   10/100/1000 mbit with wol    ac97-controller:   intel ?  ich4 ? ac97 v2.3   alc655 codec 5.1 sound     smbus-controller:   intel ?  ich4 ? smbus       usb2-controller:   6x ports v2.0       flash bios:   512kb/1mb    2mb available on version g5  bios:   phoenix award 6.1      power management control:   acpi / apm       eide-controller:   pio 1-4 and udma 100*/66*/33  primary and secondary support   *requires 80 conductor cable  hw-monitor:   winbond w83627hf       audio output:   stereo output and spdif   5.1 support     audio input:   stereo-line, mic and spdif       keyboard / mouse:  ps/2-usb      com1 - com4:      rs232    115kbit max, com4 for use with elo  touch screen   ttl solder  pci-bus:   mini-pci socket      power supply:   +5vdc, +5vdc suspend (+12vdc for  fans)  +/- 5% tolerance    power consumption:   tbd       operating temperature:  (typ. ambient)   celeron ?  m 1.0ghz:   -20c to +75c  celeron ?  m  1.5ghz: -20c to +60c   pentium ?  m 1.8ghz:  -20c to +60c   with adl embedded solutions thermal solutions  with adl embedded solutions thermal solutions  with adl embedded solutions thermal solutions  extended temperature -40c to +85c  available   provided cpu die is kept below 100c at  all times and the installation has sufficient  thermal path to dissipate  dimensions:   5.8? x 4? (147mm x 102mm)  3.5 inch form factor    weight: (gr)  tbd      mtbf:   >181,000 hours  calculation method: mil-hdbk-217f   
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